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< Unchanged sections omitted >
–	RACH-ConfigCommon
Table 7.3.1-13: RACH-ConfigCommon
	Derivation Path: TS 38.508-1 Table 4.6.3-128

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon::= SEQUENCE {
	
	
	

	  rach-ConfigGeneric
	RACH-ConfigGeneric
	
	

	  totalNumberOfRA-Preambles
	48
	
	

	  ssb-perRACH-OccasionAndCB-PreamblesPerSSB CHOICE {
	
	
	

	    oneFourth
	n48
	
	

	  }
	
	
	

	  groupBconfigured 
	Not present
	
	

	  ra-ContentionResolutionTimer
	sf48
	
	

	  rsrp-ThresholdSSB
	51
	
	

	  rsrp-ThresholdSSB-SUL
	Not present
	
	

	  prach-RootSequenceIndex CHOICE {
	
	
	

	    l139
	0
	
	

	  }
	
	
	

	  msg1-SubcarrierSpacing
	SubcarrierSpacing
	
	

	  restrictedSetConfig
	unrestrictedSet
	
	

	  msg3-transformPrecoder
	Not present
	transform precoding is disabled for Msg3 PUSCH transmission and any PUSCH transmission scheduled with DCI format 0_0
	

	}
	
	
	


< End of changes >

