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<< Start of changes >>
[bookmark: _Toc21353989][bookmark: _Toc27749608]4.6.4	UE capability information elements
[bookmark: _Toc21353990][bookmark: _Toc27749609]–	AccessStratumRelease
Table 4.6.4-1: AccessStratumRelease
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [19]
	
	



<< Unchanged sections skipped>>
–	PDCP-Parameters
Table 4.6.4-32: PDCP-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Parameters ::= SEQUENCE {
	
	
	

	  supportedROHC-Profiles SEQUENCE {
	
	
	

	    profile0x0000
	Not checked
	
	

	    profile0x0001
	Not checked
	
	

	    profile0x0002
	Not checked
	
	

	    profile0x0003
	Not checked
	
	

	    profile0x0004
	Not checked
	
	

	    profile0x0006
	Not checked
	
	

	    profile0x0101
	Not checked
	
	

	    profile0x0102
	Not checked
	
	

	    profile0x0103
	Not checked
	
	

	    profile0x0104
	Not checked
	
	

	  }
	
	
	

	  maxNumberROHC-ContextSessions
	Not checked
	
	

	  uplinkOnlyROHC-Profiles
	Not checked
	
	

	  continueROHC-Context
	Not checked
	
	

	  outOfOrderDelivery
	Not checked
	
	

	  shortSN
	Not checked
	
	

	  pdcp-DuplicationSRB
	Not checked
	
	

	  pdcp-DuplicationMCG-OrSCG-DRB
	Not checked
	
	

	  longSN-RedCap-r17                   
	Not checked
	
	

	}
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