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{Start of changes}
[bookmark: _Toc27475574][bookmark: _Toc29495165][bookmark: _Toc36116211][bookmark: _Toc36118260][bookmark: _Toc36560373][bookmark: _Toc43976870][bookmark: _Toc52213437][bookmark: _Toc60742893][bookmark: _Toc68206073][bookmark: _Toc75971870][bookmark: _Toc85051293][bookmark: _Toc90493291][bookmark: _Toc90493931][bookmark: _Toc100093954][bookmark: _Toc106872598][bookmark: _Toc114908227]5.5B.5	Inter-band EN-DC including FR2
[bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]<Unchanged Sections Skipped>
[bookmark: _Toc27475576][bookmark: _Toc29495167][bookmark: _Toc36116213][bookmark: _Toc36118262][bookmark: _Toc36560375][bookmark: _Toc43976872][bookmark: _Toc52213439][bookmark: _Toc60742895][bookmark: _Toc68206075][bookmark: _Toc75971872][bookmark: _Toc85051295][bookmark: _Toc90493293][bookmark: _Toc90493933][bookmark: _Toc100093956][bookmark: _Toc106872600][bookmark: _Toc114908229]5.5B.5.2	Inter-band EN-DC configurations including FR2 (three bands)
Table 5.5B.5.2-1: Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration
	Uplink EN-DC configuration (NOTE 1)

	DC_1A-3A_n257A2
DC_1A-3A_n257G
DC_1A-3A_n257H
DC_1A-3A_n257I
	DC_1A_n257A
DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I

	DC_1A-19A_n257A2
[bookmark: _GoBack]DC_1A-19A_n257E2
DC_1A-19A_n257F2
DC_1A-19A_n257G
DC_1A-19A_n257H
DC_1A-19A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_19A_n257A

	DC_1A-21A_n257A2
DC_1A-21A_n257D2
DC_1A-21A_n257E2
DC_1A-21A_n257F2
DC_1A-21A_n257G
DC_1A-21A_n257H
DC_1A-21A_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_21A_n257A
DC_21A_n257G
DC_21A_n257H
DC_21A_nD257I

	DC_1A-42A_n257A
DC_1A-42A_n257G
DC_1A-42A_n257H
DC_1A-42A_n257I
DC_1A-42C_n257A
DC_1A-42D_n257A
DC_1A-42D_n257G
DC_1A-42D_n257H
DC_1A-42D_n257I
DC_1A-42E_n257A
DC_1A-42E_n257G
DC_1A-42E_n257H
DC_1A-42E_n257I
	DC_1A_n257A
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_42A_n257A



{End of changes}

