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{Start of changes}
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Table 7.3B.3.2-1: Intra-band non-contiguous EN-DC with one uplink configuration on E-UTRA for reference sensitivity
	DC configuration
	Aggregated channel bandwidth (LTE+NR)
	Wgap / (MHz)
	UL E-UTRA allocation
	ΔRIBNC (dB)
	Duplex mode

	
	E-UTRA
	NR
	
	
	
	

	
	
	
	
	
	
	

	DC_3A_n3A
	5MHz
	5MHz
	45.0 < Wgap ≤ 65.0
	121
	4.7
	FDD

	
	
	
	0.0 < Wgap ≤ 45.0
	251
	0
	

	
	5MHz
	10MHz
	40.0 < Wgap ≤ 60.0
	121
	3.8
	

	
	
	
	0.0 < Wgap ≤ 40.0
	251
	0
	

	
	5MHz
	15MHz
	35.0 < Wgap ≤ 55.0
	121
	3.6
	

	
	
	
	0.0 < Wgap ≤ 35.0
	251
	0
	

	
	5MHz
	20MHz
	30.0 < Wgap ≤ 50.0
	121
	3.4
	

	
	
	
	0.0 < Wgap ≤ 30.0
	251
	0
	

	
	5MHz
	25MHz
	25.0 < Wgap ≤ 45.0
	121
	3.2
	

	
	
	
	0.0 < Wgap ≤ 25.0
	251
	0
	

	
	5MHz
	30MHz
	20.0 < Wgap ≤ 40.0
	121
	3.0
	

	
	
	
	0.0 < Wgap ≤ 20.0
	251
	0
	

	
	10MHz
	5MHz
	30.0 < Wgap ≤ 60.0
	125
	5.1
	

	
	
	
	0.0 < Wgap ≤ 30.0
	321
	0
	

	
	10MHz
	10MHz
	25.0 < Wgap ≤ 55.0 
	125
	4.3
	

	
	
	
	0.0 < Wgap ≤ 25.0
	321
	0
	

	
	10MHz
	15MHz
	20.0 < Wgap ≤ 50.0
	125
	3.8
	

	
	
	
	0.0 < Wgap ≤ 20.0
	321
	0
	

	
	10MHz
	20MHz
	15.0 < Wgap ≤ 45.0
	125
	3.5
	

	
	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	10MHz
	25MHz
	10.0 < Wgap ≤ 40.0
	125
	3.2
	

	
	
	
	0.0 < Wgap ≤ 10.0
	321
	0
	

	
	10MHz
	30MHz
	5.0 < Wgap ≤ 35.0
	125
	2.8
	

	
	
	
	0.0 < Wgap ≤ 5.0
	321
	0
	

	
	15MHz
	5MHz
	25.0 < Wgap ≤ 55.0
	126
	6.0
	

	
	
	
	0.0 < Wgap ≤ 25.0
	321
	0
	

	
	15MHz
	10MHz
	20.0 < Wgap ≤ 50.0
	126
	4.7
	

	
	
	
	0.0 < Wgap ≤ 20.0
	321
	0
	

	
	15MHz
	15MHz
	15.0 < Wgap ≤ 45.0
	126
	4.2
	

	
	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	15MHz
	20MHz
	10.0 < Wgap ≤ 40.0
	126
	3.8
	

	
	
	
	0.0 < Wgap ≤ 10.0
	321
	0
	

	
	15MHz
	25MHz
	5.0 < Wgap ≤ 35.0
	126
	3.5
	

	
	
	
	0.0 < Wgap ≤ 5.0
	321
	0
	

	
	15MHz
	30MHz
	0.0 < Wgap ≤ 30.0
	126
	3.3
	

	
	20MHz
	5MHz
	15.0 < Wgap ≤ 50.0
	167
	6.5
	

	
	
	
	0.0 < Wgap ≤ 15.0
	321
	0
	

	
	20MHz
	10MHz
	10.0 < Wgap ≤ 45.0
	167
	5.1
	

	
	
	
	0.0 < Wgap ≤ 10.0
	321
	0
	

	
	20MHz
	15MHz
	5.0 < Wgap ≤ 40.0
	167
	4.5
	

	
	
	
	0.0 < Wgap ≤ 5.0
	321
	0
	

	
	20MHz
	20MHz
	0.0 < Wgap ≤ 35.0
	167
	4.1
	

	
	20MHz
	25MHz
	0.0 < Wgap ≤ 30.0
	167
	3.8
	

	
	20MHz
	30MHz
	0.0 < Wgap ≤ 25.0
	167
	3.6
	

	NOTE 1:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
NOTE 2:	Wgap is the sub-block gap between the two sub-blocks.
NOTE 3:	The table only applies when the centre frequency of E-UTRA carrier is higher than the NR carrier, and the ΔRIBNC applies to the NR DL carrier only.
NOTE 4:	All combinations of channel bandwidths defined in Table 5.3B.1.3-1.
NOTE 5:	UL resource blocks shall be located at RBstart=25.
NOTE 6:	UL resource blocks shall be located at RBstart=35.
NOTE 7:	UL resource blocks shall be located at RBstart=50.
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Table 7.3B.3.3.1-1: ΔRIB,c due to EN-DC(two bands)
	[bookmark: _Hlk523940806]Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1_n28
	n28
	0.2

	DC_1_n51
	n51
	0.1

	DC_1_n77
	1
	0.2

	
	n77
	0.5

	DC_1_n78
	n78
	0.5

	DC_2_n66
	2
	0.3

	
	n66
	0.3

	DC_2_n78
	2
	0.2

	
	n78
	0.5

	DC_3_n41
	n41
	03

	
	
	0.54

	DC_3_n51
	3
	0.2

	
	n51
	0.2

	DC_3_n77, DC_3-3_n77
	3
	0.2

	
	n77
	0.5

	DC_3_n78, DC_3-3_n78
	3
	0.2

	
	n78
	0.5

	DC_5_n78
	5
	0.2

	
	n78
	0.5

	DC_7_n8
	n8
	0.2

	DC_7_n51
	n51
	0.2

	DC_7_n71
	n71
	0.2

	DC_7_n77, DC_7-7_n77
	n77
	0.5

	DC_7_n78, DC_7-7_n78
	n78
	0.5

	DC_8_n77
	8
	0.2

	
	n77
	0.5

	DC_8_n78
	8
	0.2

	
	n78
	0.5

	DC_11_n77
	n77
	0.5

	DC_11_n78
	n78
	0.5

	DC_12_n5
	12
	0.3

	
	n5
	0.5

	DC_12_n66
	12
	0.5

	DC_12_n78
	12
	0.2

	
	n78
	0.5

	DC_18_n77
	n77
	0.5

	DC_19_n77
	n77
	0.5

	DC_19_n78
	n78
	0.5

	DC_20_n51
	n51
	0.2

	DC_20_n77
	n77
	0.5

	DC_20_n78
	n78
	0.5

	DC_21_n77
	n77
	0.5

	DC_21_n78
	n78
	0.5

	DC_25_n41,
DC_25-25_n41
	n41
	01

	
	
	0.52

	DC_26_n77
	n77
	0.5

	DC_26_n78
	n78
	0.5

	DC_28_n8
	28
	0.1

	
	n8
	0.2

	DC_28_n51
	n51
	0.2

	DC_28_n77
	28
	0.2

	
	n77
	0.5

	DC_28_n78
	28
	0.2

	
	n78
	0.5

	DC_30_n66
	30
	0.5

	
	n66
	0.4

	DC_38_n78
	38
	0.4

	
	n78
	0.5

	DC_39-n41
	39
	0.2

	
	n41
	0.2

	DC_39_n78
	n78
	0.5

	DC_39_n79
	n79
	0.5

	DC_40_n77
	40
	0.4

	
	n77
	0.5

	DC_40_n78
	40
	0.45

	
	n78
	0.55

	DC_40_n79
	n79
	0.5

	DC_41_n77
	n77
	0.5

	DC_41_n78
	n78
	0.5

	DC_41_n79
	n79
	0.5

	DC_42_n51
	n51
	0.2

	DC_66_n2
	66
	0.3

	
	n2
	0.3

	DC_66_n25
	66
	0.3

	
	n25
	0.3

	DC_66_n41
	66
	0.5

	
	n41
	0.51
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	DC_66_n78
	66
	0.2

	
	n78
	0.5

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.
NOTE 3:	Applicable for the frequency range of 2515-2690 MHz.
NOTE 4:	Applicable for the frequency range of 2496-2515 MHz.
NOTE 5:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
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Table 7.3B.3.3.2-1: ΔRIB,c due to EN-DC (three bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1-3_n28
	n28
	0.2

	DC_1-3_n77
	1
	0.2

	
	3
	0.2

	
	n77
	0.5

	DC_1-3_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1_n3-n78
	1
	0.2

	
	n3
	0.2

	
	n78
	0.5

	DC_1-5_n78
	1
	0.2

	
	5
	0.2

	
	n78
	0.5

	DC_1-7_n28
	n28
	0.2

	DC_1-7_n78
DC_1-7-7_n78
DC_1_n7-n78
	1
	0.2

	
	7 or n7
	0.2

	
	n78
	0.5

	
	8
	0.2

	
	n77
	0.5

	DC_1-8_n78
	8
	0.2

	
	n78
	0.5

	DC_1-11_n77
	1
	0.2

	
	n77
	0.5

	
	n78
	0.5

	DC_1-18_n77
	n77
	0.5

	DC_1-18_n78
	n78
	0.5

	DC_1-19_n77
	n77
	0.5

	DC_1-19_n78
	n78
	0.5

	DC_1-19_n79
	1
	0.3

	
	19
	0.3

	DC_1-20_n28
	20
	0.2

	
	n28
	0.2

	DC_1-20_n78
	n78
	0.5

	DC_1-21_n77
	n77
	0.5

	DC_1-21_n78
	1
	0.2

	
	n78
	0.5

	DC_1-28_n77
	28
	0.2

	
	n77
	0.5

	DC_1-28_n78
DC_1_n28-n78
	28 or n28
	0.2

	
	n78
	0.5

	DC_1_n28-n79
	1
	0.3

	
	28
	0.3

	DC_1_n40-n78
	n78
	0.5

	DC_1-41_n28
	n28
	0.2

	DC_1-41_n77
	n77
	0.5

	DC_1-41_n78
	n78
	0.5

	DC_1-42_n77
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-42_n78
	1
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-42_n79
	42
	0.5

	DC_1_n77-n79
	1
	0.2

	
	n77
	0.5

	DC_1_SUL_n77-n80
	1
	0.2

	
	n77
	0.5

	DC_1_SUL_n77-n84
	1
	0.2

	
	n77
	0.5

	DC_1_n78-n79
	n78
	0.5

	DC_1_SUL_n78-n80
	1
	0.2

	
	n78
	0.5

	DC_1-SUL_n78-n84
	n78
	0.5

	DC_2-5_n66
	2
	0.3

	
	n66
	0.3

	
	n71
	0.2

	DC_2-13_n66
DC_2-2-13_n66
	2
	0.3

	
	n66
	0.3

	DC_2-29_n260
	2
	0

	DC_2-14_n66 
DC_2-2-14_n66
	2
	0.3

	
	n66
	0.3

	DC_2-30_n5, DC_2-2-30_n5
	2
	0.4

	
	30
	0.5

	DC_2_30_n66DC_2-30_n66
	2
	0.4

	
	30
	0.5

	
	n66
	0.4

	DC_2-66_n5
DC_2A-2A-66A_n5A
DC_2-66-66_n5
DC_2A-2A-66A-66A_n5A
DC_2-66-66-66_n5
	2
	0.3

	
	66
	0.3

	DC_2-66_n41
	2
	0.3

	
	66
	0.5

	
	n41
	0.51
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	DC_2-66_n71B
	2
	0.3

	
	66
	0.3

	DC_2-66_n78
DC_2-66-66_n78
	2
	0.3

	
	66
	0.3

	
	n78
	0.5

	DC_3_n1-n77
	3
	0.2

	
	n1
	0.2

	
	n77
	0.5

	DC_3_n1-n78
	3
	0.2

	
	n1
	0.2

	
	n78
	0.5

	DC_3_n3-n77
	3
	0.2

	
	n3
	0.2

	
	n77
	0.5

	DC_3_n3-n78
	3
	0.2

	
	n3
	0.2

	
	n78
	0.5

	DC_3-5_n78
	3
	0.2

	
	5
	0.2

	
	n78
	0.5

	DC_3-7_n8 
	n8
	0.2

	DC_3-7_n78 
DC_3-7-7_n78
DC_3-3-7_n78
DC_3-3-7-7_n78
DC_3_n7-n78
	3
	0.2

	
	7 or n7
	0.2

	
	n78
	0.5

	DC_3-8_n28
	8
	0.2

	
	n28
	0.1

	DC_3-8_n77
	3
	0.2

	
	8
	0.2

	
	n77
	0.5

	DC_3-8_n78
	3
	0.2

	
	8
	0.2

	
	n78
	0.5

	DC_3-18-n77DC_3-18_n77
	3
	0.2

	
	n77
	0.5

	DC_3-18-n78DC_3-18_n78
	3
	0.2

	
	n78
	0.5

	DC_3-19_n77
	3
	0.2

	
	n77
	0.5

	DC_3-19_n78
	3
	0.2

	
	n78
	0.5

	DC_3-20_n28
	20
	0.1

	
	n28
	0.1

	DC_3-20_n78
	3
	0.2

	
	n78
	0.5

	DC_3_n20-n78
	3
	0.2

	
	n78
	0.5

	DC_3-21_n77
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_3-21_n78
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_3-21_n79
	3
	0.3

	
	21
	0.5

	
	28
	0.1

	
	n5
	0.1

	
	n41
	01/0.52

	DC_3-28_n78
DC_3_n28-n78
	3
	0.2

	
	n78
	0.5

	DC_3-38_n78
	3
	0.2

	
	38
	0.4

	
	n78
	0.5

	DC_3-41_n28
	3
	0

	
	41
	01/0.52

	
	n28
	0

	DC_3-41-n77DC_3-41_n77
	3
	0.2

	
	41
	01

	
	
	0.52

	
	n77
	0.5

	DC_3-41_n78
	3
	0.2

	
	41
	01

	
	
	0.52

	
	n78
	0.5

	DC_3-41-n79
	3
	0.2

	
	41
	01

	
	
	0.52

	DC_3_SUL_n41-n80
	n41
	0.53

	DC_3-42_n77
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_3-42_n78
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_3-42_n79
	3
	0.2

	
	42
	0.5

	DC_3_n77-n79
	3
	0.2

	
	n77
	0.5

	DC_3_SUL_n77-n80
	3
	0.2

	
	n77
	0.5

	DC_3_SUL_n77-n84
	3
	0.2

	
	n77
	0.5

	DC_3_n78-n79
	3
	0.2

	
	n78
	0.5

	DC_3-SUL_n78-n80
	3
	0.2

	
	n78
	0.5

	DC_3-SUL_n78-n82
	3
	0.2

	
	n78
	0.5

	DC_3_SUL_n78-n84
	3
	0.2

	
	n78
	0.5

	
	n71
	0.2

	DC_5-7_n78
	5
	0.2

	
	7
	0.2

	
	n78
	0.52

	DC_5_30_n66DC_5-30_n66
	30
	0.5

	
	n66
	0.4

	DC_7_n1-n78
	7
	0.2

	
	n1
	0.2

	
	n78
	0.5

	DC_7-8_n3
	8
	0.2

	DC_7-8_n77
	7
	0

	
	8
	0.2

	
	n77
	0.5

	DC_7-8_n78
	7
	0

	
	8
	0.2

	
	n78
	0.5

	DC_7-20_n28
	20
	0.2

	
	n28
	0.2

	DC_7-20_n78
	n78
	0.5

	DC_7-28_n78
	n78
	0.5

	DC_7_n28-n78
	n78
	0.5

	DC_7-46_n78
	n78
	0.5

	DC_7_SUL_n78-n80
	7
	0.2

	
	n78
	0.5

	DC_8-11_n77
	8
	0.2

	
	n77
	0.5

	DC_8-11_n78
	8
	0.2

	
	n78
	0.2

	DC_8-20_n78
	8
	0.2

	
	n78
	0.5

	DC_8_SUL_n78-n80
	8
	0.2

	
	n78
	0.5

	DC_8-SUL_n78-n81
	8
	0.2

	
	n78
	0.2

	DC_14-66_n2
DC_14-66-66_n2
	66
	0.3

	
	n2
	0.3

	DC_18-28_n77
	n77
	0.5

	DC_18-28_n78
	n78
	0.5

	DC_18-41_n77
	n77
	0.5

	DC_18-41_n78
	n78
	0.5

	
	42
	0.5

	
	n77
	0.5

	
	42
	0.5

	
	n78
	0.5

	
	42
	0.5

	DC_19-21_n77
	n77
	0.5

	DC_19-21_n78
	n78
	0.5

	DC_19-42_n77
	42
	0.5

	
	n77
	0.5

	DC_19-42_n78
	42
	0.5

	
	n78
	0.5

	DC_19-42_n79
	42
	0.5

	DC_19_n77-n79
	n77
	0.5

	DC_19_n78-n79
	n78
	0.5

	DC_20_n1-n78
	n78
	0.5

	DC_20_n3-n78
	n3
	0.2

	
	n78
	0.5

	DC_20_n28-n75
	n28
	0.2

	DC_20_n28-n78
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_20-38_n78
	38
	0.4

	
	n78
	0.5

	DC_20_n75-n78
	n78
	0.5

	DC_20_n76-n78
	n78
	0.5

	DC_20_SUL_n78-n80
	n78
	0.5

	DC_20-SUL_n78-n82
	n78
	0.5

	DC_20-SUL_n78-n83
	20
	0.2

	
	n78
	0.5

	DC_21-42_n77
	42
	0.5

	
	n77
	0.5

	DC_21-42_n78
	42
	0.5

	
	n78
	0.5

	DC_21-42_n79
	42
	0.5

	DC_21_n77-n79
	n77
	0.5

	DC_21_n78-n79
	n78
	0.5

	DC_28-SUL_n78-n83
	28
	0.2

	
	n78
	0.5

	
	n83
	0.2

	DC_28_n7-n78
	n78
	0.5

	DC_28_n8-n258
	28
	0.1

	
	n8
	0.2

	DC_28-41_n77
	28
	0.2

	
	n77
	0.5

	DC_28-41_n78
	28
	0.2

	
	n78
	0.5

	
	n79
	0.5

	DC_28-42_n77
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_28-42_n78
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_28-42_n79
	28
	0.2

	
	42
	0.5

	DC_66_n5
	66
	0.4

	
	n5
	0.5

	DC_41-42_n77
	42
	0.5

	
	n77
	0.5

	DC_41-42_n78
	42
	0.5

	
	n78
	0.5

	DC_41-42_n79
	42
	0.5

	DC_66-SUL_n78-n86
	66
	0.2

	
	n78
	0.5

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.
NOTE 3:	The requirement is applied for UE transmitting on the frequency range of 2515 – 2690 MHz.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2496 – 2515 MHz.
NOTE 5:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
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Table 7.3B.3.3.3-1: ΔRIB,c due to EN-DC (four bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1-3-5_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-3-7_n28
	n28
	0.2

	DC_1-3-7_n78
DC_1-3-7-7_n78
DC_1-3_n7-n78
	1
	0.3

	
	3
	0.3

	
	7 or n7
	0.3

	
	n78
	0.5

	DC_1-3-8_n77
	1
	0.2

	
	3
	0.2

	
	8
	0.2

	
	n77
	0.5

	DC_1-3-8_n78
	1
	0.2

	
	3
	0.2

	
	8
	0.2

	
	n78
	0.5

	DC_1-3-28_n5
	28
	0.2

	
	n5
	0.2

	DC_1-3-18_n77
	1
	0.2

	
	3
	0.2

	
	n77
	0.5

	DC_1-3-18_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-3-19_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-3-20_n28
	20
	0.2

	
	n28
	0.2

	DC_1-3-20_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-3-21_n77
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_1-3-21_n78
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_1-3-21_n79
	3
	0.3

	
	21
	0.5

	DC_1-3-28_n77
	1
	0.2

	
	3
	0.2

	
	28
	0.2

	
	n77
	0.5

	DC_1-3-28_n78
DC_1-3_n28-n78
	1
	0.2

	
	3
	0.2

	
	28 or n28
	0.2

	
	n78
	0.5

	DC_1-3-28_n79
	1
	0.2

	
	3
	0.2

	
	28
	0.2

	DC_1-3-41_n77
	1
	0.2

	
	3
	0.2

	
	n77
	0.5

	DC_1-3-41_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-3-41_n79
	41
	03/0.54

	DC_1-3-42_n77
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-3-42_n78
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-3-42_n79
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	DC_1-3_n77-n79
	1
	0.2

	
	3
	0.2

	
	n77
	0.5

	DC_1-3_n78-n79
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-3_SUL_n78-n80
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-5-7_n78
DC_1-5-7-7_n78
	1
	0.2

	
	5
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_1-7-20_n28
	20
	0.2

	
	n28
	0.2

	DC_1-7-20_n78
	1
	0.2

	
	7
	0.2

	
	20
	0.2

	
	n78
	0.5

	DC_1-7-28_n5
	28
	0.2

	
	n5
	0.2

	DC_1-7-28_n78
	1
	0.2

	
	7
	0.2

	
	28
	0.2

	
	n78
	0.5

	DC_1-7_n28-n78
	1
	0.2

	
	7
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_1-8-11_n77
	1
	0.2

	
	8
	0.2

	
	n77
	0.5

	DC_1-8-11_n78
	8
	0.2

	
	n78
	0.5

	DC_1-8-20_n78A
	8
	0.2

	
	n78
	0.5

	DC_1-18-28_n77
	n77
	0.5

	DC_1-18-28_n78
	n78
	0.5

	DC_1-18-42_n77
	42
	0.5

	
	n77
	0.5

	DC_1-18-42_n78
	42
	0.5

	
	n78
	0.5

	DC_1-18-42_n79
	42
	0.5

	DC_1-19-42_n77
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-19-42_n78
	42
	0.5

	
	n78
	0.5

	DC_1-19-42_n79
	42
	0.5

	DC_1-19_n77-n79
	1
	0.3

	
	19
	0.3

	
	n77
	0.5

	DC_1-19_n78-n79
	1
	0.3

	
	19
	0.3

	
	n78
	0.5

	DC_1-20_n28-n78
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_1-21-42_n77
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-21-42_n78
	42
	0.5

	
	n78
	0.5

	DC_1-21-42_n79
	42
	0.5

	DC_1-21_n77-n79
	n77
	0.5

	DC_1-21_n78-n79
	n78
	0.5

	DC_1-28-42_n77
	1
	0.2

	
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-28-42_n78
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-28-42_n79
	28
	0.2

	
	42
	0.5

	DC_1-41-42_n78
	42
	0.5

	
	n78
	0.5

	DC_1-41-42_n79
	42
	0.5

	DC_1-41-42_n79
	42
	0.5

	DC_1-42_n77-n79
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-42_n78-n79
	1
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_2-7-13_n66
	2
	0.3

	
	7
	0.5

	
	n66
	0.5

	DC_2-7-66_n66
DC_2-7-7-66_n66
	2
	0.3

	
	7
	0.5

	
	66
	0.5

	
	n66
	

	DC_2-7-66_n78
DC_2-7-7-66_n78
	2
	0.6

	
	7
	0.5

	
	66
	0.6

	
	n78
	0.8

	DC_2-14-66_n2
DC_2-14-66-66_n2
	2
	0.3

	
	66
	0.3

	
	n2
	0.3

	DC_2-14-66_n66
DC_2-2-14-66_n66
	2
	0.3

	
	66
	0.3

	
	n66
	0.3

	DC_2-30-66_n5
	2
	0.4

	
	30
	0.5

	
	66
	0.4

	DC_2-66-(n)71
	2
	0.3

	
	66
	0.3

	DC_3-5-7_n78 
DC_3-5-7-7_n78
	3
	0.2

	
	5
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_3-5-41_n79
	41
	01/0.52

	DC_3-7_n1-n78
	3
	0.3

	
	7
	0.3

	
	n1
	0.3

	
	n78
	0.5

	DC_3-7-7_n78
	3
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_3-7-8_n78
	3
	0.2

	
	7
	0.2

	
	8
	0.2

	
	n78
	0.5

	DC_3-7-20_n28
	20
	0.2

	
	n28
	0.1

	DC_3-7-20_n78
	3
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_3-7-28_n78
DC_3-7_n28-n78
	3
	0.2

	
	7
	0.2

	
	28 or n28
	0.2

	
	n78
	0.5

	DC_3-7_SUL_n78-n80
	7
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_3-8-20_n78A
	3
	0.2

	
	8
	0.2

	
	n78
	0.5

	DC_3-8_SUL_n78-n80
	3
	0.2

	
	8
	0.2

	
	n78
	0.5

	DC_3-18-42_n77
	42
	0.5

	
	n77
	0.5

	DC_3-18-42_n78
	42
	0.5

	
	n78
	0.5

	DC_3-18-42_n79
	3
	0.2

	
	42
	0.5

	DC_3-19-21_n77
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_3-19-21_n78
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_3-19-21_n79
	3
	0.3

	
	21
	0.5

	DC_3-19-42_n77
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_3-19-42_n78
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_3-19-42_n79
	3
	0.2

	
	42
	0.5

	DC_3-19_n77-n79
	3
	0.2

	
	n77
	0.5

	DC_3-19_n78-n79
	3
	0.2

	
	n78
	0.5

	DC_3-20_n28-n78
	3
	0.2

	
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_3_20_SUL_n78-n80
	3
	0.2

	
	n78
	0.5

	DC_3-21-42_n77
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n77
	0.5

	DC_3-21-42_n78
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n78
	0.5

	DC_3-21-42_n79
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	DC_3-21_n77-n79
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_3-21_n78-n79
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_3-28-42_n77
	3
	0.2

	
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_3-28-42_n78
	3
	0.2

	
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_3-28-42_n79
	3
	0.2

	
	28
	0.2

	
	42
	0.5

	DC_3-41-42_n77
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	
	n77
	0.5

	DC_3-41-42_n78
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	
	n78
	0.5

	DC_3-41-42_n79
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	DC_3-42_n77-n79
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_3-42_n78-n79
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_5-7-7_n78
	5
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_7-20_n28-n78
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_12-30-66_n260
	12
	0.5

	
	30
	0.5

	
	66
	0.4

	DC_19-21-42_n77
	42
	0.5

	
	n77
	0.5

	DC_19-21-42_n78
	42
	0.5

	
	n78
	0.5

	DC_19-21-42_n79
	42
	0.5

	DC_19-21_n77-n79
	n77
	0.5

	DC_19-21_n78-n79
	n78
	0.5

	DC_19-42_n77-n79
	42
	0.5

	
	n77
	0.5

	DC_19-42_n78-n79
	42
	0.5

	
	n78
	0.5

	DC_21-28-42_n77
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_21-28-42_n78
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_21-28-42_n79
	28
	0.2

	
	42
	0.5

	DC_21-42_n77-n79
	42
	0.5

	
	n77
	0.5

	DC_21-42_n78-n79
	42
	0.5

	
	n78
	0.5

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545 - 2690 MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496 - 2545 MHz.
NOTE 3:	The requirement is applied for UE transmitting on the frequency range of 2515 - 2690 MHz.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2496 - 2515 MHz.
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Table 7.3B.3.3.4-1: ΔRIB,c due to EN-DC (five bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1-3-5-7_n78,
DC_1-3-5-7-7_n78
	1
	0.2

	
	3
	0.2

	
	5
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_1-3-5-41_n79
	41
	01

	
	
	0.52

	DC_1-3-7-20_n28
	20
	0.2

	
	n28
	0.2

	DC_1-3-7-20_n78
	1
	0.2

	
	3
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_1-3-7-28_n78
	1
	0.2

	
	3
	0.2

	
	7
	0.2

	
	28
	0.2

	
	n78
	0.5

	DC_1-3-7_n28-n78
	1
	0.2

	
	3
	0.2

	
	7
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_1-3-18-42_n77
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-3-18-42_n78
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-3-18-42_n79
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	DC_1-3-19-21-n77
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_1-3-19-21_n78
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_1-3-19-21_n79
	3
	0.3

	
	21
	0.5

	DC_1-3-19-42_n77
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-3-19-42_n79
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	DC_1-3-20_n28-n78
	1
	0.2

	
	3
	0.2

	
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_1-3-21-42_n77
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n77
	0.2

	DC_1-3-21-42_n78
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n78
	0.2

	DC_1-3-21-42_n79
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n79
	0.0

	DC_1-3-21_n77-n79
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_1-3-21_n78-n79
	1
	0.2

	
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_1-3-28-42_n77
	1
	0.2

	
	3
	0.2

	
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-3-28-42_n78
	1
	0.2

	
	3
	0.2

	
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-3-28-42_n79
	1
	0.2

	
	3
	0.2

	
	28
	0.2

	
	42
	0.5

	DC_1-3-41-42_n77
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-3-41-42_n78
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-3-41-42_n79
	1
	0.2

	
	3
	0.2

	
	42
	0.5

	DC_1-7-20_n28-n78
	1
	0.2

	
	7
	0.2

	
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_1-19-21-42_n77
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-19-21-42_n78
	42
	0.5

	
	n78
	0.5

	DC_1-19-21-42_n79
	42
	0.5

	DC_1-19-42_n77-n79
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-19-42_n78-n79
	42
	0.5

	
	n78
	0.5

	DC_1-21-28-42_n77
	1
	0.2

	
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-21-28-42_n78
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-21-28-42_n79
	28
	0.2

	
	42
	0.5

	DC_1-21-42_n77-n79
	1
	0.2

	
	21
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-21-42_n78-n79
	21
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_3-7-20_n28-n78
	3
	0.2

	
	7
	0.2

	
	20
	0.2

	
	n28
	0.2

	DC_3-19-21-42_n77
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n77
	0.5

	DC_3-19-21-42_n78
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	
	n78
	0.5

	DC_3-19-21-42_n79
	3
	0.3

	
	21
	0.5

	
	42
	0.5

	DC_19-21-42_n77-n79
	42
	0.5

	
	n77
	0.5

	DC_19-21-42_n78-n79
	42
	0.5

	
	n78
	0.5

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545 – 2690 MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496 – 2545 MHz.



[bookmark: _Toc27475912][bookmark: _Toc29495403][bookmark: _Toc36116451][bookmark: _Toc36118500][bookmark: _Toc36560615][bookmark: _Toc43977147][bookmark: _Toc52213727][bookmark: _Toc60743192][bookmark: _Toc68206370][bookmark: _Toc75972168][bookmark: _Toc85051609][bookmark: _Toc90493631][bookmark: _Toc90494271][bookmark: _Toc100094312][bookmark: _Toc106873005][bookmark: _Toc114908643]7.3B.3.3.5	ΔRIB,c for EN-DC six bands
Table 7.3B.3.3.5-1: ΔRIB,c due to EN-DC (six bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1-3-7-20_n28-n78
	1
	0.2

	
	3
	0.2

	
	7
	0.2

	
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5



[bookmark: _Toc67954077][bookmark: _Toc68733744][bookmark: _Toc53175068][bookmark: _Toc76737020][bookmark: _Toc45890787][bookmark: _Toc36651764][bookmark: _Toc29807325][bookmark: _Toc83909837][bookmark: _Toc45892831][bookmark: _Toc37256698][bookmark: _Toc91071804][bookmark: _Toc21351743][bookmark: _Toc36649039][bookmark: _Toc61378882][bookmark: _Toc77241432][bookmark: _Toc37257039][bookmark: _Toc77241937][bookmark: _Toc45892421][bookmark: _Toc61378407][bookmark: _Toc52353245][bookmark: _Toc45892011][bookmark: _Toc83743316][bookmark: _Toc68785060][bookmark: _Toc100094313][bookmark: _Toc106873006][bookmark: _Toc114908644][bookmark: _Toc27475913][bookmark: _Toc29495404][bookmark: _Toc36116452][bookmark: _Toc36118501][bookmark: _Toc36560616][bookmark: _Toc43977148][bookmark: _Toc52213728][bookmark: _Toc60743193][bookmark: _Toc68206371][bookmark: _Toc75972169][bookmark: _Toc85051610][bookmark: _Toc90493632][bookmark: _Toc90494272]7.3B.3.3a	ΔRIB,c for Inter-band NE-DC within FR1
Unless ΔRIB,c is specified in this clause, the value of ΔRIB,c for the correspondingly specified EN-DC configuration in clause 7.3B.3.3 is applicable.
[bookmark: _Toc100094314][bookmark: _Toc106873007][bookmark: _Toc114908645]7.3B.3.4	Reference sensitivity for ΔRIB,c Inter-band EN-DC including FR2
The ΔRIB,c for NR FR2 band of inter-band CA defined in tables 5.5B.5.1-1 to 5.5B.5.5-1 is set to zero.
[bookmark: _Toc85051611][bookmark: _Toc90493633][bookmark: _Toc90494273][bookmark: _Toc100094315][bookmark: _Toc106873008][bookmark: _Toc114908646]7.3B.3.5	Reference sensitivity for ΔRIB,c Inter-band EN-DC including both FR1 and FR2
The ΔRIB,c for NR FR2 band of inter-band CA defined in tables 5.5B.6.2-1 to 5.5B.6.5-1 is set to zero and ΔRIB,c for constituent E-UTRA and FR1 NR bands is the same as those for the corresponding inter band EN-DC configuration without the FR2 bands specified in 7.3B.3.3.
<Unchanged Sections Skipped>
[bookmark: _Toc27475990][bookmark: _Toc29495452][bookmark: _Toc36116502][bookmark: _Toc36118551][bookmark: _Toc36560666][bookmark: _Toc43977201][bookmark: _Toc52213788][bookmark: _Toc60743254][bookmark: _Toc68206429][bookmark: _Toc75972232][bookmark: _Toc85051673][bookmark: _Toc90493695][bookmark: _Toc90494335][bookmark: _Toc100094377][bookmark: _Toc106873068][bookmark: _Toc114908706]7.6B	Blocking characteristics for DC
<Unchanged Sections Skipped>
[bookmark: _Toc52213814][bookmark: _Toc60743281][bookmark: _Toc68206456][bookmark: _Toc75972259][bookmark: _Toc85051701][bookmark: _Toc90493723][bookmark: _Toc90494363][bookmark: _Toc100094405][bookmark: _Toc106873096][bookmark: _Toc114908734]7.6B.3	Out-of-band blocking for DC
[bookmark: _Toc27476018][bookmark: _Toc29495477][bookmark: _Toc36116528][bookmark: _Toc36118577][bookmark: _Toc36560692][bookmark: _Toc43977227][bookmark: _Toc52213815][bookmark: _Toc60743282][bookmark: _Toc68206457][bookmark: _Toc75972260][bookmark: _Toc85051702][bookmark: _Toc90493724][bookmark: _Toc90494364][bookmark: _Toc100094406][bookmark: _Toc106873097][bookmark: _Toc114908735]7.6B.3.0	Minimum Conformance Requirements
[bookmark: _Toc27476019][bookmark: _Toc29495478][bookmark: _Toc36116529][bookmark: _Toc36118578][bookmark: _Toc36560693][bookmark: _Toc43977228][bookmark: _Toc52213816][bookmark: _Toc60743283][bookmark: _Toc68206458][bookmark: _Toc75972261][bookmark: _Toc85051703][bookmark: _Toc90493725][bookmark: _Toc90494365][bookmark: _Toc100094407][bookmark: _Toc106873098][bookmark: _Toc114908736]<Unchanged Sections Skipped>
[bookmark: _Toc27476021][bookmark: _Toc29495480][bookmark: _Toc36116531][bookmark: _Toc36118580][bookmark: _Toc36560695][bookmark: _Toc43977230][bookmark: _Toc52213818][bookmark: _Toc60743285][bookmark: _Toc68206460][bookmark: _Toc75972263][bookmark: _Toc85051705][bookmark: _Toc90493727][bookmark: _Toc90494367][bookmark: _Toc100094409][bookmark: _Toc106873100][bookmark: _Toc114908738]7.6B.3.0.3	Inter-band EN-DC within FR1
Out-of-band blocking requirements for E-UTRA single carrier and CA operation specified in clauses 7.6.2.1 and 7.6.2.1A of TS 36.101 [5] and for NR single carrier and CA operation specified in clauses 7.6.3 and 7.6A.3 of TS 38.101-1 [2] apply for lowest level EN-DC fallbacks (two bands) in clause 5.5B.4.1 with following conditions:
-	one E-UTRA uplink carrier with the output power set to 4dB below PCMAX_L,c and the NR band whose downlink is being tested has its uplink carrier output power set to 29 dB below PCMAX_L,f,c.
-	one NR uplink carrier with the output power set to 4dB below PCMAX_L,f,c on the NR band with both E-UTRA and NR downlinks being tested with E-UTRA output power set to 29 dB below PCMAX_L,c.
If CW interferer falls in a gap between FDL_high of the E-UTRA or NR band and FDL_low of the NR or EUTRA band, where the corresponding OOB ranges 1 and 2 overlap, then the lower level interferer limit of the overlapping OOB ranges applies. 
If FDL_high of the lower E-UTRA or NR band is greater than or equal to the FDL_low of the upper NR or E-UTRA band as in overlapping RX frequency ranges, then the OOB range shall start from the FDL_low of the lower E-UTRA or NR band, and from the FDL_high of the upper NR or E-UTRA band.
For EN-DC combination listed in Table 7.6B.3.0.3-1 under the first test condition above, exceptions to the requirement specified in Table 7.6B.3.0.3-2 are allowed when the second order intermodulation product of the lower frequency band UL carrier and the CW interfering signal fully or partially overlaps with the higher frequency band DL carrier.
Table 7.6B.3.0.3-1: EN-DC combination with exceptions allowed
	EN-DC combination

	DC_5_n78

	DC_8_n77

	DC_8_n78

	DC_8_n79

	DC_11_n77

	DC_18_n77

	DC_18_n78

	DC_18_n79

	DC_19_n77

	DC_19_n78

	DC_19_n79

	DC_20_n77

	DC_20_n78

	DC_21_n77

	DC_26_n77

	DC_26_n78

	DC_26_n79

	DC_28_n77

	DC_28_n78

	DC_28_n79



<Unchanged Sections Skipped>
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[bookmark: _Toc27476030]<Unchanged Sections Skipped>
7.6B.3.3.5	Test Requirement
<Unchanged Sections Skipped>
Table 7.6B.3.3.5-7: EN-DC combination with exceptions allowed
	EN-DC combination

	DC_5_n78

	DC_8_n77

	DC_8_n78

	DC_8_n79

	DC_11_n77

	DC_18_n77

	DC_18_n78

	DC_18_n79

	DC_19_n77

	DC_19_n78

	DC_19_n79

	DC_20_n77

	DC_20_n78

	DC_21_n77

	DC_26_n77

	DC_26_n78

	DC_26_n79

	DC_28_n77

	DC_28_n78

	DC_28_n79
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