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<Start of Change>
9.3.1.20	Service Request / MUSIM / Rejection of paging
9.3.1.20.1	Test Purpose (TP)
(1)
with { UE in EMM-IDLE state and has transmitted an EXTENDED SERVICE REQUEST message and set the Request type to "Rejection of paging" in the UE request type IE and Service type to "packet services via S1" }
ensure that {
  when { the UE receives SERVICE ACCEPT message }
    then { the UE enters the state EMM-REGISTERED }
}

9.3.1.20.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 24.301, clauses 5.6.1.4.1 and 5.6.2.2.1.1. Unless otherwise stated these are Rel-17 requirements.
[TS 24.301, clause 5.6.1.4.1]
…
For cases o, p and q in clause 5.6.1.1, when the MUSIM UE in the EXTENDED SERVICE REQUEST message sets the Request type to "NAS signalling connection release" or to "Rejection of paging" in the UE request type IE, the UE shall treat the receipt of SERVICE ACCEPT message as the successful completion of the procedure and the UE shall reset the service request attempt counter, stop timer T3417 and enter the state EMM-REGISTERED.
If the SERVICE REQUEST message or an EXTENDED SERVICE REQUEST message for packet services was used, the UE shall locally deactivate the EPS bearer contexts that do not have a user plane radio bearer established upon successful completion of the service request procedure, except for the case when the MUSIM UE in the EXTENDED SERVICE REQUEST message sets the Request type to "NAS signalling connection release" or to "Rejection of paging" in the UE request type IE.
…
[TS 24.301, clause 5.6.2.2.1.1]
…
Upon reception of a paging indication, if the network supports the reject paging request and the MUSIM UE decides not to accept the paging, the UE may initiate a service request procedure to reject the paging as specified in clause 5.6.1.1.
…
9.3.1.20.3	Test description
9.3.1.20.3.1	Pre-test conditions
System Simulator:
-	Cell A (home PLMN1) and Cell G (home PLMN2) are configured according to table 6.3.2.2-1 in TS 36.508 [18] and belong to the different frequency as specified in TS 36.523-3 [20].
-	For Cell A, (MCC, MNC, TAI) is (001, 01, TAI-1). For Cell G, (MCC, MNC, TAI) is (001, 02, TAI-7).
UE:
-	The UE is a MUSIM UE;
-	Each USIM of the UE is configured to initiate EPS attach;
-	Roaming is disabled
The UE is equipped with two USIMs containing values shown in Table 9.2.1.1.32.3.1-1 and Table 9.2.1.1.32.3.1-2.
Table 9.3.1.20.3.1-1: USIM A Configuration
	USIM field
	Value

	EFIMSI
	MCC = 001 and MNC = 01



Table 9.3.1.20.3.1-2: USIM B Configuration
	USIM field
	Value

	EFIMSI
	MCC = 001 and MNC = 02



Preamble:
-	USIM A of the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18].
-	USIM B of the UE is in state Registered, Idle Mode (state 2) on cell G according to TS 36.508 [18].
9.3.1.20.3.2	Test procedure sequence
Table 9.3.1.20.3.2: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	
	The following messages are sent and shall be received on Cell A.
	-
	-
	-
	-

	1
	The SS sends a paging message.
	<--
	Paging
	-
	-

	2
	USIM A of the UE transmits an EXTENDED SERVICE REQUEST message and set the Request type to "Rejection of paging" in the UE request type IE and Service type to "packet services via S1"
	-->
	EXTENDED SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE ACCEPT message on Cell A
	<--
	SERVICE ACCEPT
	-
	-

	4
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that the UE is in EMM-REGISTERED state on Cell A?
	-
	-
	1
	P

	
	The following messages are sent and shall be received on Cell G.
	-
	-
	-
	-

	5
	The SS sends a paging message.
	<--
	Paging
	
	

	6
	USIM B of the UE transmits an EXTENDED SERVICE REQUEST message and set the Request type to "Rejection of paging" in the UE request type IE and Service type to "packet services via S1"
	-->
	EXTENDED SERVICE REQUEST
	-
	-

	7
	The SS transmits a SERVICE ACCEPT message on Cell G
	<--
	SERVICE ACCEPT
	-
	-

	8
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.4 indicate that the UE is in EMM-REGISTERED state on Cell G?
	-
	-
	1
	P



9.3.1.20.3.3	Specific message contents
Table 9.3.1.20.3.3-1: Message ATTACH REQUEST (preamble)
	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	UE network capability
	
	
	pc_EPC_MUSIM

	All octets with the exception of octet 10, bit 6 to bit 8 and octet 11,bit 1 to 2
	Any allowed value
	
	

	NAS signalling connection release (NCR) (octet 10, bit 6)
	Not checked
	
	pc_EPC_MUSIM_NCR

	Paging indication for voice services (PIV) (octet 10, bit 7)
	Not checked
	
	pc_EPC_MUSIM_PIV

	Reject paging request (RPR) (octet 10, bit 8)
	‘1’B
	reject paging request supported
	pc_EPC_MUSIM_RPR

	Paging restriction (PR) (octet 11, bit 1)
	Not checked
	
	pc_EPC_MUSIM_PR

	Paging timing collision control (PTCC) (octet 11, bit 2)
	Not checked
	
	pc_EPC_MUSIM_PTCC



Table 9.3.1.20.3.3-2: Message ATTACH ACCEPT (preamble)
	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	EPS network feature support(octet 3 to 4)
	
	
	pc_EPC_MUSIM

	All octets with the exception of octet 5, bit 1 to bit 5
	Any allowed value
	
	

	NAS signalling connection release (NCR) (octet 5, bit 1)
	‘1’B
	NAS signalling connection release supported
	pc_EPC_MUSIM_NCR

	Paging indication for voice services (PIV) (octet 5, bit 2)
	‘1’B
	Paging indication for voice services supported
	pc_EPC_MUSIM_PIV

	Reject paging request (RPR) (octet 5, bit 3)
	‘1’B
	Reject paging request supported
	pc_EPC_MUSIM_RPR

	Paging restriction (PR) (octet 5, bit 4)
	‘1’B
	Paging restriction supported
	pc_EPC_MUSIM_PR

	Paging timing collision control (PTCC) (octet 5, bit 5)
	‘1’B
	Paging timing collision control supported
	pc_EPC_MUSIM_PTCC



Table 9.3.1.20.3.3-3: EXTENDED SERVICE REQUEST (step 2, step 6, Table 9.3.1.20.3.2)
	Derivation Path: 36.508 Table 4.7.2-14A

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	‘1000’B
	packet services via S1
	

	UE request type
	
	
	

	    UE request type IEI
	29
	
	

	    Length of UE request type contents
	‘00000001’B
	
	

	    Request type
	‘00000010’B
	Rejection of paging
	

	
	
	
	




<End of Change>

