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[bookmark: _Toc21354092][bookmark: _Toc27749711]–	PDU session authentication command
Table 4.7.2-4: PDU SESSION AUTHENTICATION COMMAND
	Derivation Path: 24.501 clause 8.3.4

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	Set according to specific message content
	
	

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	

	PDU SESSION AUTHENTICATION COMMAND message identity
	‘1100 0101’B
	
	

	EAP message
	Set according to TS 38.508 Table 4.7.3.2-1
	See TS 24.501 [25] subclause 9.11.2.2
	

	Extended protocol configuration options
	Not Present
	
	

	Remote UE handling information list
	Not Present
	
	


[bookmark: _Toc21354093][bookmark: _Toc27749712]
–	PDU session authentication complete
Table 4.7.2-5: PDU SESSION AUTHENTICATION COMPLETE
	Derivation Path: 24.501 clause 8.3.5

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	The value indicated in PDU SESSION AUTHENTICATION COMMAND message
	
	

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	

	PDU SESSION AUTHENTICATION COMPLETE message identity
	‘1100 0110’B
	
	

	EAP message
	Set according to TS 38.508 Table 4.7.3.2-2
	See TS 24.501 [25] subclause 9.11.2.2
	

	Extended protocol configuration options
	If present: contents not checked
	
	

	Remote UE handling information list
	If present: contents not checked
	
	


<<< TEXT SKIPPED >>>
–	Remote UE report response
Table 4.7.2-20: REMOTE UE REPORT RESPONSE
	Derivation Path: 24.501 clause 8.3.20

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	Set according to specific message content.
	
	

	PTI
	Set according to specific message content.
	
	

	REMOTE UE REPORT RESPONSE message identity
	‘1101 1011’B
	
	

	EAP message
	FFS
	
	

	Remote UE handling information list
	FFS
	
	

	Authorized QoS flow descriptions
	FFS
	
	



