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<< Beginning of changes>>

Table 7.3A.1_1.4.1-1: Test Configuration Table for inter-band 2DL CA exceptions
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	For test frequencies refer to “Range” columns.

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “PCC NRB”and “SCC NRB ” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2)

	
	CA Configuration
	PCC 
	SCC 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Test Settings for CA_n1A-n3A Configuration

	1
	n1
	1950 MHz
(UL)
	n3
	1760
MHz
	5MHz
	5MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	
	n1
	Low
	n3
	High
	5MHz
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_4
	

	Test Settings for CA_n1A-n8A Configuration

	1
	n1
	1965 MHz
(UL)
	n8
	887,5
MHz
	5MHz
	5MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n1A-n77A Configuration

	1
	n1
	Mid
	n77
	3900 MHz
	20 MHz
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n1
	Mid
	n77
	3870 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-






	Test Parameters for CA Configurations

	ID
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2)

	
	CA Configuration
	PCC 
	SCC 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Test Settings for CA_n1A-n78A Configuration

	1
	n1
	1950 MHz
(UL)
	n78
	3710 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n2A-n48A Configuration

	1
	n2
	1860 MHz
(UL)
	n48
	3700 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n2
	UL 1852.5/DL 1932.5
	n48
	3625 MHz
	5 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n2A-n66A Configuration

	1
	n2
	UL 1855/DL 1935
	n66
	UL 1775/DL 2175
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	2
	n2
	UL 1883.3/DL 1963.3
	n66
	UL 1750/DL 2150
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n2A-n77A Configuration

	1
	n2
	1860 MHz
(UL)
	n77
	3720 MHz
	20 MHz
	100 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n2
	1860 MHz
(UL)
	n77
	3700 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	3
	n2
	DL Mid
	n77
	3920 MHz
	20 MHz
	100 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	-
	REFSENS_CA_2

	4
	n2
	UL 1855/DL 1935
	n77
	3790 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	5
	n2
	UL 1900/DL 1980
	n77
	3720 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	6
	n2
	UL 1885/DL 1965
	n77
	3810 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n3A-n5A Configuration

		1
	n3
	TBD
	n77
	TBD
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-




		2
	n3
	1721
MHz
(UL)
	n5
	838
MHz
	10 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3




	Test Settings for CA_n3A-n77A Configuration

	1
	n3
	TBD
	n77
	TBD
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n3
	TBD
	n77
	TBD
	Highest
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	Test Settings for a CA_n5A_n66A Configuration

	1
	n5
	UL 838/DL 883
	n66
	UL 1721/DL 2121
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for a CA_n5A_n77A Configuration

	1
	n5
	834 MHz
(UL)
	n77
	3336 MHz
	20 MHz
	100 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n5
	834 MHz
(UL)
	n77
	4170 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	3
	n5
	DL Mid
	n77
	3526 MHz
	10 MHz
	100 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	-
	REFSENS_CA_2

	4
	n5
	UL 844/ DL 889
	n77
	3421 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	5
	n5
	UL 829/ DL 874
	n77
	4190 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

		Test Settings for a CA_n41A_n66A Configuration

	1
	n41
	2521 MHz
	n66
	2197.5 MHz
	50 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_4
	-


Settings for CA_n70A-n71A Configuration

	1
	n71
	Low
	n70
	Low
	10 MHz
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1 with RB start 10
	-

	2
	n71
	Low
	n70
	Low
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1 with RB start 10
	-

	3
	n70
	1697.5 MHz (UL)
	n71
	695.5 MHz (UL)
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3






	Test Parameters for CA Configurations

	ID
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2)

	
	CA Configuration
	PCC 
	SCC 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Test Settings for CA_n3A-n78A Configuration

	1
	n3
	Mid
	n78
	3495 MHz
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n3
	Mid
	n78
	3465 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	3
	n3
	1740 MHz (UL)
	n78
	3575 ;MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	4
	n3
	1765 MHz (UL)
	n78
	3435 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n5A-n78A Configuration

	1
	n5
	Mid
	n78
	3346 MHz
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n5
	Mid
	n78
	3316 MHz
	20 MHz
	20 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	Test Settings for CA_n7A-n78A Configuration

	1
	n7
	High
	n78
	Low
	50 MHz
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_4
	-

	Test Settings for CA_n8A-n78A Configuration

	1
	n8
	Mid
	n78
	3590 MHz
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	2
	n8
	897.5 MHz (UL)
	n78
	3635 MHz
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n26A-n66A Configuration

	1
	n66
	1721 MHz (UL)
	n26
	838 MHz (UL)
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n29A-n71A Configuration

	1
	n71
	High
	n29
	Low
	Highest
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_4
	

	2
	n71
	High
	n29
	Low
	Highest
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_4
	






	Test Parameters for CA Configurations

	ID
	CA Configuration / CBW
	DL Allocation
	UL Allocation (Note 2)

	
	CA Configuration
	PCC 
	SCC 
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Test Settings for CA_n26A-n70A Configuration

	1
	n70
	1707.5 MHz (UL)
	n26
	838 MHz (UL)
	5 MHz UL / 25 MHz DL
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n48A-n66A Configuration

	1
	n48
	3660 MHz (UL)
	n66
	1750 MHz (UL)
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	2
	n66
	High
	n48
	Low
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	3
	n66
	High
	n48
	Low
	5 MHz
	60 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	4
	n66
	High
	n48
	Mid
	5 MHz
	10 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_1
	-

	Test Settings for CA_n48A-n70A Configuration

	1
	n48
	3695 MHz (UL)
	n70
	1697.5 MHz (UL)
	10 MHz
	15 MHz UL / 25 MHz DL
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Test Settings for CA_n66A-n71A Configuration

	2
	n66
	1750 MHz (UL)
	n71
	675 MHz (UL)
	5 MHz
	5 MHz
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS_CA_3
	REFSENS_CA_3

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2:	REFSENS refers to the PCC bands and PCC NRB ‘s single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
REFSENS_CA_1 refers to the Uplink RB allocation for reference sensitivity exceptions due to UL harmonic interference according to table 7.3A.0.4-2.
REFSENS_CA_2 refers to the Uplink RB allocation for reference sensitivity exceptions due to receiver harmonic mixing according to table 7.3A.0.4-4a.
REFSENS_CA_3 refers to the Uplink RB allocation for reference sensitivity exceptions due to intermodulation interference due to 2UL CA according to table 7.3A.0.5-1 for PC3 and table 7.3A.0.5-1a for PC2. 
REFSENS_CA_4 refers to the Uplink RB allocation for reference sensitivity exceptions due to cross band isolation for NR CA FR1 according to table 7.3A.0.6-2.
Note 3:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.






<< End of changes>>



