

[bookmark: _Toc225185236]3GPP TSG-RAN5 Meeting #97	R5-227302
Toulouse, France, 14th Nov 2022 - 18th Nov 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.523-2
	CR
	0294
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	  Addition of applicability for NR unlicensed test cases

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	R5

	
	

	Work item code:
	NR_unlic-UEConTest
	
	Date:
	2022-11-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Applicability of NR unlicensed test cases need to be added.

	
	

	Summary of change:
	Added applicability of new test cases as per NR unlicensed WP.

	
	

	Consequences if not approved:
	Test cases will remain in the spec without corresponding applicability.

	
	

	Clauses affected:
	4.1, 4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR 38.523-1 CR 3416 3417 3418 3419

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	TTCN impact
Secretary to resolve Cabc, Cdef. And YY in “A.4.4-1/YY” from TS 38.508-2 CR 0415.

	
	

	This CR's revision history:
	




<Start of modified section>
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559][bookmark: _Toc100141932][bookmark: _Toc114918858]4.1	Protocol conformance test cases applicability
Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	6
	Idle mode operations
	
	
	

	6.1
	NR idle mode operations
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	6.5.1.3
	SNPN / User Reselection in Automatic Mode
	Rel-16
	C167
	UEs supporting 5G Core and SNPN and user initiated SNPN reselection in automatic mode on NR

	6.5.2
	CAG (Closed Acccess Group)
	
	
	

	6.5.2.1
	CAG Selection in Manual Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.2
	CAG Selection in Automatic Mode
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.3
	CAG / Limited Service / No Suitable cell
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.5.2.4
	CAG / cell reselection / Within allowed CAG/ non-CAG cell to CAG cell
	Rel-16
	C168
	UEs supporting 5G Core and CAG and Autonomous search function on NR

	6.5.2.5
	Void
	
	
	

	6.5.2.6
	CAG / Cell Reservation
	Rel-16
	C132
	UEs supporting 5G Core and CAG

	6.6
	Idle mode operations
	
	
	

	6.6.1
	NR unlicensed cell selection
	
	
	

	6.6.1.1
	Cell selection / next strongest cell / Intra frequency reselection not allowed
	Rel-16
	Cabc
	UEs supporting 5G Core and NR standalone shared spectrum channel access


<End of modifed section>
<Start of modified section>
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	
	
	
	

	8.1.5.6.5
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on Pcell
	
	
	

	8.1.5.6.5.1
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.5.6.5.2
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.5.6.5.3
	NR CA / No Radio Link Failure on SCell / RRC Connection Continues on PCell / Intra-band non-Contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.5.6.6
	Radio link failure / Shared spectrum / LBT Failure
	
	
	

	8.1.5.6.6.1
	Radio link failure / LBT Failure
	Rel-16
	Cabc
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	8.1.5.7
	Failure information
	
	
	

	…
	
	
	
	

	8.1.6.3.4.3
	Inter-System MDT / Connection Establishment Failure / Logging and reporting / Sensor measurement collection
	Rel-16
	C139
	UEs supporting 5G Core and collection of sensor information such as Barometric pressure, UE speed, and UE orientation information as defined in TS 37.355.

	8.1.7
	Non-public networks
	
	
	

	8.1.7.1
	Measurement for self-optimized networks
	
	
	

	8.1.7.1.1
	Measurement configuration control and reporting / CGI reporting of NR NPN cell
	Rel-16
	C169
	UEs supporting 5G Core and CAG and acquisition of CGI  information from neighbour NR NPN cell

	8.1.6.4
	SON / RACH Optimisation
	
	
	

	8.1.6.4.1
	SON / RACH logging and reporting
	Rel-16
	C136
	UEs supporting 5G Core and delivery of rachReport upon request from the network.

	8.1.8
	Shared spectrum access
	
	
	

	8.1.8.1
	Measurement configuration control and reporting for Shared spectrum
	
	
	

	8.1.8.1.1
	Measurement configuration control and reporting for Shared spectrum / RMTC / RSSI measurements / Channel Occupancy reporting / intra-frequency
	Rel-16
	Cdef
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting

	8.1.8.2
	Paging monitoring
	
	
	

	8.1.8.2.1
	Paging monitoring / multiple PDCCH monitoring occasions / Short message indication / stopPagingMonitoring
	Rel-16
	Cabc
	UEs supporting 5G Core and NR standalone shared spectrum channel access



<End of modifed section>
<Start of modified section>
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Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	…
	
	

	C211
	IF A.4.3.2-1/85 THEN R ELSE N/A
	UEs supporting repetition of Message 3 PUSCH

	C212
	IF A.4.1-5/1 AND A.4.3.12-1/2 THEN R ELSE N/A
	UEs supporting 5G Core and RedCap

	Cabc
	IF A.4.1-5/1 AND A.4.3.2-1/49 THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access

	Cdef
	IF A.4.1-5/1 AND A.4.3.2-1/49 AND A.4.4-1/YY THEN R ELSE N/A
	UEs supporting 5G Core and NR standalone shared spectrum channel access and RSSI measurements and channel occupancy reporting


<End of modifed section>
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