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[bookmark: _Toc12453968][bookmark: _Toc68082576][bookmark: _Toc75377785][bookmark: _Toc83708580][bookmark: _Toc90490993][bookmark: _Toc98401923][bookmark: _Toc114860577][bookmark: _Toc114860843][bookmark: _Toc68082545][bookmark: _Toc75377746][bookmark: _Toc83708541][bookmark: _Toc90490954][bookmark: _Toc98401884][bookmark: _Toc114860527][bookmark: _Toc114860793]5.X	Measurement relaxation test function
[bookmark: _Toc68082546][bookmark: _Toc75377747][bookmark: _Toc83708542][bookmark: _Toc90490955][bookmark: _Toc98401885][bookmark: _Toc114860528][bookmark: _Toc114860794]5.X.1	General
The SS uses the measurement relaxation test function to trigger a change of relaxation state for RLM or BFD measurements - if this is allowed as per related core requirements - in the UE that will cause the indication of UE Assistance Information (UAI) by the UE, see figure 5.X.1-1.


Figure 5.X.1-1: Measurement relaxation test function
[bookmark: _Toc68082547][bookmark: _Toc75377748][bookmark: _Toc83708543][bookmark: _Toc90490956][bookmark: _Toc98401886][bookmark: _Toc114860529][bookmark: _Toc114860795]5.X.2	Initiation
The SS requests the UE to change its relaxation state for RLM or BFD measurements - if this is allowed as per related core requirements - by transmitting ACTIVATE MEASUREMENT RELAXATION REQUEST message and the UE confirms by responding with a ACTIVATE MEASUREMENT RELAXATION RESPONSE message.
5.X.3	Reception of ACTIVATE MEASUREMENT RELAXATION REQUEST message by UE
When UE receives ACTIVATE MEASUREMENT RELAXATION REQUEST message then the UE shall:
1> if the UE is operating in RRC_CONNECTED state:
2>	if Requested Relaxation State = RLM relaxation
3>	apply RLM measurement relaxation - if this is allowed as per related core requirements
2>	if Requested Relaxation State = BFD relaxation
3>	apply BFD measurement relaxation - if this is allowed as per related core requirements
2>	transmit ACTIVATE MEASUREMENT RELAXATION RESPONSE message.
1>	else:
2>	the UE behaviour is unspecified.
[SECTION SKIPPED]
6.X	ACTIVATE MEASUREMENT RELAXATION REQUEST
[bookmark: _Toc12453969][bookmark: _Toc68082577][bookmark: _Toc75377786][bookmark: _Toc83708581][bookmark: _Toc90490994][bookmark: _Toc98401924][bookmark: _Toc114860578][bookmark: _Toc114860844]6.X.1	ACTIVATE MEASUREMENT RELAXATION REQUEST
This message is only sent in the direction SS to UE.
	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1

	Requested Relaxation State
	
	O
	TV
	1



where message type is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	1
	1
	0
	0
	1
	0
	octet 1



where Preferred RRC State is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	Reserved
	E0
	octet 2



E0=0 : RLM relaxation.
E0=1 : BFD relaxation.
[bookmark: _Toc68082578][bookmark: _Toc75377787][bookmark: _Toc83708582][bookmark: _Toc90490995][bookmark: _Toc98401925][bookmark: _Toc114860579][bookmark: _Toc114860845]6.X.2	ACTIVATE MEASUREMENT RELAXATION RESPONSE
This message is only sent in the direction UE to SS.
	Information Element
	Reference
	Presence
	Format
	Length

	Protocol discriminator
	TS 24.007 [5], sub clause 11.2.3.1.1
	M
	V
	½

	Skip indicator
	TS 24.007 [5], sub clause 11.2.3.1.2
	M
	V
	½

	Message type
	
	M
	V
	1



where message type is:
	8
	7
	6
	5
	4
	3
	2
	1
	bit no.

	1
	0
	1
	1
	0
	0
	1
	1
	octet 1
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