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<Start of Change>
[bookmark: _Toc21026713][bookmark: _Toc27743999][bookmark: _Toc36197172][bookmark: _Toc36197864]7.3A.2.0.1	Intra-band contiguous CA
For each component carrier in the intra-band contiguous carrier aggregation, the throughput in QPSK R = 1/3 shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annex A (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal) with peak reference sensitivity values determined from section 7.3.2.3, and relaxation applied to peak reference sensitivity requirement as specified in Table 7.3A.2.0.1-1.
[bookmark: _Hlk15645223]Table 7.3A.2.0.1-1: ΔRIB EIS Relaxation for CA operation by aggregated channel bandwidth
	Aggregated Channel BW ‘BWChannel_CA’ (MHz)
	ΔRIB (dB)

	BWChannel_CA ≤ 800
	0.0

	800 < BWChannel_CA ≤ 1200
	0.5

	1200 < BWChannel_CA ≤ 1600
	1.0

	1600 < BWChannel_CA ≤ 2000
	[1.5]



The normative reference for this requirement is TS 38.101-2 [3] clause 7.3A.2.1.

<End of Change>

