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	Reason for change:
	RAN4 core specifications have added Hand phantom definitions for use in FR1 TRP TRS testing

	
	

	Summary of change:
	Annex is updated with Hand phantom definitions aligned with core specifications
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<Start of changes>
Annex B (normative):
< Phantoms definition and Positioning >
B.1	General
This Clause defines the phantom definition and positioning guidance for TPR TRS requirement measurement. 
B.2	Phantom Definition
B.2.1	Head Phantom
The basic head phantom is based on the “SAM” head phantom in IEEE Std 1528-2003, which is also described in TS 37.544 Annex A.2 [8]. For TRP TRS test, the IEEE SAM head model has been extended to the neck region, which is specified in CTIA Certification OTA Test Plan [9]. 
The Head phantom defined in CTIA Certification OTA Test Plan section C.2 [9], is used for FR1 TRP TRS requirement testing. 
[image: ]
Figure B.2.1-1 Head Phantom (© 2001 – 2022 CTIA Certification. Reproduced with permission.), defined in the CTIA Certification OTA Test Plan

B.2.2	PDA Grip Hand Phantom
The PDA Grip Hand described in TS 37.544 Annex A.2.2 [8], which is identical to that defined in CTIA Certification OTA Test Plan section C.4.8 [9], is adopted for TRP TRS testing for the UE with width ≥56mm and ≤72mm.
B.2.3	Wide Grip Hand Phantom
The Wide Grip hand defined in CTIA Certification OTA Test Plan section C.4.9 [9], is used for FR1 TRP TRS testing for UE with width >72mm and ≤92mm.
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Figure B.2.3-1 Wide Grip hand (© 2001 – 2022 CTIA Certification. Reproduced with permission.), defined in the CTIA Certification OTA Test Plan
< End of changes>
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