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<Start of changes>

B.3	UE positioning guidelines
B.3.1	Hand phantom only (Browsing mode)
The positioning specified in this clause is used for the test cases for Browsing Mode with Hand Phantom. The characteristics of the Hand Phantom are specified in Clause B.3.1. Browsing mode is used to simulate user cases where the DUT is held in hand, but not pressed against ear e.g. web browsing and navigation. The DUT should be set as primary mechanical mode for browsing mode scenario, which is declared by manufacturer if the UE support multiple mechanical modes. Then, the DUT shall be mounted in a suitable hand phantom and oriented such that the DUT’s main display is tilted 45 degrees from vertical:
-  Wide Grip Hand for UE with Width >72mm and ≤92mm 
-  PDA Grip Hand for UE with Width ≥56mm and ≤72mm
Note: the width is the UE width under primary mechanical mode for Browsing mode scenario.
B.3.1.1 Wide Grip Hand
This positioning guideline is suitable for DUTs with width >72mm and ≤92mm. 
The positioning guideline defined in CTIA Certification OTA Test Plan section A.1.4.4 [9], is used for FR1 TRP TRS testing for UE with width >72mm and ≤92mm.
[image: Diagram

Description automatically generated]
Figure B.3.1.1-1: Positioning guidance for Wide Grip Hand (© 2001 – 2022 CTIA Certification. Reproduced with permission.), defined in the CTIA Certification OTA Test Plan
B.3.1.2 PDA Grip Hand
This positioning guideline is suitable for DUTs with width ≥56mm and ≤72mm.
To help achieve a consistent positioning, the DUT is aligned to a PDA palm spacer. No alignment tool is required. The PDA spacer features side and bottom walls to ensure consistent alignment of DUTs of various sizes.

1. Place the DUT on the PDA spacer between the fingers and align the DUT to the side wall of the PDA.
2. If the DUT is shorter than 135 mm, then align the top of the DUT with the top of the PDA spacer. Otherwise, align the bottom of the DUT with the bottom wall of the PDA spacer.
3. While keeping the DUT in the hand phantom in the position defined in previous steps, place the DUT and the hand phantom against the head phantom in such way that the DUT is in 6°tilt angle as described in Clause B.3.2.1. 
[image: pdaspacer3]
Figure 6.2.2-1: Right-handed PDA Grip hand phantom with a spacer
NOTE: Use left-handed (mirror-imaged) spacers with left-handed phantoms.
< End of changes>
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