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<Start of Changes>
Table 6.2A.1.2.7.5-3a: UE spherical coverage for power class 3 for multi band UE declaring MBs>0 in any FR2 band
	ID
	Supported FR2 bands set
	Test requirement (dB)
(Note 1)
	Maximum sum of MBs, ∑MBs (dB)
(Note 3)
	Comments

	
	
	CA_n257M
	CA_n258
	CA_n260M
	CA_n261M
	
	

	1
	n257, n258
	11.5-TT-MBs
	
	
	
	1.25
	

	2
	n257, n260
	11.5-TT-MBs
	
	8-TT-MBs
	
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	3
	n258, n260
	
	
	8-TT-MBs
	
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	4
	n258, n261
	
	
	
	11.5-TT-MBs
	1.25
	

	5
	n260, n261
	
	
	8-TT-MBs
	11.5-TT-MBs
	0.75
	No relaxation allowed for n260

	6
	n257, n258, n260
	11.5-TT-MBs
	
	8-TT-MBs
	
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	7
	n257, n258, n261
	11.5-TT-MBs
	
	
	11.5-TT-MBs
	1.75
	

	8
	n257, n260, n261
	11.5-TT-MBs
	
	8-TT-MBs
	11.5-TT-MBs
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	9
	n258, n260, n261
	
	
	8-TT-MBs
	11.5-TT-MBs
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	10
	n257, n258, n260, n261
	11.5-TT-MBs
	
	8-TT-MBs
	11.5-TT-MBs
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	Note 1:	MBs is the Multiband Relaxation factor declared by the UE for the tested band in Table A.4.3.9-3 of TS38.508-2 [11]. This declaration shall fulfil the requirements in clause 6.2.1.1.3.3.
Note 2:	All UE supported bands needs to be tested to ensure the multiband relaxation declaration is compliant
Note 3:	Max allowed sum of MBs over all supported FR2 bands as defined in clause 6.2.1.1.3.3




	ID
	Supported FR2 bands set
	Test requirement (dB)
(Note 1)
	Maximum sum of MBs, ∑MBs (dB)
(Note 3)
	Comments

	
	
	CA_n257M
	
	CA_n260M
	CA_n261M
	
	

	1
	n257, n258
	11.5-TT-MBs
	
	
	
	1.25
	

	2
	n257, n260
	11.5-TT-MBs
	
	8-TT-MBs
	
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	3
	n258, n260
	
	
	8-TT-MBs
	
	0.75
	Maximum 0.4 dB relaxation allowed for n260

	4
	n258, n261
	
	
	
	11.5-TT-MBs
	1.25
	

	5
	n260, n261
	
	
	8-TT-MBs
	11.5-TT-MBs
	0.75
	No relaxation allowed for n260

	6
	n257, n258, n260
	11.5-TT-MBs
	
	8-TT-MBs
	
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	7
	n257, n258, n261
	11.5-TT-MBs
	
	
	11.5-TT-MBs
	1.75
	

	8
	n257, n260, n261
	11.5-TT-MBs
	
	8-TT-MBs
	11.5-TT-MBs
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	9
	n258, n260, n261
	
	
	8-TT-MBs
	11.5-TT-MBs
	1.25
	Maximum 0.4 dB relaxation allowed for n260

	10
	n257, n258, n260, n261
	11.5-TT-MBs
	
	8-TT-MBs
	11.5-TT-MBs
	1.75
	Maximum 0.4 dB relaxation allowed for n260

	Note 1:	MBs is the Multiband Relaxation factor declared by the UE for the tested band in Table A.4.3.9-3 of TS38.508-2 [11]. This declaration shall fulfil the requirements in clause 6.2.1.1.3.3.
Note 2:	All UE supported bands needs to be tested to ensure the multiband relaxation declaration is compliant
Note 3:	Max allowed sum of MBs over all supported FR2 bands as defined in clause 6.2.1.1.3.3




<End of Changes>

