

	
3GPP TSG-RAN5 Meeting #97	R5-227380
Toulouse, France, 14th Nov 2022 - 18th Nov 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.521-2
	CR
	0864
	rev
	-
	Current version:
	17.0.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Editorial clean-up of Pending R17 FR2 CA configs from cl 6 of SA FR2 RF test specification

	
	

	Source to WG:
	Apple Portugal

	Source to TSG:
	R5

	
	

	Work item code:
	NR_CADC_NR_LTE_DC_R17-UEConTest
	
	Date:
	2022-11-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	R5-223337 was agreed by RAN5#95-e and the agreement endorsed the proposal to remove any “pending” configurations from TS 38.521-2 no later than RAN5#97 (November 2022).

	
	

	Summary of change:
	Removed pending configurations from tables listed as such in PRD21 v.1.3.0.

	
	

	Consequences if not approved:
	Configurations without specific interest and in “pending” status will stay defined within test specifications

	
	

	Clauses affected:
	6.5A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Start of Changes>
Table 6.5A.3.2.1.5-1: Spurious emissions UE co-existence CA test requirements
	UL CA for any CA bandwidth class
	Spurious emission 

	
	Protected band / frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n257
	NR Band n260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	Frequency range
	23600
	-
	24000
	1
	200
	2

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n258
	
	
	
	
	
	
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n259
	NR Band 257
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	36000
	-
	37000
	7
	1000
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n260
	NR Band 257
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	
	
	
	
	
	
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n261
	NR Band 260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	
	
	
	
	
	
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1
NOTE 2:	The protection of frequency range 23600-2400MHz is meant for protection of satellite passive services.



Table 6.5A.3.2.1.5-1: Spurious emissions UE co-existence CA test requirements
	UL CA for any CA bandwidth class
	Spurious emission 

	
	Protected band / frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n259
	NR Band 257
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	36000
	-
	37000
	7
	1000
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n260
	NR Band 257
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	
	
	
	
	
	
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	CA_n261
	NR Band 260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	
	
	
	
	
	
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1
NOTE 2:	The protection of frequency range 23600-2400MHz is meant for protection of satellite passive services.
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