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4.9.35	Test procedure for deleting configured S-NSSAI, default configured S-NSSAI and allowed S-NSSAI
4.9.35.1	Scope
The purpose of this procedure is to delete configured S-NSSAI, default configured S-NSSAI and allowed S-NSSAI from the UE.
4.9.35.2	Procedure description
4.9.35.2.1	Initial conditions
System Simulator:
-	1 NR Cell connected to 5GC, default parameters.
User Equipment:
-	The UE is in state 3N-A.
4.9.35.2.2	Procedure sequence
Table 4.9.35.2.2-1: Procedure for configured S-NSSAI, default configured S-NSSAI and allowed S-NSSAI  deletion
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS transmits NSSAI DELETE REQUEST message to delete the Default Configured NSSAI list.
	<--
	NSSAI DELETE REQUEST
	-
	-

	2
	UE transmits NSSAI DELETE RESPONSE message.
	-->
	NSSAI DELETE RESPONSE
	-
	-

	3
	The SS transmits NSSAI DELETE REQUEST message to delete the Configured NSSAI list.
	<--
	NSSAI DELETE REQUEST
	-
	-

	4
	UE transmits NSSAI DELETE RESPONSE message.
	-->
	NSSAI DELETE RESPONSE
	-
	-

	5
	The SS transmits NSSAI DELETE REQUEST message to delete the Allowed NSSAI list.
	<--
	NSSAI DELETE REQUEST
	-
	-

	6
	UE transmits NSSAI DELETE RESPONSE message.
	-->
	NSSAI DELETE RESPONSE
	-
	-



4.9.35.3	Specific message contents
Table 4.9.35.3-1: NSSAI DELETE REQUEST (step 1, Table 4.9.35.2.2-1)
	Derivation path: TS 38.509 Table 6.7.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1111
	
	

	Skip indicator
	0000
	
	

	Message type
	‘10100110’B
	
	

	Delete NSSAI type
	‘00000000’B
	Delete Default Configured NSSAI
	



Table 4.9.35.3-2: NSSAI DELETE REQUEST (step 3, Table 4.9.35.2.2-1)
	Derivation path: TS 38.509 Table 6.7.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1111
	
	

	Skip indicator
	0000
	
	

	Message type
	‘10100110’B
	
	

	Delete NSSAI type
	‘00000001’B
	Delete Configured NSSAI
	

	Configured NSSAI
	00000000
	
	



Table 4.9.35.3-3: NSSAI DELETE REQUEST (step 5, Table 4.9.35.2.2-1)
	Derivation path: TS 38.509 Table 6.7.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1111
	
	

	Skip indicator
	0000
	
	

	Message type
	‘10100110’B
	
	

	Delete NSSAI type
	‘00000010’B
	Delete Allowed NSSAI
	

	Allowed NSSAI
	00000000
	
	



Table 4.9.35.3-4: NSSAI DELETE RESPONSE (steps 2, 4 and 6,  Table 4.9.35.2.2-1)
	Derivation path: TS 38.509 Table 6.7.2

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1111
	
	

	Skip indicator
	0000
	
	

	Message type
	‘10100111’B
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