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------------------------------------ Start of first change ---------------------------------------
Table A.4.4-2A: UE APN/DNN Implementation details
	Parameter Name
	Parameter Type
	Supported Value
	Description

	pc_APN_Default_Configuration
	enumerated
	none, internet, ims, urllc, miot, v2x, ethernet
	The DNN/APN configuration specified in TS 38.508-1 [2], Table 4.8.4-1 which is to be used for the default DNN/APN.
The value provided shall match one of the DNN/APN types if a Default DNN will be established, e.g. internet, ims, etc. or shall be set to none if the UE will not establish default DNN/APN.

	pc_APN_ID_Internet
	charstring
	
	APN/DNN ID of type Internet
(NOTE 1)

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [26], subclause 9.1

OR "none" if the UE will not establish PDN/PDU of type Internet

If the provided value is different to "none" then for this APN/DNN the DNN/APN configuration of type "Internet" as specified in TS 38.508-1 [2], Table 4.8.4-1 applies.

	pc_APN_ID_IMS
	charstring
	
	APN/DNN ID of type IMS
(NOTE 1)

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [26], subclause 9.1

OR "none" if the UE will not establish PDN/PDU of type IMS

If the provided value is different to "none" then for this APN/DNN the DNN/APN configuration of type "IMS" as specified in TS 38.508-1 [2], Table 4.8.4-1 applies.

	pc_APN_ID_URLLC
	charstring
	
	APN/DNN ID of type URLLC
(NOTE 1)

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [26], subclause 9.1

OR "none" if the UE will not establish PDN/PDU of type URLLC

If the provided value is different to "none" then for this APN/DNN the DNN/APN configuration of type "URLLC" as specified in TS 38.508-1 [2], Table 4.8.4-1 applies.

	pc_APN_ID_MIOT
	charstring
	
	APN/DNN ID of type MIoT
(NOTE 1)

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [26], subclause 9.1

OR "none" if the UE will not establish PDN/PDU of type MIoT

If the provided value is different to "none" then for this APN/DNN the DNN/APN configuration of type "MIoT" as specified in TS 38.508-1 [2], Table 4.8.4-1 applies.

	pc_APN_ID_V2X
	charstring
	
	APN/DNN ID of type V2X
(NOTE 1)

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [26], subclause 9.1

OR "none" if the UE will not establish PDN/PDU of type V2X

If the provided value is different to "none" then for this APN/DNN the DNN/APN configuration of type "V2X" as specified in TS 38.508-1 [2], Table 4.8.4-1 applies.

	pc_APN_ID_Ethernet
	charstring
	
	APN/DNN ID of type Ethernet
(NOTE 1)

The APN/DNN Network Identifier portion of the Access Point / Data Network Name, as defined in TS 23.003 [26], subclause 9.1

OR "none" if the UE will not establish PDN/PDU of type Ethernet

If the provided value is different to "none" then for this APN/DNN the DNN/APN configuration of type "Ethernet" as specified in TS 38.508-1 [2], Table 4.8.4-1 applies.

	NOTE 1:	For each UE, the APN/DNN IDs which will be used during for PDN/PDU establishment shall be provided. These shall cover both: The APN/DNN IDs which the UE will provide itself in the PDN/PDU establishment request, and, An APN/DNN ID which the UE will prefer to be assigned by the SS in the case of Default APN/DNN, if the UE utilises Provided and/or Default APN/DNN.



------------------------------------- End of first change ---------------------------------------

