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	Reason for change:
	1. Message contents exceptions for network signalling value “NS_03” of n86 is missing.
2. To be able to precisely reference every clause, clauses shall have either numbered or unnumbered subdivisions (a paragraph is an unnumbered subdivision of a clause). Clause 6.2.3.4.3 shall not have text below the title, othervise there shall be no subclauses below.

	
	

	Summary of change:
	1. Message contents exceptions for network signalling value “NS_03” of n86 was added.
2. Subclause 6.2.3.4.3.0 was added below 6.2.3.4.3.

	
	

	Consequences if not approved:
	1. Message contents exceptions for network signalling value “NS_03” of n86 will remain missing.
2. It wil be unable to precisely reference every clause in 6.2.3.4.3.
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	This CR's revision history:
	R5-226281r1:
1. Current spec version on the coverpage was corrected.
2. The blank space in front of the tick box for UICC apps was removed.
R5-226281r2:
1. Table title of table 6.2.3.4.3.1-1 was updated as “n2, n25, n66 and n86” is clearer to the reader than "except n70".
2. Reason for change， Summary of change， Consequences if not approved on the coverpage were updated.
R5-227754: "Massage" in the cover page was corrected to "Message".
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<< Unchanged sections omitted >>
[bookmark: _Toc27477823][bookmark: _Toc36226507][bookmark: _Toc44323764][bookmark: _Toc52989932][bookmark: _Toc60823128][bookmark: _Toc60825050][bookmark: _Toc69305947]6.2.3.4.3	Message contents
6.2.3.4.3.0	General
[bookmark: _Hlk521408972]Message contents are according to TS 38.508-1 [5] subclause 4.6.1, with the following exceptions for each network signalling value.
For almost contiguous allocation testing, message contents are according to TS 38.508-1 [5] subclause 4.6.1 with the following exceptions:
Table 6.2.3.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5] subclause 4.6.3 Table 4.6.3-118 PUSCH-Config

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	}
	
	
	



6.2.3.4.3.1	Message contents exceptions for network signalling value “NS_03”
1.	Information element additionalSpectrumEmission is set to NS_03. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.1-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n2, n25, and n66 and n86
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_03)
	
	



Table 6.2.3.4.3.1-2: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n70
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_03)
	
	



[bookmark: _Hlk521412123]6.2.3.4.3.2	Message contents exceptions for network signalling value "NS_35"
[bookmark: _Hlk502668149]1.	Information element additionalSpectrumEmission is set to NS_35. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.2-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_35" and NR band n71
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_35)
	
	



6.2.3.4.3.3	Message contents exceptions for network signalling value "NS_03U"
1.	Information element additionalSpectrumEmission is set to NS_03U. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.3-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03U"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	3 (NS_03U)
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