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6.2A.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.2A.2.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.2A.2.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	



<<< END OF CHANGES 1>>>
<<< START OF CHANGES 2>>>
6.5A.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.1.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.1.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	




<<< END OF CHANGES 2>>>
<<< START OF CHANGES 3>>>
6.5A.2.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.2.1.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.2.1.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	




<<< END OF CHANGES 3>>>
<<< START OF CHANGES 4>>>
6.5A.2.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.2.2.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.2.2.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	




<<< END OF CHANGES 4>>>
<<< START OF CHANGES 5>>>
6.5A.3.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with TRANSFORM_PRECODER_ENABLED condition in Table 4.6.3-118 PUSCH-Config with the following exceptions for Release 15 5G NR UE.
Table 6.5A.3.1.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.3.1.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	




<<< END OF CHANGES 5>>>
<<< START OF CHANGES 6>>>
6.5A.3.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6.1  with the following exceptions for Release 15 5G NR UE.
Table 6.5A.3.2.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.3.2.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	




<<< END OF CHANGES 6>>>
<<< START OF CHANGES 7>>>
6.5A.3.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6.1 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.3.3.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  tpc-Accumulation
	disabled
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.3.3.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4

	
	50 MHz 

	  p0-NominalWithGrant
	-8

	
	100 MHz 

	  p0-NominalWithGrant
	-10

	
	200 MHz 

	  p0-NominalWithGrant
	-14

	
	400 MHz 

	}
	
	
	



<<< END OF CHANGES 7>>>



