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[bookmark: _Toc67918161][bookmark: _Toc76298204][bookmark: _Toc76572216][bookmark: _Toc76652083][bookmark: _Toc76652921]6.2A.3	2RX and 4RX requirements
<Sections skipped>

Table 6.2A.3.1.0-4: SNR configurations for 2 DL CA
	Parameter
	PCell
	SCell

	SNR (dB)
	10.0
	4.0



Table 6.2A.3.1.0-5: SNR configurations for 3 or more DL CA
	Parameter
	PCell
	SCell1
	SCell2, 3…

	SNR (dB)
	12.0
	6.0
	0.0



[bookmark: _Hlk94280912]Table 6.2A.3.1.0-6: List of CA CQI reporting test
	Test number
	CA duplex mode and SCS combination

	1
	FDD 15 kHz + TDD 30 kHz 

	2
	FDD 15 kHz + FDD 15 kHz

	3
	TDD 30 kHz + TDD 30 kHz

	Note 1:	The applicability of requirements for different CA duplex modes, SCSs, is defined in 6.1.1.5.1.
Note 2:	The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 6.1.1.5.2.



All the requirements specified in clause 6.2A for CA with 2 RX are applied for 4 RX capable UEs by connecting all 4 RX with data source from system simulator and reducing the signal power density by 3 dB compared to the signal power density for 2 RX in the test configurations.
The normative reference for this requirement is TS 38.101-4 [5], clause 6.2A.3.1.1.
6.2A.3.1.1	2Rx CQI reporting accuracy under AWGN conditions for CA (2DL CA)
Editor’s note: EN-DC applicability of this test case is FFS in TS 38.522.
<Sections skipped>
6.2A.3.1.2	2Rx CQI reporting accuracy under AWGN conditions for CA (3DL CA)
Editor’s note: EN-DC applicability of this test case is FFS in TS 38.522.
<Sections skipped>
6.2A.3.1.3	2Rx CQI reporting accuracy under AWGN conditions for CA (4DL CA)
Editor’s note: EN-DC applicability of this test case is FFS in TS 38.522.

<End of changes>
