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<< Start of changes >>
6.2.2.1.1.4	2Rx FDD FR1 periodic CQI reporting under AWGN conditions for RedCap
Editor’s Note:	This clause is incomplete. Following aspects are either missing or not yet determined
-	SNR requirements and few test params are in []
-	Annex F update pending
6.2.2.1.1.4.1	Test Purpose
The purpose of this test is to verify the variance of the wideband CQI reports is within the limits defined and a PDSCH BLER of 10% falls between the transport format based median CQI-1 and median CQI or the transport format based median CQI and median CQI +1.
6.2.2.1.1.4.2	Test Applicability
This test applies to all types of NR/5GC UE release 17 and forward supporting RedCap.
[bookmark: _Toc114565877][bookmark: _Toc115267967]6.2.2.1.1.4.3	Minimum requirement for periodic CQI reporting for RedCap
For the parameters specified in Table 6.2.2.1.1.4.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:
a)	The reported CQI value according to the reference channel shall be in the range of ±1 of the reported median more than 90% of the time.
b)	If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, then the BLER using the transport format indicated by the (median CQI+1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, then the BLER using transport format indicated by (median CQI-1) shall be less than or equal to 0.1.
Table 6.2.2.1.1.4.3-1: CQI reporting definition test
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	SNR
	dB
	[8]
	[9]
	[14]
	[15]

	Propagation channel
	
	AWGN

	Antenna configuration
	
	2×2 with static channel specified in Annex B.1

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS
periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 3,(6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping
(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	Csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	10/9

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	010000

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	[14]

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.1-4



The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.1.1.4.
6.2.2.1.1.4.4	Test Description
6.2.32.1.1.4.4.1	Initial Conditions
Same as specified in clause 6.2.2.1.1.1.4.1
6.2.32.1.1.4.4.2	Test Procedure
Set the parameters of bandwidth, SCS, reference Channel, the propagation condition, antenna configuration and the SNR according to Table 6.2.2.1.1.4.3-1.
2.	The SS shall transmit PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to CQI value 2 and keep it regardless of the wideband CQI value sent by the UE. The SS sends downlink MAC padding bits on the DL RMC. Continue transmission of the PDSCH until 2000 wideband CQI reports have been gathered. In this process the SS collects wideband CQI reports every 10 ms and also cases where UE transmits nothing in its CQI occasion are also counted as wideband CQI reports.
3.	Set up a relative frequency distribution for the reported wideband CQI-values, Calculate the median value (wideband Median CQI is the wideband CQI that is at or crosses 50% distribution from the lower wideband CQI side). This CQI-value is declared as wideband Median CQI value.
4.	If Median CQI is not equal to 1 or 15 and 1800 or more of the wideband CQI values are in the range (Median CQI - 1) ≤ Median CQI ≤ ( Median CQI + 1) then continue with step 5, otherwise go to step 8.
5.	The SS shall transmit PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to the wideband median-CQI value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH transmitted by the SS, record the associated ACK, NACK and statDTX responses. The responses are then filtered as follows: for the sequence of responses for each HARQ process, discard all the statDTX responses. Continue to gather data until the number of filtered ACK+NACK responses reaches 1000.
For the filtered ACK and NACK responses if the ratio (NACK / ACK + NACK) ≤ 0.1 then go to step 6, otherwise go to step 7.
6.	The SS shall transmit PDSCH via PDCCH DCI format [1_1] for C_RNTI to transmit the DL RMC according to the wideband median-CQI+1 value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 5 until 1000 filtered ACK+NACK responses are gathered.
If the ratio (NACK /ACK + NACK) > 0.1
then pass the UE for this test and go to step 9, otherwise go to step 8.
7.	The SS shall transmit PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to the wideband median-CQI-1 value and shall not react to the UE’s wideband CQI reports. The SS sends downlink MAC padding bits on the DL RMC. For any PDSCH, transmitted by the SS, record and filter the ACK, NACK and statDTX responses as in step 5 until 1000 filtered ACK+NACK responses are gathered.
If the ratio (NACK /ACK + NACK) ≤ 0.1
then pass the UE for this test and go to step 9, otherwise go to step 8.
8.	If both SNR points of the test have not been tested, then repeat the same procedure (steps 1 to 7) for the other SNR point as appropriate. Otherwise fail the UE.
9.	Repeat step 1 to 8 for Test2.
6.2.2.1.1.4.4.4	Message contents
Message contents are according to TS 38.508-1 [6] clause 5.4.2 with the following exceptions:
6.2.2.1.1.4.4.4_1	Message exceptions for NR/5GC
Same as specified in clause 6.2.2.1.1.1.4.4_1
6.2.2.1.1.4.5	Test Requirements
The pass fail decision is as specified in the test procedure in clause 6.2.2.1.1.4.4.2.
There are no parameters in the test setup or measurement process whose variation impacts the results so there are no applicable test tolerances for this test.
<< End of changes >>
