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<Start of modified section>
[bookmark: _Toc27402520][bookmark: _Toc35976170][bookmark: _Toc35977116][bookmark: _Toc36028424][bookmark: _Toc43821748][bookmark: _Toc52166857][bookmark: _Toc75886023][bookmark: _Toc75979774]4.5.XX	MUSIM UE Registration
The same assumptions and definitions apply as in clause 4.5.2.
[bookmark: _Toc27402521][bookmark: _Toc35976171][bookmark: _Toc35977117][bookmark: _Toc36028425][bookmark: _Toc43821749][bookmark: _Toc52166858][bookmark: _Toc75886024][bookmark: _Toc75979775]4.5.XX.1	Initial conditions
System Simulator:
-	Cell A (home PLMN1) and Cell G (home PLMN2) are configured according to table 6.3.2.2-1 and table 6.3.2.2-3. Any change in the cells and their configurations shall be explicitly specified in the TC which calls the procedure in its entirety or refers to parts of it.
-	The procedure shall be performed under ideal radio conditions as defined in clause 5
User Equipment:
[bookmark: _Toc27402522][bookmark: _Toc35976172][bookmark: _Toc35977118][bookmark: _Toc36028426][bookmark: _Toc43821750][bookmark: _Toc52166859]-	The UE is a MUSIM UE.
-	The UE is equipped with two USIMs with configuration as defined in below Tables 4.5.XX.1-1 and 4.5.XX.1-2.
Table 4.5.XX.1-1: USIM A configuration
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to 001-01.
	

	EFFPLMN
	
	001-02
	



Table 4.5.XX.1-2: USIM B configuration
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFIMSI
	
	The HPLMN (MCC+MNC) of the IMSI is set to 001-02.
	

	EFFPLMN
	
	001-01
	



4.5.XX.2	Definition of system information messages
The default system information messages are used.
4.5.XX.3	Procedure
Table 4.5.XX.3-1: MUSIM UE registration procedure
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:
- Cell A as the "Serving cell".
- Cell G as a "Non-Suitable Off cell".
	-
	-
	-
	-

	2
	The UE is switched on.
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell A unless explicitly stated otherwise.
	-
	-
	-
	-

	3
	Check: Does UE with USIM A configuration transmit ATTACH REQUEST message including UE network capability with at least one MUSIM feature set to “supported”?
	-->
	ATTACH REQUEST
	-
	P

	4-16
	Steps 5 to 17 of the registration procedure described in TS 36.508 subclause 4.5.2.3 are performed.
NOTE: The UE performs registration and the RRC connection is released.
	-
	-
	-
	-

	17
	The SS configures:
- Cell G as the "Serving cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell G unless explicitly stated otherwise.
	-
	-
	-
	-

	18
	Check: Does UE with USIM B configuration transmit ATTACH REQUEST message including UE network capability with at least one MUSIM feature set to “supported”?
	-->
	ATTACH REQUEST
	-
	P

	19-31
	Steps 5 to 17 of the registration procedure described in TS 36.508 subclause 4.5.2.3 are performed.
NOTE: The UE performs registration and the RRC connection is released.
	-
	-
	-
	-



4.5.XX.4	Specific message contents
All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below.
Table 4.5.XX.4-1: ATTACH REQUEST (Steps 3 and 18, Table 4.5.XX.3-1)
	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	UE network capability
	
	
	pc_EPC_MUSIM

	All octets with the exception of octet 10, bit 6 to bit 8 and octet 11,bit 1 to 2
	Any allowed value
	
	

	NAS signalling connection release (NCR) (octet 10, bit 6)
	‘1’B
	NAS signalling connection release supported
	pc_EPC_MUSIM_NCR

	Paging indication for voice services (PIV) (octet 10, bit 7)
	‘1’B
	paging indication for voice services supported
	pc_EPC_MUSIM_PIV

	Reject paging request (RPR) (octet 10, bit 8)
	‘1’B
	reject paging request supported
	pc_EPC_MUSIM_RPR

	Paging restriction (PR) (octet 11, bit 1)
	‘1’B
	paging restriction supported
	pc_EPC_MUSIM_PR

	Paging timing collision control (PTCC) (octet 11, bit 2)
	‘1’B
	paging timing collision control supported
	pc_EPC_MUSIM_PTCC



Table 4.5.XX.4-2: Message ATTACH ACCEPT (Steps 13 and 28, Table 4.5.XX.3-1)
	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	EPS network feature support(octet 3 to 4)
	
	
	pc_EPC_MUSIM

	All octets with the exception of octet 5, bit 1 to bit 5
	Any allowed value
	
	

	NAS signalling connection release (NCR) (octet 5, bit 1)
	‘1’B
	NAS signalling connection release supported
	pc_EPC_MUSIM_NCR

	Paging indication for voice services (PIV) (octet 5, bit 2)
	‘1’B
	Paging indication for voice services supported
	pc_EPC_MUSIM_PIV

	Reject paging request (RPR) (octet 5, bit 3)
	‘1’B
	Reject paging request supported
	pc_EPC_MUSIM_RPR

	Paging restriction (PR) (octet 5, bit 4)
	‘1’B
	Paging restriction supported
	pc_EPC_MUSIM_PR

	Paging timing collision control (PTCC) (octet 5, bit 5)
	‘1’B
	Paging timing collision control supported
	pc_EPC_MUSIM_PTCC


<End of modifed section>
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