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< Unchanged sections omitted >
–	ServingCellConfig
Table 4.6.3-167: ServingCellConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfig ::= SEQUENCE {
	
	
	

	  tdd-UL-DL-ConfigurationDedicated
	Not present
	
	

	  initialDownlinkBWP
	BWP-DownlinkDedicated
	
	

	
	BWP-DownlinkDedicated with condition Scell_Add
	
	Scell_Add

	
	BWP-DownlinkDedicated with condition MBS_Multicast
	
	MBS_Multicast

	
	Not present
	
	MEAS, RESUME

	  downlinkBWP-ToReleaseList
	Not present
	
	

	  downlinkBWP-ToAddModList
	Not present
	
	

	  downlinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	1 entry
	
	DLBWP_add

	    BWP-Downlink[1]
	BWP-Downlink
	
	

	  }
	
	
	

	  firstActiveDownlinkBWP-Id
	BWP-Id
	
	

	
	Not present
	
	MEAS

	  bwp-InactivityTimer
	Not present
	
	

	  defaultDownlinkBWP-Id
	BWP-Id
	
	

	
	Not present
	
	MEAS, RESUME

	  uplinkConfig
	Not present
	
	MEAS, No_UL

	  uplinkConfig SEQUENCE {
	
	
	

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	
	BWP-UplinkDedicated with condition SUL_NUL
	
	PUSCH_PUCCH_ON_SUL

	
	BWP-UplinkDedicated with condition RESUME
	
	RESUME

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF SEQUENCE {
	1 entry
	
	ULBWP_add

	    BWP-Uplink[1]
	BWP-Uplink
	
	

	  }
	
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig
	Not present
	
	RESUME

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	    powerBoostPi2BPSK
	Not present
	
	

	    uplinkChannelBW-PerSCS-List
	Not present
	
	

	    enablePL-RS-UpdateForPUSCH-SRS-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUSCH0-0-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUCCH-r16
	Not present
	
	

	    enableDefaultBeamPL-ForSRS-r16
	Not present
	
	

	    uplinkTxSwitching-r16
	Not present
	
	

	    mpr-PowerBoost-FR2-r16
	Not present
	
	

	  }
	
	
	

	  supplementaryUplink
	Not present
	
	

	  supplementaryUplink SEQUENCE {
	
	
	PUSCH_PUCCH_ON_SUL

	    initialUplinkBWP
	BWP-UplinkDedicated
	
	

	
	BWP-UplinkDedicated with condition RESUME
	
	RESUME

	    uplinkBWP-ToReleaseList
	Not present
	
	

	    uplinkBWP-ToAddModList
	Not present
	
	

	    firstActiveUplinkBWP-Id
	BWP-Id
	
	

	    pusch-ServingCellConfig CHOICE {
	
	
	

	      setup
	PUSCH-ServingCellConfig
	
	

	    }
	
	
	

	    carrierSwitching
	Not present
	
	

	    powerBoostPi2BPSK
	Not present
	
	

	    uplinkChannelBW-PerSCS-List
	Not present
	
	

	    enablePL-RS-UpdateForPUSCH-SRS-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUSCH0-0-r16
	Not present
	
	

	    enableDefaultBeamPL-ForPUCCH-r16
	Not present
	
	

	    enableDefaultBeamPL-ForSRS-r16
	Not present
	
	

	    uplinkTxSwitching-r16
	Not present
	
	

	    mpr-PowerBoost-FR2-r16
	Not present
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDCCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdcch-ServingCellConfig
	Not present
	
	MEAS, RESUME

	  pdsch-ServingCellConfig CHOICE {
	
	
	

	    setup
	PDSCH-ServingCellConfig
	
	

	  }
	
	
	

	  pdsch-ServingCellConfig
	Not present
	
	MEAS, RESUME

	  csi-MeasConfig
	Not present
	
	

	  sCellDeactivationTimer
	Not present
	
	

	  crossCarrierSchedulingConfig
	Not present
	
	

	  tag-Id
	0
	
	

	  dummy1
	Not present
	
	

	  pathlossReferenceLinking
	Not present
	
	

	  servingCellMO
	Not present
	
	

	
	MeasObjectId
	
	MEAS

	}
	
	
	



	Condition
	Explanation

	PUSCH_PUCCH_ON_SUL
	For the purpose of SUL test under condition that supplementary uplink is configured with both PUSCH and PUCCH on SUL carrier.

	MEAS
	A NR or EN-DC measurement is configured.

	No_UL
	No uplink CA

	RESUME
	Used in RRCResume Message

	Scell_Add
	Add SCell

	MBS_Multicast
	Used for MBS Multicast reception

	DLBWP_add
	A dedicated DL BWP is configured

	ULBWP_add
	A dedicated UL BWP is configured



< End of changes >

