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<Start of Changes>
[bookmark: _Toc60823728][bookmark: _Toc60825649][bookmark: _Toc69306347][bookmark: _Toc69310012][bookmark: _Toc76020337][bookmark: _Toc83720825]6.5D.3_1.3	Additional spurious emissions for UL MIMO (Rel-16 onward)
[bookmark: _Toc60823729][bookmark: _Toc60825650]6.5D.3_1.3.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions under the deployment scenarios where additional requirements are specified.
[bookmark: _Toc60823730][bookmark: _Toc60825651]6.5D.3_1.3.2	Test applicability
This test case applies to all types of NR Power Class 1.5, Power Class 2 and Power Class 3 UE release 16 and forward that support 2-layer codebook based UL MIMO.
[bookmark: _Toc60823731][bookmark: _Toc60825652]6.5D.3_1.3.3 Minimum conformance requirements
For UE supporting UL MIMO, the requirements for Spurious emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products is defined as the sum of the emissions from both UE transmit antenna connectors.
The additional spurious emission requirements specified in clause 6.5.3.3.3 apply. For UEs with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the requirements shall be met with the UL MIMO configurations described in clause 6.2D.1. For UEs supporting ULFPTx for UL MIMO, the requirements shall be met with the PUSCH configurations specified in Table 6.2D.1.3-3, based upon UE’s support of uplink full power transmission mode.
The normative reference for this requirement is TS 38.101-1 [2] clauses 6.5D.3 and 6.5.3.3
[bookmark: _Toc60823732][bookmark: _Toc60825653]6.5D.3_1.3.4	Test description
6.5D.3_1.3.4.1	Initial conditions
Same initial conditions as in clause 6.5D.3.3.4.1 together with tables 6.5D.3_1.3.4-1 to 6.5D.3_1.3.4-3.
Table 6.5D.3_1.3.4.1-1: Test Configuration table for NS_05
Same test configuration as listed in Table 6.2.3.4.1-4 shall be used with the following exceptions:
-	Test SCS shall be: [Lowest].
-	Only Test IDs 66 to 115 shall be tested.
Table 6.5D.3_1.3.4.1-2: Test Configuration table for NS_48
Same test configuration as listed in Table 6.2.3.4.1-19 shall be used with the following exceptions:
-	Test Channel Bandwidths shall be: 25, 30, 40, 45 and 50 MHz
-	Test SCS shall be: Lowest.
-	Only Test IDs 341 to 680 shall be tested.
Table 6.5D.3_1.3.4.1-3: Test Configuration table for NS_49
Same test configuration as listed in Table 6.2.3.4.1-29 shall be used with the following exceptions:
-	Test Channel Bandwidths shall be: 25, 30, 40, 45 and 50 MHz
-	Test SCS shall be: Lowest.
-	Only Test IDs 53 to 104 shall be tested.
[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>
