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<Start of modified section 1>
[bookmark: _Toc124016794]A.4.3.14	MBS Capabilities
Table A.4.3.14-1: MBS Capabilities
	Item
	UE MBS Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support of broadcast reception.
	38.306, 5.10
	Rel-17
	pc_Broadcast_reception
	No
	
	

	2
	Support of dynamic scheduling for multicast for PCell.
	38.306, 4.2.7.5
	Rel-17
	pc_dynamicMulticastPCell_r17
	No
	
	

	3
	Support of ACK/NACK based HARQ-ACK feedback and RRC-based enabling/disabling ACK/NACK-based feedback for dynamic scheduling for multicast.
	38.306, 4.2.7.4
	Rel-17
	pc_ack_NACK_FeedbackForMulticast_r17
	No
	
	This PICS can only be set to true when pc_dynamicMulticastPCell_r17 is set to true.


	4
	Support of PTP retransmission for multicast on the same cell as multicast initial transmission.
	38.306, 4.2.7.4
	Rel-17
	pc_ptp_Retx_Multicast_r17
	No
	
	This PICS can only be set to true when pc_ack_NACK_FeedbackForMulticast_r17 is set to true.

	5
	Support of NACK-only based HARQ-ACK feedback for multicast with ACK/NACK transforming
	38.306, 4.2.7.4
	Rel-17
	pc_nack_OnlyFeedbackForMulticast_r17
	No
	
	This PICS can only be set to true when pc_ack_NACK_FeedbackForMulticast_r17 is set to true.

	6
	Support of NACK-only based HARQ-ACK feedback for multicast corresponding to a specific sequence or a PUCCH transmission
	38.306, 4.2.7.4
	Rel-17
	pc_nack_OnlyFeedbackSpecificResourceForMulticast_r17
	No
	
	This PICS can only be set to true when pc_nack_OnlyFeedbackForMulticast_r17 is set to true.

	7
	Support of multiplexing HARQ-ACK for unicast and for multicast with the same priority and different HARQ-ACK codebook types in a PUCCH or in a PUSCH.
	38.306, 4.2.7.4
	Rel-17
	pc_mux_HARQ_ACK_UnicastMulticast_r17

	No
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