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1. Introduction
The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#98 approved CRs that may impact current GCF and PTCRB selected test cases. 
The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments. 
2. Changes to 3GPP RAN5 test specifications
The table below summarizes the changes introduced by approved RAN5#98 CRs to RAN5 test specifications. The source for the changes to test cases in the table is based on the applicability specification of the test cases.
In the table both the prose and the applicability specifications are indicated separated by a "/". For example "38.521-1/38.522" indicates that the prose for the test case is TS 38.521-1 and the associated test case applicability specification is in TS 38.522.
Changes are indicated by revision marks. A title changed to “void” indicates that a test case has been removed. 
Note!
The changes listed in this document are limited to changes introduced in RAN5 test specifications. For the case test cases in GCF work items and PTCRB RFTs have been based on RAN5 work plans before the test cases have been completely included in RAN5 test case applicability specifications (TS 34.121-2, TS 34.123-2, TS 34.229-2, TS 36.521-2, TS 36.523-2, TS 36.579-4, TS 37.571-3, TS 38.522, TS 38.523-2 and TS 51.010-2) the GCF work item and PTCRB RFT rapporteurs need to check the latest RAN5 work plans. 
	TS
	Clause
	Title 
	Comment

	[bookmark: _Hlk20924137]34.121-1 / 34.121-2 - UTRA RF/RRM test cases 

	No impact

	34.123-1 / 34.123-2 - UTRA protocol test cases

	No impact

	34.229-1 / 34.229-2 - IMS test cases - E-UTRA

	No impact

	34.229-5 / 34.229-2 - IMS test cases - 5GS

	34.229-5
	10.11
	VoidNew initial emergency registration after obtaining new IP address different than the IP address / 5GS
	Test case removed

	34.229-5
	10.15
	VoidDeregistration upon emergency registration expiration / 5GS
	Test case removed

	36.521-1 / 36.521-2 - E-UTRA RF and performance test cases

	36.521-1
	6.5.2.4G.1
	Spectrum Emission Mask EVM equalizer spectrum flatness for V2X Communication / Non-concurrent with E-UTRA uplink transmissions
	Title changed

	36.521-3 / 36.521-2 - E E-UTRA RRM test cases

	No impact

	36.523-1 / 36.523-2 - E-UTRA protocol test cases

	36.523-1
	6.1.1.10
	eMTC / NTN / GSO
	Title changed

	36.523-1
	22.1.2
	NB-IoT / NTN / GSO
	Title changed

	36.579-2 / 36.579-4 - Mission Critical Push To Talk (MCPTT)

	No impact

	36.579-6 / 36.579-4 - Mission Critical Video (MCVideo)

	No impact

	36.579-7 / 36.579-4 - Mission Critical Data (MCData)

	No impact

	[bookmark: _Hlk488051587]37.571-1 / 37.571-3 - UTRA/E- UTRA/EPC UE positioning performance test cases

	No impact

	37.571-2 / 37.571-3 – E-UTRA UE positioning protocol test cases

	No impact

	37.571-2 / 37.571-3 – NR UE positioning protocol test cases

	No impact

	38.521-1 / 38.522– NR FR1 RF test cases

	38.521-1
	6.2I.2
	VoidUE maximum output power reduction for RedCap
	Test case removed

	38.521-1
	6.2I.3
	VoidUE additional maximum output power reduction for RedCap
	Test case removed

	38.521-1
	6.2I.4
	VoidConfigured output power for RedCap
	Test case removed

	38.521-1
	7.3A.2
	Reference sensitivity power level for CA (3DL CA) without exceptions
	Title changed

	38.521-1
	7.3A.3
	Reference sensitivity power level for CA (4DL CA)
	Title changed

	38.521-1
	7.6D.2_1
	In-band blocking for SUL with UL MIMO
	Title changed

	38.521-1
	7.8D.2_1
	Wide band Intermodulation for SUL with UL MIMO
	Title changed

	38.521-2 / 38.522 – NR FR2 RF test cases

	38.521-2
	7.6A.2.2
	VoidIn-band blocking for CA (3DL CA)
	Test case removed

	38.521-2
	7.6A.2.3
	VoidIn-band blocking for CA (4DL CA)
	Test case removed

	38.521-2
	7.6A.2.4
	VoidIn-band blocking for CA (5DL CA)
	Test case removed

	38.521-2
	7.6A.2.5
	VoidIn-band blocking for CA (6DL CA)
	Test case removed

	38.521-2
	7.6A.2.6
	VoidIn-band blocking for CA (7DL CA)
	Test case removed

	38.521-2
	7.6A.2.7
	VoidIn-band blocking for CA (8DL CA)
	Test case removed

	38.521-3 / 38.522 – EN-DC and NR FR1 + FR2 RF test cases

	38.521-3
	7.5B.4_1.2
	VoidAdjacent Channel Selectivity for inter-band EN-DC including FR2 (3 NR CCs)
	Test case removed

	38.521-3
	7.5B.4_1.3
	VoidAdjacent Channel Selectivity for inter-band EN-DC including FR2 (4 NR CCs)
	Test case removed

	38.521-3
	7.5B.4_1.4
	VoidAdjacent Channel Selectivity for inter-band EN-DC including FR2 (5 NR CCs)
	Test case removed

	38.521-4 / 38.522 – EN-DC and NR FR1 + FR2 performance test cases

	38.521-4
	5.2.3.2.15
	2Rx FDD TDD FR1 PDSCH mapping type A performance on band with shared spectrum access
	

	38.533 / 38.522 – EN-DC and NR RRM test cases

	No impact

	38.523-1 / 38.523-2 - 5GS protocol test cases

	38.523-1
	8.1.3.4.1
	Measurement relaxation / Stationary criterion / RedcapVoid
	Test case removed
Replaced by new test case 8.1.5.10.4 UE Assistance Information / RRM measurement relaxation / RedCap

	38.523-1
	9.1.10.2
	NSSAANetwork slice-specific authentication and authorization / EAP message transport / Abnormal
	[bookmark: _GoBack]Title changed

	38.523-1
	10.1.7.1
	VoidSNPN / Network-requested PDU session release / Accepted / Insufficient resources / T3396, Accepted / Insufficient resources for specific slice and DNN / T3584
	Test case removed

	38.523-1
	11.7.2
	eDRX / Inactive / RAN-initiated paging
	Title changed

	51.010-1 / 51-010-2 – GERAN test cases

	No impact



