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<<< START OF CHANGES >>>
[bookmark: _Toc27418750][bookmark: _Toc36042403][bookmark: _Toc43899730][bookmark: _Toc51767641][bookmark: _Toc59039969][bookmark: _Toc68073908][bookmark: _Toc75371769][bookmark: _Toc83727837][bookmark: _Toc100005937][bookmark: _Toc106703484][bookmark: _Toc114991078]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.521-1: "NR; UE conformance specification; Radio transmission and reception; Part 1: NR range 1".
[3]	3GPP TS 38.521-2: "NR; UE conformance specification; Radio transmission and reception; Part 2: NR range 2".
[4]	3GPP TS 38.521-3: "NR; UE conformance specification; Radio transmission and reception; Part 3: NR interworking between NR range1 + NR range2 and between NR and LTE".
[5]	3GPP TS 38.101-1: “NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone”.
[6]	3GPP TS 38.101-2: “NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone”.
[7]	3GPP TS 38.101-3: “NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios”.
[8]	3GPP TS 36.101: Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception”.
[9]	R5-206841: “Discussion on test points in Receiver test cases for EN-DC configurations with exception requirements”.
[10]	3GPP TS 38.521-5: "NR; UE conformance specification; Radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements".
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[bookmark: _Toc27418756][bookmark: _Toc36042409][bookmark: _Toc43899736][bookmark: _Toc51767647][bookmark: _Toc59039975][bookmark: _Toc68073914][bookmark: _Toc75371775][bookmark: _Toc83727843][bookmark: _Toc100005943][bookmark: _Toc106703490][bookmark: _Toc114991084]4.1	Test point analysis for FR1 test cases in TS 38.521-5
[bookmark: _Toc59039976][bookmark: _Toc68073915][bookmark: _Toc75371776][bookmark: _Toc83727844][bookmark: _Toc100005944][bookmark: _Toc106703491][bookmark: _Toc114991085]4.1.1	Test point analysis per test case
This clause contains information on test point analysis and test point selection for NR satellite access operation test cases in [10] clause 6 and 7 with information about transmitting test point selection for FR1 listed in table 4.1.1-1 and receiver test point selection in table 4.1.1-2.
Table 4.1.1-1: NR UE transmitter test point selection for FR1
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.3.1	Minimum output power
	45
	“38.521-5_TPanalysis_6.3.1_Minimum Output power test_v1.zip”
	RAN5#98







<<< END OF CHANGES >>>

Attach to 38.905 the .zip file “38.521-5_TPanalysis_6.3.1_Minimum Output power test_v1.zip” attached to this CR.

