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	Reason for change:
	Applicability of RF, Perf and RRM conformance TCs for NB-IoT/eMTC NTN has been missing in TS 36.521-2 and needs to be added.

	
	

	Summary of change:
	1. Applicability of RF, Perf and RRM conformance TCs for NB-IoT/eMTC NTN has been added.
2. Editorial correction for the title of Table 4.1-7.
3. Applicability of RF and Performance conformance test cases Conditions table and Tested bands selection criteria table for RF and Perf conformance TCs for NB-IoT/eMTC NTN have been added.
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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc75510019][bookmark: _Toc100158405][bookmark: _Toc52217967][bookmark: _Toc36713251][bookmark: _Toc68538436][bookmark: _Toc36713654][bookmark: _Toc58499579][bookmark: _Toc90971497][bookmark: _Toc106878157]<<< START OF CHANGES >>>
[bookmark: _Toc20840015][bookmark: _Toc58525798][bookmark: _Toc75430300][bookmark: _Toc52300538][bookmark: _Toc29486712][bookmark: _Toc44053559][bookmark: _Toc90567089]4.1	RF conformance test cases
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
<<<UNCHANGED PARTS SKIPPED >>>
Table 4.1-67: 7DL CA Name/Release mapping
	Number of Bands
	7CA Band Combinations
	Release for test applicability
	Name

	3
	CA_XA-YC-ZE
	Rel-14
	7DL CA with FDD-TDD CA_XA-YC-ZE

	4
	CA_XA-YA-ZC-RD
	Rel-14
	7DL CA with FDD-TDD CA_XA-YA-ZC-RD

	Note 1:	X, Y, Z and R in this table correspond to different bands i.e. X != Y != Z != R.
Note 2:	The band combinations with difference appearance order of bands/sub-blocks in the band combination string are not distinguished. E.g. CA_XA-YA-YD represents the set of CA_XA-YD-YA, YD-YA-XA, YA-XA-YD and YA-YD-XA
Note 3:	CA configurations involving downlink only operation in Band 46 are release independent from Rel-13 onwards (LAA was introduced in Rel-13). The 10 MHz channel bandwidth for Band 46 was introduced in TS 36.101 Rel-14 [2] and can be implemented in a release independent way from Rel-13.



Table 4.1-8: Applicability of RF and Performance conformance test cases for NB-IoT/eMTC NTN, ref. TS 36.521-4 [20]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	



Table 4.1-8a: Applicability of RF and Performance conformance test cases Conditions
	CXX	XXXXX

	CYY	YYYYY



Table 4.1-8b: Tested Bands Selection Criteria of RF and Performance conformance test cases for NB-IoT/eMTC NTN
	Code
	Selection
	Comment

	
	
	



4.2	RRM conformance test cases
[bookmark: OLE_LINK5][bookmark: OLE_LINK4]Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
<< END OF CHANGES >>
