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<< Unchanged sections omitted >>
[bookmark: _Toc121817592]7.4	Maximum input level
[bookmark: _Toc27477786][bookmark: _Toc36226465][bookmark: _Toc44323720][bookmark: _Toc52989885][bookmark: _Toc60823076][bookmark: _Toc60824998][bookmark: _Toc69305895][bookmark: _Toc69309747][bookmark: _Toc76020059][bookmark: _Toc83720529][bookmark: _Toc90916383][bookmark: _Toc90916580][bookmark: _Toc90917336][bookmark: _Toc121009605][bookmark: _Toc121817593]7.4A	Maximum input level for category M1
[bookmark: _Hlk126672194]Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
[bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc52989886][bookmark: _Toc60823077][bookmark: _Toc60824999][bookmark: _Toc69305896][bookmark: _Hlk126672288]7.4A.1	Test purpose
Maximum input level tests the ability of category M1 UE to receive data with a given average throughput for a specified reference measurement channel, under conditions of high signal level, ideal propagation and no added noise.
A UE unable to meet the throughput requirement under these conditions will decrease the coverage area near to an e-NodeB.
[bookmark: _Toc27477788][bookmark: _Toc36226467][bookmark: _Toc44323722][bookmark: _Toc52989887][bookmark: _Toc60823078][bookmark: _Toc60825000][bookmark: _Toc69305897][bookmark: _Hlk126672337]7.4A.2	Test applicability
This test applies to all types of E-UTRA UE release 17 and forward of category M1 that support satellite access operation.
[bookmark: _Hlk126672442]7.4A.3	Minimum conformance requirements
This is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1) with parameters specified in Table 7.4A.3-1.
Table 7.4A.3-1: Maximum input level
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4
MHz 

	Power in Transmission Bandwidth Configuration
	dBm
	-402

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3A-3 with PCMAX_L as defined in subclause 6.2.5 of TS 36.101 [7].
NOTE 2:	Reference measurement channel is TS 36.101 [7] Annex A.3.2: 64QAM, R=3/4 variant with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1 of TS 36.101 [7].



[bookmark: _Hlk126672508]The normative reference for this requirement is TS 36.102 [11] clause 7.4A.
[bookmark: _Toc27477790][bookmark: _Toc36226469][bookmark: _Toc44323724][bookmark: _Toc52989889][bookmark: _Toc60823080][bookmark: _Toc60825002][bookmark: _Toc69305899][bookmark: _Hlk126681191]7.4A.4	Test description
[bookmark: _Toc27477791][bookmark: _Toc36226470][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60823081][bookmark: _Toc60825003][bookmark: _Toc69305900]7.4A.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on E-UTRA operating bands defined for CAT M1 in clause 5.2E. All of these configurations shall be tested with applicable test parameters for each channel bandwidth, and are shown in table 7.4A.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in TS36.521-1 [14] Annexes A.2 and A.3 respectively. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and MPDCCH before measurement are specified in Annex C.2.
[bookmark: _Hlk126681279]Table 7.4A.4.1-1: Test Configuration Table RX test cases UE Cat-M1
FFS

1. Connect the SS to the UE antenna connectors as shown in TS 36.508[12] Annex A Figure A.3 using only main UE Tx/Rx antenna.
2. The parameter settings for the cell are set up according to TS 36.508 [12] subclause 4.4.3.
3. Downlink signals are initially set up according to TS36.521-1 [14] Annex C0, C.1 and C.3.1, and uplink signals according to Annex H.1 and H.3.1.
4. The UL and DL Reference Measurement channels are set according to Table 7.4A.4.1-1.
5. Propagation conditions are set according to Annex B.0.
6. Ensure the UE is in State 3A-RF-CE according to TS 36.508 [12] clause 5.2A.2AA. Message contents are defined in clause 7.4A.4.3.
[bookmark: _Toc27477792][bookmark: _Toc36226471][bookmark: _Toc44323726][bookmark: _Toc52989891][bookmark: _Toc60823082][bookmark: _Toc60825004][bookmark: _Toc69305901][bookmark: _Hlk126681595]7.4A.4.2	Test procedure
1.	SS transmits PDSCH via M-PDCCH DCI format 6-1A for C_RNTI to transmit the DL RMC according to Table 7.4A.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.
2.	SS sends uplink scheduling information for each UL HARQ process via M-PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Table 7.4A.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.
3.	Set the Downlink signal level to the value defined in Table 7.4A.5-1. Send Uplink power control commands to the UE (less or equal to 1dB step size should be used), to ensure that the UE output power is within +0, - 3.4 dB of the target level in Table 7.4A.5-1 for carrier frequency f ≤ 3.0GHz or within +0, -4.0 dB of the target level for carrier frequency 3.0GHz < f ≤ 4.2GHz, for at least the duration of the Throughput measurement.
4.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.2.
[bookmark: _Hlk126681895]7.4A.4.3	Message contents
Message contents are according to TS 36.508 [12] subclause 4.6 with the following exception.
Table 7.4A.4.3-1: UplinkPowerControlDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p0-UePUSCH
	0
	
	

	  deltaMCS-Enabled
	en0
	
	

	  accumulationEnabled
	TRUE
	
	

	  p0-uePUCCH
	0
	
	

	  pSRS-Offset
	3 (-6 dB)
	
	

	  filterCoefficient
	fc8
	larger filter length is used to reduce the RSRP measurement variation
	

	}
	
	
	



Table 7.4A.4.3-2: EPDCCH-Config-r11-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	          mpdcch-NumRepetition-r13
	r1
	
	



7.4A.5	Test requirement
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in TS36.521-1 [14] Annex A.2.2, A.2.3 and A.3.2 with parameters specified in Table 7.4A.5-1.
Table 7.4A.5-1: Maximum input level
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4
MHz 

	Power in Transmission Bandwidth Configuration
	dBm
	-402 +TT

	Note 1:	The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2A.4.
Note 2:	Reference measurement channel is TS36.521-1 [14] Annex A.3.2 64QAM R=3/4variant with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in TS36.521-1 [14] Annex A.5.1.1.



<< End of changes >>

