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	Reason for change:
	In RAN#96-e, WI of UE Conformance Test Aspects - Enhancement for the 5G Control Plane Steering of Roaming for UE in Connected mode has been approved.

The new test case:
6.3.2.6 : Steering of UE in roaming after registration / SOR-CMCI rule / match all / Emergency call / DL NAS transport

was added in TS 38.523-1.
The corresponding applicability and condition statements needs to be added.

	
	

	Summary of change:
	Applicabilitys and conditions for new test cases of 6.2.3.6 are added.
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[Start of change]
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559][bookmark: _Toc100141932][bookmark: _Toc114918858]4.1	Protocol conformance test cases applicability
Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	6
	Idle mode operations
	
	
	

	6.1
	NR idle mode operations
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	6.3
	5GS Steering of Roaming
	
	
	

	<skip to the change>

	[bookmark: _Hlk117776564]6.3.1
	Steering of Roaming
	
	
	

	6.3.1.1
	Steering of UE in roaming during registration/security check successful using List Type 1
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.2
	Steering of UE in roaming during registration/security check successful but SOR Transparent container indicates ACK has been NOT been requested
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.3
	Steering of UE in roaming during registration/security check unsuccessful/Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.4
	Steering of UE in roaming during registration/security check unsuccessful/Manual mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.5
	Steering of UE in roaming during registration/UE configured to receive Steering of Roaming information but does not receive Steering of Roaming from Network
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.7
	Steering of UE in roaming during registration/security check unsuccessful but emergency service pending to be activated
	Rel-15
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	6.3.1.8
	Steering of UE in roaming after registration/Automatic PLMN selection mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.9
	Steering of UE in roaming after registration/Manual PLMN selection mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.1.10
	Steering of UE in roaming during mobility update registration
	Rel-15
	C21
	UEs supporting 5G Core

	6.3.2
	Steering of Roaming with using SOR-CMCI
	
	
	

	6.3.2.1
	Steering of UE in roaming after registration / SOR-CMCI rule / DNN of the PDU session / DL NAS transport
	Rel-17
	C21
	UEs supporting 5G Core

	6.3.2.2
	Steering of UE in roaming after registration / SOR-CMCI rule / MMTEL voice call / DL NAS transport
	Rel-17
	C234
	NR and IMS voice over NR and MTSI Speech and preconditions and NG.114 v1.0

	6.3.2.3
	Steering of UE in roaming after registration / SOR-CMCI rule / match all / DL NAS transport
	Rel-17
	C21
	UEs supporting 5G Core

	6.3.2.4
	Steering of UE in roaming after registration / SOR-CMCI rule / DNN of the PDU session / update Tsor-cm Timer / DL NAS transport
	Rel-17
	C21
	UEs supporting 5G Core

	6.3.2.5
	Steering of UE in roaming after registration / SOR-CMCI rule / DNN of the PDU session / store SOR-CMCI in ME / DL NAS transport
	Rel-17
	C21
	UEs supporting 5G Core

	6.3.2.6
	Steering of UE in roaming after registration / SOR-CMCI rule / match all / Emergency call / DL NAS transport
	Rel-17
	C92
	UEs supporting 5G Core and emergency services in NR connected to 5GCN

	6.4
	UE Procedures in RRC_INACTIVE state
	
	
	

	6.4.1
	NG-RAN Only PLMN Selection in RRC_INACTIVE state
	
	
	

	6.4.1.1
	PLMN Selection / Higher priority/HPLMN in Automatic PLMN Selection mode
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	6.4.1.2
	Cell reselection of ePLMN in manual mode
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	6.4.2
	Cell Selection / Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state
	
	
	

	6.4.2.1
	Cell Selection / Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state)
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	6.4.2.2
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs in RRC_INACTIVE state
	Rel-15
	C109
	UEs supporting 5G Core and RRC_INACTIVE

	6.4.3
	Inter-RAT Cell Reselection
	
	
	

	6.4.3.1
	Inter-RAT cell reselection From NR RRC_INACTIVE to E-UTRA RRC_IDLE (lower priority & higher priority, Srxlev based)
	Rel-15
	C110
	UEs supporting 5G Core and E-UTRA and RRC_INACTIVE
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