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<Start of modified section 1>
[bookmark: _Toc27749926]–	SSB-MTC
Table 7.3.1-3: SSB-MTC
	Derivation Path: Table 4.6.3-185

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	SMTC.1, SMTC.2

	
	10
	
	SMTC.4, SMTC.5

	
	17
	
	SMTC.6

	    sf40
	0
	
	SMTC.1 RedCap

	
	20
	
	SMTC.3 RedCap

	    sf80
	5
	
	SMTC.2 RedCap
SMTC.4 RedCap

	    sf160
	0
	
	SMTC.3

	  }
	
	
	

	  duration
	sf1
	
	SMTC.1, SMTC.3, 
SMTC.4
SMTC.1 RedCap
SMTC.2 RedCap
SMTC.3 RedCap

	
	sf5
	
	SMTC.2, SMTC.5
SMTC.6
SMTC.4 RedCap

	}
	
	
	



	Condition
	Explanation

	SMTC.n
	SMTC pattern n as defined in 38.533 Annex A.4

	SMTC.n RedCap
	RedCap-specific SMTC pattern n as defined in 38.533 Annex A.4A



–	SubcarrierSpacing
Table 7.3.1-3a: SubcarrierSpacing
	Derivation Path: Table 4.6.3-188

	Information Element
	Value/remark
	Comment
	Condition

	ssbSubcarrierSpacing
	kHz15
	
	SSB.1 FR1
SSB.3 FR1
SSB.5 FR1
SSB.4 RedCap FR1
SSB.6 RedCap FR1

	
	kHz30
	
	SSB.2 FR1
SSB.4 FR1
SSB.6 FR1
SSB.1 RedCap FR1
SSB.2 RedCap FR1
SSB.3 RedCap FR1
SSB.5 RedCap FR1
SSB.7 RedCap FR1

	
	kHz120
	
	SSB.1 FR2
SSB.3 FR2
SSB.5 FR2
SSB.7 FR2
SSB.1 RedCap FR2
SSB.2 RedCap FR2
SSB.3 RedCap FR2

	
	kHz240
	
	SSB.2 FR2
SSB.4 FR2
SSB.6 FR2
SSB.8 FR2
SSB.4 RedCap FR2
SSB.5 RedCap FR2



	Condition
	Explanation

	SSB.n FR1 
	SSB RMC n for FR1 as defined in 38.533 Annex A.3.1

	SSB.n FR2
	SSB RMC n for FR2 as defined in 38.533 Annex A.3.2

	SSB.n RedCap FR1
	RedCap specific SSB RMC n for FR1 as defined in 38.533 Annex A.3A.1

	SSB.n RedCap FR2
	RedCap specific SSB RMC n for FR2 as defined in 38.533 Annex A.3A.2



<End of modified section 3>
