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<< Unchanged sections omitted >>
6.5.3.1_1.4.2	Test procedure
Same as clause 6.5.3.1.4.2 with following exceptions:
-	Instead of Table 6.5.3.1.4.1-1 use Table 6.2.1.1.4.1-1 in normal environmental conditions only.
6.5.3.1_1.4.3	Message contents
Same as clause 6.2.4_1.4.3.
6.5.3.1_1.5	Test requirement
[bookmark: _Toc21026610][bookmark: _Toc27743861][bookmark: _Toc36197034][bookmark: _Toc36197726]Same as clause 6.5.3.1.5.
6.5.3.2	Spurious emission band UE co-existence
Editor’s note:
	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
· TRP Measurement uncertainty is TBD for PC1, PC2 and PC4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
· For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.2.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.2_1 is available.
6.5.3.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference when in co-existence with protected bands in terms of transmitter spurious emissions.
6.5.3.2.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
<< End of changes >>
