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<Start of Change>
[bookmark: _Toc112796457][bookmark: _Toc487716517]4	General
Editor’s Note: Intended to capture additional general information to be used within this test specification, such as follows:
4.3 Specification suffix information
4.4 Test point analysis
4.5 Applicability and test coverage rules
4.6 Pass fail decisions rule of test case based on Test Tolerance definitions
[bookmark: _Toc97807408][bookmark: _Toc106185631][bookmark: _Toc114141520][bookmark: _Toc121935125][bookmark: _Toc124152143]4.1	Relationship between minimum requirements and test requirements
The preliminary minimum requirements given in TS 38.151 Annex A Table A.2.5-1 make no allowance for measurement uncertainty. This specification defines test tolerances for FR1 MIMO OTA. The test tolerances are used to relax the minimum requirements in this specification to create test requirements.
[bookmark: _Toc97807409][bookmark: _Toc106185632][bookmark: _Toc114141521][bookmark: _Toc121935126][bookmark: _Toc124152144]4.2	Applicability of minimum requirements

The MIMO OTA minimum requirements apply only to the primary mechanical mode of UE which is declared by the manufacturer if the UE can support multiple mechanical modes. 
The minimum requirements apply only to the UE under normal environmental conditions specified in Annex E.



<End of Change>

