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<Start of Changes>
[bookmark: _Toc27478235][bookmark: _Toc36226950][bookmark: _Toc44324235][bookmark: _Toc52990429][bookmark: _Toc60823632][bookmark: _Toc60825553][bookmark: _Toc69306313][bookmark: _Toc69309978][bookmark: _Toc76020303][bookmark: _Toc83720791]6.5C.1	Occupied bandwidth for SUL
[bookmark: _Toc27478236][bookmark: _Toc36226951][bookmark: _Toc44324236][bookmark: _Toc52990430][bookmark: _Toc60823633][bookmark: _Toc60825554]6.5C.1.1	Test purpose
To verify that the UE occupied bandwidth for all transmission bandwidth configurations supported by the UE supporting SUL are less than their specific limits when UE is configured using SUL transmission.
[bookmark: _Toc27478237][bookmark: _Toc36226952][bookmark: _Toc44324237][bookmark: _Toc52990431][bookmark: _Toc60823634][bookmark: _Toc60825555]6.5C.1.2	Test applicability
This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.
[bookmark: _Toc27478238][bookmark: _Toc36226953][bookmark: _Toc44324238][bookmark: _Toc52990432][bookmark: _Toc60823635][bookmark: _Toc60825556]6.5C.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3
[bookmark: _Toc27478239][bookmark: _Toc36226954][bookmark: _Toc44324239][bookmark: _Toc52990433][bookmark: _Toc60823636][bookmark: _Toc60825557]6.5C.1.4	Test description
Same test description as specified in clause 6.5.1.4 with following exceptions:
-	Instead of table 5.3.5-1  use Table 5.5C-1
-	Instead of table 6.5.1.4.1-1 use Table 6.5C.1.4-1
Table 6.5C.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low Range, Mid Range, High RangeMid range by default for SUL carrier
Mid Range for Non-SUL carrier 

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	All for SUL carrier
Lowest for Non-SUL carrier

	Test SCS as specified in Table 5.3.5-1
	[bookmark: OLE_LINK70]15kHz for SUL carrier and Lowest supported SCS for Non-SUL carrier 

	Test Parameters for Channel Bandwidths

	
	Downlink Configuration
	UL Configuration
	SUL Configuration

	Test ID
	N/A
	N/A
	Modulation
	RB allocation

	1
	
	
	CP-OFDM QPSK
	Outer_full

	[bookmark: OLE_LINK67]Note 1:	Test Channel Bandwidths are checked separately for each SUL band combination, the applicable channel bandwidths are specified in Table 5.5C-1.
Note 2:	The specific configuration of each RB allocation is defined in Table 6.1-1.



<Unchanged Skipped>
[bookmark: _Toc52990434][bookmark: _Toc60823637][bookmark: _Toc60825558]6.5C.1.5	Test requirement
The measured Occupied Bandwidth on SUL carrier shall not exceed values in Table 6.5C.1.5-1.
Table 6.5C.1.5-1: Occupied channel bandwidth
	
	NR channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	Occupied channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100



	
	NR channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	45 MHz
	50 MHz

	Occupied channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	45
	50



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>

