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[bookmark: _Toc21343229][bookmark: _Toc29770195][bookmark: _Toc29799694][bookmark: _Toc37254918][bookmark: _Toc37255561][bookmark: _Toc45887586][bookmark: _Toc53172323][bookmark: _Toc61357088][bookmark: _Toc67913957][bookmark: _Toc75469774][bookmark: _Toc76508264][bookmark: _Toc83193165]<<< START OF CHANGES 1>>>
Table 6.2A.2.1.4.1-7: Intra-band Contiguous UL CA Test Configuration Table (Power Class 2, 3 and 4, Non-contiguous allocation)
			Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for different CA bandwidth classes
	Mid range

	Test CC Combination setting (aggregated BW of the CA configuration) as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for the CA Configuration across bandwidth combination sets supported by the UE
	Highest aggregated channel bandwidth of the CA configuration

	Test SCS as specified in Table 5.3.5-1
	120 kHz

	Test Parameters

	Test ID
	CC & Mapping
(NOTE 2)
	ChBw(MHz)
	Test frequency
	DL RB allocation
	UL Modulation
	UL RB allocation

	Default Test Settings for a CA_XG, CA_nXO Configuration (Cumulative aggregated BWchannel < 400MHz)

	1 (NOTE 3)
	PCC/CC1
	Default
	Default
	-
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	
	SCC/CC2
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	2
	PCC/CC1
	
	
	
	DFT-s-OFDM Pi/2 BPSK
	[Outer_0.9_Left]

	
	SCC/CC2
	
	
	
	DFT-s-OFDM Pi/2 BPSK
	[Outer_0.9_Right]

	3
	PCC/CC1
	
	
	
	DFT-s-OFDM Pi/2 QPSK
	[Outer_0.9_Left]

	
	SCC/CC2
	
	
	
	DFT-s-OFDM Pi/2 QPSK
	[Outer_0.9_Right]

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	PCC/CCi and SCC/CCj means PCC is on component carrier CCi and SCC is on component carrier CCj, with CCi or CCj frequencies defined in TS38.508-1 [10].
NOTE 3: This Test ID shall be skipped when testing a Rel-15 UE.



<<< END OF CHANGES 1>>>
<<< START OF CHANGES 2>>>
6.2A.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.2A.2.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.2A.2.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4
	
	50 MHz

	  p0-NominalWithGrant
	-8
	
	100 MHz

	  p0-NominalWithGrant
	-10
	
	200 MHz

	  p0-NominalWithGrant
	-14
	
	400 MHz

	}
	
	
	



Table 6.2A.2.1.4.3-3: BSR-Config (Rel-15 UE only)
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	BSR-Config ::= SEQUENCE {
	
	
	

	  periodicBSR-Timer
	infinity
	
	

	  retxBSR-Timer
	sf80
	
	

	  logicalChannelSR-DelayTimer
	Not present
	
	

	}
	
	
	



<<< END OF CHANGES 2>>>
<<< START OF CHANGES 3>>>
6.5A.2.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configurations specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA combination and subcarrier spacing, are shown in Table 6.5A.2.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.2.1.1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 and 4.3.1.2.4 for different CA bandwidth classes.
	For intra-band contiguous CA: Mid range.
For intra-band non-contiguous CA: FFS.

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 and 4.3.1.2.4 for the CA Configuration across bandwidth combination sets supported by the UE. 
	Highest aggregated BW of the CA configuration

	Test SCS as specified in Table 5.3.5-1.
	Lowest, Highest

	Test Parameters

	Test ID
	CC
	ChBw(MHz)
	Test frequency
	DL RB allocation
	UL Modulation
	UL RB allocation (Note 1)

	1 (NOTE 2)
	PCC
	Default
	Default
	-
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	
	SCCs
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2
(NOTE 2)
	PCC
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	
	SCCs
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	PCC
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	
	SCCs
	
	
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4
(NOTE 2)
	PCC
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	
	SCCs
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
(NOTE 2)
	PCC
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	
	SCCs
	
	
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	PCC
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	PCC
	
	
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Left

	
	SCCs
	
	
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Left

	8
	PCC
	
	
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Right

	
	SCCs
	
	
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Right

	9
	PCC
	
	
	
	DFT-s-OFDM 16QAM
	Outer_Full

	
	SCCs
	
	
	
	DFT-s-OFDM 16QAM
	Outer_Full

	10
	PCC
	
	
	
	DFT-s-OFDM 64QAM
	Outer_1RB_Left

	
	SCCs
	
	
	
	DFT-s-OFDM 64QAM
	Outer_1RB_Left

	11
	PCC
	
	
	
	DFT-s-OFDM 64QAM
	Outer_1RB_Right

	
	SCCs
	
	
	
	DFT-s-OFDM 64QAM
	Outer_1RB_Right

	12
	PCC
	
	
	
	DFT-s-OFDM 64QAM
	Outer_Full

	
	SCCs
	
	
	
	DFT-s-OFDM 64QAM
	Outer_Full

	13
(NOTE 2)
	PCC
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	
	SCCs
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Left

	14
(NOTE 2)
	PCC
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	
	SCCs
	
	
	
	CP-OFDM QPSK
	Outer_1RB_Right

	15
	PCC
	
	
	
	CP-OFDM QPSK
	Outer_Full

	
	SCCs
	
	
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2: This Test ID shall be skipped when testing a Rel-15 UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1 for TE diagram and Figure A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.2.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.2.1.1.4.3
<<< END OF CHANGES 3>>>
<<< START OF CHANGES 4>>>
6.5A.2.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.2.1.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.2.1.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4
	
	50 MHz

	  p0-NominalWithGrant
	-8
	
	100 MHz

	  p0-NominalWithGrant
	-10
	
	200 MHz

	  p0-NominalWithGrant
	-14
	
	400 MHz

	}
	
	
	



Table 6.5A.2.1.1.4.3-3: BSR-Config (Rel-15 UE only)
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	BSR-Config ::= SEQUENCE {
	
	
	

	  periodicBSR-Timer
	infinity
	
	

	  retxBSR-Timer
	sf80
	
	

	  logicalChannelSR-DelayTimer
	Not present
	
	

	}
	
	
	



<<< END OF CHANGES 4>>>
<<< START OF CHANGES 5>>>
6.5A.2.2.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configurations specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA combination and subcarrier spacing, are shown in Table 6.5A.2.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.2.2.1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 and 4.3.1.2.4 for different CA bandwidth classes.
	For intra-band contiguous CA: Low and High range.
For intra-band non-contiguous CA: FFS.

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 and 4.3.1.2.4 for the CA Configuration across bandwidth combination sets supported by the UE. 
	Highest aggregated BW of the CA configuration

	Test SCS as specified in Table 5.3.5-1.
	Lowest, Highest

	Test Parameters

	Test ID
	CC
	ChBw(MHz)
	Test frequency
	DL RB allocation
	UL Modulation
	UL RB allocation (Note 1)

	1
(NOTE 3)
	PCC
	Default
	Low
	-
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	
	SCCs
	
	Low
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Left

	2 (NOTE 3)
	PCC
	
	High
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	
	SCCs
	
	High
	
	DFT-s-OFDM PI/2 BPSK
	Outer_1RB_Right

	3
	PCC
	
	Default
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	
	SCCs
	
	Default
	
	DFT-s-OFDM PI/2 BPSK
	Outer_Full

	4 (NOTE 3)
	PCC
	
	Low
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	
	SCCs
	
	Low
	
	DFT-s-OFDM QPSK
	Outer_1RB_Left

	5
(NOTE 3)
	PCC
	
	High
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	
	SCCs
	
	High
	
	DFT-s-OFDM QPSK
	Outer_1RB_Right

	6
	PCC
	
	Default
	
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	Default
	
	DFT-s-OFDM QPSK
	Outer_Full

	7
	PCC
	
	Low
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Left

	
	SCCs
	
	Low
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Left

	8
	PCC
	
	High
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Right

	
	SCCs
	
	High
	
	DFT-s-OFDM 16QAM
	Outer_1RB_Right

	9
	PCC
	
	Default
	
	DFT-s-OFDM 16QAM
	Outer_Full

	
	SCCs
	
	Default
	
	DFT-s-OFDM 16QAM
	Outer_Full

	10
	PCC
	
	Default
	
	DFT-s-OFDM 64QAM
	Outer_Full

	
	SCCs
	
	Default
	
	DFT-s-OFDM 64QAM
	Outer_Full

	11
(NOTE 3)
	PCC
	
	Low
	
	CP-OFDM QPSK
	Outer_1RB_Left

	
	SCCs
	
	Low
	
	CP-OFDM QPSK
	Outer_1RB_Left

	12
(NOTE 3)
	PCC
	
	High
	
	CP-OFDM QPSK
	Outer_1RB_Right

	
	SCCs
	
	High
	
	CP-OFDM QPSK
	Outer_1RB_Right

	13
	PCC
	
	Default
	
	CP-OFDM QPSK
	Outer_Full

	
	SCCs
	
	Default
	
	CP-OFDM QPSK
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Following Test IDs shall be skipped for FR2b
-	All Test IDs for 100 MHz < BWChannel_CA ≤ 400 MHz
-	Test ID 1-2, 4-5, 7-12 for 50 MHz < BWChannel_CA ≤ 100 MHz
NOTE 3: This Test ID shall be skipped when testing a Rel-15 UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1 for TE diagram and Figure A.3.4.1.1 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.2.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.2.2.1.4.3
<<< END OF CHANGES 5>>>
<<< START OF CHANGES 6>>>
6.5A.2.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.2.2.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.2.2.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4
	
	50 MHz

	  p0-NominalWithGrant
	-8
	
	100 MHz

	  p0-NominalWithGrant
	-10
	
	200 MHz

	  p0-NominalWithGrant
	-14
	
	400 MHz

	}
	
	
	



Table 6.5A.2.2.1.4.3-3: BSR-Config (Rel-15 UE only)
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	BSR-Config ::= SEQUENCE {
	
	
	

	  periodicBSR-Timer
	infinity
	
	

	  retxBSR-Timer
	sf80
	
	

	  logicalChannelSR-DelayTimer
	Not present
	
	

	}
	
	
	



<<< END OF CHANGES 6>>>
<<< START OF CHANGES 7>>>
6.5A.3.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.1.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for different CA bandwidth classes
	Low range, High range (NOTE 2)

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest aggregated BW of the CA configuration 

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	CC
	Downlink Configuration
	UL Modulation
	UL RB allocation (NOTE 1)

	1
	PCC
	-
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	DFT-s-OFDM QPSK
	Outer_Full

	2
(NOTE 5)
	PCC
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	
	SCCs
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	The number of DL CCs shall be configured the same as the number of UL CCs. The requirements are appliable as per 5.3A.4 "The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier".
NOTE 5: This Test ID shall be skipped when testing a Rel-15 UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD] for TE diagram and Figure [TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.1.1.4.3
<<< END OF CHANGES 7>>>
<<< START OF CHANGES 8>>>
6.5A.3.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6 with TRANSFORM_PRECODER_ENABLED condition in Table 4.6.3-118 PUSCH-Config with the following exceptions for Release 15 5G NR UE.
Table 6.5A.3.1.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.3.1.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4
	
	50 MHz

	  p0-NominalWithGrant
	-8
	
	100 MHz

	  p0-NominalWithGrant
	-10
	
	200 MHz

	  p0-NominalWithGrant
	-14
	
	400 MHz

	}
	
	
	



Table 6.5A.3.1.1.4.3-3: BSR-Config (Rel-15 UE only)
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	BSR-Config ::= SEQUENCE {
	
	
	

	  periodicBSR-Timer
	infinity
	
	

	  retxBSR-Timer
	sf80
	
	

	  logicalChannelSR-DelayTimer
	Not present
	
	

	}
	
	
	



<<< END OF CHANGES 8>>>
<<< START OF CHANGES 9>>>
6.5A.3.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for different CA bandwidth classes
	Low range, High range (NOTE 2)

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for the CA Configuration across bandwidth combination sets supported by the UE.
	Maximum aggregated BW (contiguous CA) 

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	CC
	Downlink Configuration
	UL Modulation
	UL RB allocation (NOTE 1)

	1
	PCC
	-
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	DFT-s-OFDM QPSK
	Outer_Full

	2
(NOTE 6)
	PCC
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	
	SCCs
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	For a FR2 band under test, if the protected band frequency range in Table 6.5A.3.2.0-1 is only on lower or only higher frequency region with respect to the FR2 band under test then it is sufficient to test only Low range or High range frequencies, otherwise test at both Low range and High range.
NOTE 5:	Number of DL CCs shall be configured the same as number of UL CCs. The requirements are appliable as per 5.3A.4: "The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier".
NOTE 6: This Test ID shall be skipped when testing a Rel-15 UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure [TBD] for TE diagram and Figure [TBD] for UE diagram. 
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.2.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.2.1.4.3.
<<< END OF CHANGES 9>>>
<<< START OF CHANGES 10>>>
6.5A.3.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [10] subclause 4.6.1 with the following exceptions for Release 15 5G NR UE.
Table 6.5A.3.2.1.4.3-1: PUSCH-PowerControl
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-120

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-PowerControl ::= SEQUENCE {
	
	
	

	  p0-AlphaSets SEQUENCE (SIZE (1..maxNrofP0-PUSCH-AlphaSets)) OF SEQUENCE {
	1 entry
	
	

	    P0-PUSCH-AlphaSet[1] SEQUENCE {
	
	
	

	      alpha
	alpha0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5A.3.2.1.4.3-2: PUSCH-ConfigCommon
	Derivation Path: TS 38.508-1[10], Table 4.6.3-119

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  p0-NominalWithGrant
	-4
	
	50 MHz

	  p0-NominalWithGrant
	-8
	
	100 MHz

	  p0-NominalWithGrant
	-10
	
	200 MHz

	  p0-NominalWithGrant
	-14
	
	400 MHz

	}
	
	
	



Table 6.5A.3.2.1.4.3-3: BSR-Config (Rel-15 UE only)
	Derivation Path: TS 38.508-1 [10], Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	BSR-Config ::= SEQUENCE {
	
	
	

	  periodicBSR-Timer
	infinity
	
	

	  retxBSR-Timer
	sf80
	
	

	  logicalChannelSR-DelayTimer
	Not present
	
	

	}
	
	
	



<<< END OF CHANGES 10>>>
