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[bookmark: _Toc97300078]<Start of Changes>
[bookmark: _Toc487716513][bookmark: _Toc121786094][bookmark: _Toc121822779][bookmark: _Toc121822965]3	Definitions of terms, symbols, and abbreviations
[bookmark: _Toc97300074][bookmark: _Toc121786095][bookmark: _Toc121822780][bookmark: _Toc121822966]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
FFS
Browsing mode usage: This mode corresponds to “data” mode, the device is tested via hand-only phantoms.
Primary mechanical mode: The mode that is most often used for a specific user scenario. Every terminal has at least one primary mechanical mode, if multiple modes are supported, different primary mechanical modes may be applicable for different user scenarios, e.g., different primary mechanical modes for Browsing mode usage and Talk mode usage for the same UE.
Talk mode usage: This mode corresponds to “talk” mode, the device is tested via head&hand phantoms.
[bookmark: _Toc97300075][bookmark: _Toc121786096][bookmark: _Toc121822781][bookmark: _Toc121822967]3.2	Symbols
For the purposes of the present document, the following symbols apply:
FFS
TRPaverage	The average measured total radiated power of low, mid and high channel. When hand phantom is involved, the average is performed with low, mid and high channel from both hand left and hand right.
TRSaverage	The average measured total radiated sensitivity of low, mid and high channel. When hand phantom is involved, the average is performed with low, mid and high channel from both hand left and hand right.
[bookmark: _Toc97300076][bookmark: _Toc121786097][bookmark: _Toc121822782][bookmark: _Toc121822968]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AC	Anechoic Chamber
DUT	Device Under Test
EIRP 	Effective Isotropic Radiated Power
EUT	Equipment Under Test
FR1	Frequency Range 1
NSA	Non-Standalone, a mode of operation where operation of an other radio is assisted with an other radio 
OTA	Over The Air
QZ	Quiet Zone
SA	Standalone
SS	System Simulator
TAA	Time-Averaging Algorithm
TAS	Tx Antenna Switching
TRP	Total Radiated Power
TRS	Total Radiated Sensitivity
UE	User Equipment
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