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10.4.1.3	UE-requested MA PDU session establishment / ATSSS / Registered to different PLMNs over 3GPP and non-3GPP accesses simultaneously/ Success
10.4.1.3.1	Test Purpose (TP)
 (1)
with { UE in registered over 3GPP and non-3GPP accesses and SS informs the UE that it supports ATSSS feature in the 5GS network feature support information element }
ensure that {
  when { UE is configured to request a new MA PDU session }
    then { UE sends a PDU Session Establishment Request over one access and after this PDU Session is established, UE sends another PDU Session Establishment Request over the other access and provides the same PDU Session ID and Request Type as "MA PDU Request" in the UL NAS Transport message }
            }

10.4.1.3.2	Conformance requirements
Same Conformance requirements as in clause 10.4.1.1.2.
10.4.1.3.3	Test description
10.4.1.3.3.1	Pre-test conditions
System Simulator:
-  WLAN Cell 27 is configured according to TS 38.508-1 [4]
-  NR Cell 1 is configured according to TS 38.508-1 [4], Table 4.4.2-3. 
-  NR Cell 1 and WLAN Cell 27 belong to 2 different PLMNs and Both NR Cell 1 and WLAN cell 27 are set to '' Serving cell''.
UE:
- 	 UE is registered over both 3GPP access and non-3GPP access in 2 different PLMNs.
Preamble:
-	The UE is brought to state 3W-A and state 3N-A according to TS 38.508-1 [4], Table 4.4A.2-3 
10.4.1.3.3.2	Test procedure sequence
Same Test procedure sequence as in clause10.4.1.1.3.2.
10.4.1.3.3.3	Specific message contents
Same Specific message contents as in clause 10.4.1.1.3.3.

