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4.6.3	Radio resource control information elements
–	MeasObjectRxTxDiff
----- Start of changes -----
Table 4.6.3-76B: MeasObjectRxTxDiff
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectRxTxDiff-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	  dl-Ref-r17 CHOICE {
	
	
	

	    prs-Ref-r17 
	NULL
	
	PRS_REF

	    csi-RS-Ref-r17
	NULL
	
	CSI-RS_REF

	}
	
	
	



	Condition
	Explanation

	PRS_REF
	Test cases using PRS reference signal to measure Rx-Tx time difference

	CSI-RS_REF
	Test cases using CSI-RS for tracking to measure Rx-Tx time difference



----- End of changes ------
–	MeasResultRxTxTimeDiff
----- Start of changes -----
Table 4.6.3-79E: MeasResultRxTxTimeDiff
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultRxTxTimeDiff-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	  rxTxTimeDiff-ue-r17 SEQUENCE {
	
	
	

	    result-k5-r17
	INTEGER (0..61565)
	Integer value for result-k5 measurements
	

	  }
	
	
	

	}
	
	
	



----- End of changes ------

–	NR-DL-PRS-PDC-Info
----- Start of changes -----
Table 4.6.3-84AC: NR-DL-PRS-PDC-Info
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	NR-DL-PRS-PDC-Info-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	 NR-DL-PRS-PDC-ResourceSet-r17 SEQUENCE {
	
	
	

	  periodicityAndOffset-r17 CHOICE {
	
	
	

	   scs15-r17 CHOICE {
	
	entry 1
	SCS15

	    n160-r17
	10
	
	

	    }
	
	
	

	    scs30-r17 CHOICE {
	
	entry 2
	SCS30

	     n160-r17
	10 
	
	

	    }
	
	
	

	    scs120-r17 CHOICE {
	
	entry 3
	SCS120

	     n160-r17
	10
	
	

	    }
	
	
	

	  }
	
	
	

	  numSymbols-r17
	n4
	
	

	  dl-PRS-ResourceBandwidth-r17
	8
	
	SCS15

	
	22
	
	SCS30

	
	11
	
	SCS120

	  dl-PRS-StartPRB-r17
	0
	
	

	  resourceList-r17 SEQUENCE (SIZE (1..maxNrofPRS-ResourcesPerSet-r17)) OF NR-DL-PRS-Resource-r17 {
	1 entry
	
	

	    NR-DL-PRS-Resource-r17[1] SEQUENCE {
	
	entry 1
	

	      nr-DL-PRS-ResourceID-r17
	0
	
	

	      dl-PRS-SequenceID-r17
	0
	
	

	      dl-PRS-CombSizeN-AndReOffset-r17 CHOICE {
	
	
	

	        n4-r17
	0
	
	SCS15 OR SCS30

	        n2-r17
	0
	
	SCS120

	      }
	
	
	

	      dl-PRS-ResourceSlotOffset-r17
	4
	
	

	      dl-PRS-ResourceSymbolOffset-r17
	0
	
	

	      dl-PRS-QCL-Info-r17 CHOICE {
	
	
	

	        ssb-r17 SEQUENCE {
	
	
	SCS120

	          ssb-Index-r17
	0
	SSB#0
	

	          rs-Type-r17
	typeD
	
	

	      }
	
	
	

	       dl-PRS-r17 SEQUENCE {
	
	
	SCS15 OR SCS30

	         qcl-DL-PRS-ResourceID-r17 
	0
	
	

	      }
	
	
	

	    }
	
	
	

	    repFactorAndTimeGap-r17 SEQUENCE {
	
	
	

	      repetitionFactor-r17
	n2
	
	

	      timeGap-r17
	s1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



----- End of changes ------

