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[bookmark: _Toc97300078]<Start of Changes>
[bookmark: _Toc121786110][bookmark: _Toc121822795][bookmark: _Toc121822981]7	FR1 Transmitter (TRS) Performance
Editor’s Note: Intended to capture FR1 TRS test cases within this test specification
[bookmark: _Toc27477784][bookmark: _Toc36226463][bookmark: _Toc44323718][bookmark: _Toc52989882][bookmark: _Toc60823073][bookmark: _Toc60824995][bookmark: _Toc69305892][bookmark: _Toc69309744][bookmark: _Toc76020055][bookmark: _Toc83720525][bookmark: _Toc90916379][bookmark: _Toc90916576][bookmark: _Toc90917332]7.1	General
The TRS requirements specified in this clause 6 apply to handheld UE with Transmit Antenna Switching (TAS) switched OFF and any power back-off functions disabled.
[bookmark: _Toc76020058][bookmark: _Toc83720528][bookmark: _Toc90916382][bookmark: _Toc90916579][bookmark: _Toc90917335]7.2	TRS Performance for Handheld UE
[bookmark: _Toc27477786][bookmark: _Toc36226465][bookmark: _Toc44323720][bookmark: _Toc52989885][bookmark: _Toc60823076][bookmark: _Toc60824998][bookmark: _Toc69305895][bookmark: _Toc69309747][bookmark: _Toc76020059][bookmark: _Toc83720529][bookmark: _Toc90916383][bookmark: _Toc90916580][bookmark: _Toc90917336]7.2.1	TRS Performance for Handheld UE for FR1 (NR SA and EN-DC)
[bookmark: _Toc27477836][bookmark: _Toc36226520][bookmark: _Toc44323777][bookmark: _Toc52989945][bookmark: _Toc60823141][bookmark: _Toc60825063][bookmark: _Toc69305960][bookmark: _Toc69309789][bookmark: _Toc76020101][bookmark: _Toc83720574][bookmark: _Toc90916430][bookmark: _Toc90916627][bookmark: _Toc90917383]7.2.1.1	Total Radiated Power (TRS)  in Browsing Mode with Hand Phantom
7.2.1.1.1	Total Radiated Power (TRS) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom
[bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc52989886][bookmark: _Toc60823077][bookmark: _Toc60824999][bookmark: _Toc69305896]7.2.1.1.1.1	Test purpose
To verify that the total radiated power (TRS) of a 5G NR FR1 UE does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
[bookmark: _Toc27477788][bookmark: _Toc36226467][bookmark: _Toc44323722][bookmark: _Toc52989887][bookmark: _Toc60823078][bookmark: _Toc60825000][bookmark: _Toc69305897]7.2.1.1.1.2	Test applicability
This test case applies to all types of NR Power Class 1 [release 15 and forward]
[bookmark: _Toc27477789][bookmark: _Toc36226468][bookmark: _Toc44323723][bookmark: _Toc52989888][bookmark: _Toc60823079][bookmark: _Toc60825001][bookmark: _Toc69305898]This test case applies to all types of NR Power Class 2 and Power Class 3 UE [release 15 and forward] that do not support Transmit Diversity
7.2.1.1.1.3	Minimum conformance requirements
The average measured total radiated power (TRS) of low, mid and high channel for handheld UE shall be higher than the average TRS requirement specified in subclauses 7.2.1.1 and 6.2.1.2. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head in case of beside the head and hand phantom positions. For the hand phantom browsing mode position the averaging shall be done in linear scale for the TRS results of both right and left hand phantom measurements.

For UEs which do not support NR FR1 in stand-alone mode, EN-DC mode requirements apply. SA and EN-DC test case applicability is defined in Clause 4.3, and test case applicability based on power class capability is defined in Clause 4.4. The relevant test methodology is defined in Annexes A and B of this specification.
[bookmark: _Toc114077871][bookmark: _Toc121933404][bookmark: _Toc124151788]7.2.1.1.1.3.1	Hand phantom browsing mode
Hand phantom browsing mode positions are defined in Clause B.3.1. 
[bookmark: _Toc114077872][bookmark: _Toc121933405][bookmark: _Toc124151789]7.2.1.1.1.3.2	Minimum conformance requirments for NR FR1 in hand phantom browsing position
Handheld UE TRS minimum performance requirement for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode are defined in Tables 7.2.1.1.1-1 and 7.2.1.1.1-2.
Table 7.2.1.1.1.3.1-1	Handheld PC3 UE TRS minimum performance requirement for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Power Class 3

	
	Average TRS (dBm)

	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	
	

	n41
	
	

	n78
	
	

	n79
	
	



Table 7.2.1.1.1.3.1-2	Handheld PC2 UE TRS minimum performance requirement for NR FR1 bands in the hand phantom browsing position and the primary mechanical mode
	NR Band
	Power Class 2

	
	Average TRS (dBm)

	
	UE width ≤ 72mm
	UE width > 72mm

	n28
	
	

	n41
	
	12.5

	n78
	
	13

	n79
	
	



The normative reference for this requirement is TS 38.161 [TBD] clause 6.2.1.
[bookmark: _Toc27477790][bookmark: _Toc36226469][bookmark: _Toc44323724][bookmark: _Toc52989889][bookmark: _Toc60823080][bookmark: _Toc60825002][bookmark: _Toc69305899]7.2.1.1.1.4	Test description
[bookmark: _Toc27477791][bookmark: _Toc36226470][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60823081][bookmark: _Toc60825003][bookmark: _Toc69305900]7.2.1.1.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.2. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing and are shown in table [TBD]. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in [TBD]
Table 6.2.1.4.1-1: Test Configuration Table
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2.1.4.3.
[bookmark: _Toc27477792][bookmark: _Toc36226471][bookmark: _Toc44323726][bookmark: _Toc52989891][bookmark: _Toc60823082][bookmark: _Toc60825004][bookmark: _Toc69305901]7.2.1.1.1.4.2	Test procedure
[bookmark: _Toc27477793][bookmark: _Toc36226472][bookmark: _Toc44323727][bookmark: _Toc52989892][bookmark: _Toc60823083][bookmark: _Toc60825005][bookmark: _Toc69305902]FFS
7.2.1.1.1.4.3	Message contents
[bookmark: _Toc27477794][bookmark: _Toc36226473][bookmark: _Toc44323728][bookmark: _Toc52989893][bookmark: _Toc60823084][bookmark: _Toc60825006][bookmark: _Toc69305903]FFS
7.2.1.1.1.5	Test requirement
FFS
End of Changes>

