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<< Start of changes >>
[bookmark: _Toc20936807][bookmark: _Toc36713253][bookmark: _Toc36713656][bookmark: _Toc52217969][bookmark: _Toc58499581][bookmark: _Toc68538438][bookmark: _Toc75510021][bookmark: _Toc90971499][bookmark: _Toc100158407][bookmark: _Toc106878159]4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	PC1
PC2
PC3
	

	
	Uncchanged rows skipped
	
	
	
	
	
	

	7
	Receiver Characteristics
	
	
	
	
	
	

	7.3.2
	Reference sensitivity power level
	Rel-15
	C001h
	UEs supporting 5GS FR1 not supporting txDiversity-r16
	D001
	2Rx
4Rx
	

	7.3A.1
	Reference sensitivity power level for 2DL CA without exception
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.3A.1_1
	Reference sensitivity power level for 2DL CA exceptions
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
E015a
	
	

	7.3A.2
	Reference sensitivity level for CA (3DL CA)
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	FFS
	
	

	7.3A.3
	Reference sensitivity level for CA (4DL CA)
	FFS
	C036FFS
	UEs supporting 5GS FR1 and CA (4DL CA)FFS
	E018FFS
	
	NOTE 1

	7.3C.2
	Reference sensitivity power level for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	7.3D.2
	Reference sensitivity power level for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.3D.2_1
	Reference sensitivity power level for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.3E.2
	Reference sensitivity for V2X / non-concurrent operation
	Rel-16
	C079
	UEs supporting 5GS FR1 and NR sidelink
	D016
	
	NOTE 1

	7.3F.2
	Reference sensitivity for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	7.3I.2
	Reference sensitivity power level for RedCap
	Rel-17
	C177
	RedCap UEs supporting 5GS FR1
	D001
	
	

	7.4
	Maximum input level
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 7.4 if UE supports NSA and TS 38.521-3 TC 7.4B.3 or 7.4B.4 has been executed.

	7.4A.1
	Maximum input level for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.4A.2
	Maximum input level for CA (3DL CA)
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.4A.3
	Maximum input level for CA (4DL CA)
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	7.4D
	Maximum input level for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.4D_1
	Maximum input level for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.5
	Adjacent channel selectivity
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	NOTE 1
Skip TC 7.5 if UE supports NSA and TS 38.521-3 TC 7.5B.2 or 7.5B.3 has been executed.

	7.5A.1
	Adjacent channel selectivity for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.5A.2
	Adjacent channel selectivity for 3DL CA
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.5A.3
	Adjacent channel selectivity for 4DL CA
	FFS
	FFS
	FFS
	FFS
	
	NOTE 1

	7.5D
	Adjacent channel selectivity for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.5D_1
	Adjacent channel selectivity for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.5F.1
	Adjacent channel selectivity for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	7.6.2
	In-band blocking
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 7.6.2 if UE supports NSA and TS 38.521-3 TC 7.6B.2.2 or 7.6B.2.3 has been executed.

	7.6.3
	Out-of-band blocking
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	7.6.4
	Narrow band blocking
	Rel-15
	C001
	UEs supporting 5GS FR1
	D004
	
	Skip TC 7.6.4 if UE supports NSA and TS 38.521-3 TC 7.6B.4.2 or 7.6B.4.3 has been executed.

	7.6A.2.1
	In-band blocking for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.6A.2.2
	In-band blocking for CA (3DL CA)
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.6A.2.3
	In-band blocking for CA (4DL CA)
	Rel-16
	C036
	UEs supporting 5GS FR1 and CA (4DL CA)
	E018
	
	NOTE 1
Skip TC 7.6A.2.3 if UE supports NSA and TS 38.521-3 TC 7.6B.2.3_1.3 has been executed.

	7.6A.3.1
	Out-of-band blocking for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.6A.3.2
	Out-of-band blocking for CA (3DL CA)
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.6A.3.3
	Out-of-band blocking for CA (4DL CA)
	Rel-16
	C036
	UEs supporting 5GS FR1 and CA (4DL CA)
	E018
	
	

	7.6A.4.1
	Narrow band blocking for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.6A.4.2
	Narrow band blocking for CA (3DL CA)
	Rel-16
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.6A.4.3
	Narrow band blocking for CA (4DL CA)
	Rel-16
	C036
	UEs supporting 5GS FR1 and CA (4DL CA)
	E018
	
	Skip TC 7.6A.4.3 if UE supports NSA and TS 38.521-3 TC 7.6B.4.3_1.3 has been executed.

	7.6C.2
	In-band blocking for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	7.6C.2_1
	Inband Blocking for SUL with DL CA
	Rel-17
	C078
	UEs supporting 5GS FR1 and SUL and intra-band contiguous CA (2DL CA)
	E031
	
	

	7.6C.3
	Out-of-band blocking for SUL
	Rel-15
	C002
	UEs supporting 5GS FR1 and SUL
	D003
	
	

	7.6C.3_1
	Out-of-band blocking for SUL with DL CA
	Rel-17
	C078
	UEs supporting 5GS FR1 and SUL and intra-band contiguous CA (2DL CA)
	E031
	
	

	7.6D.2
	In-band blocking for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.6D.2_1
	In-band blocking for UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.6D.3
	Out-of-band blocking for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.6D.3_1
	Out-of-band blocking for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.6D.4
	Narrow band blocking for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.6D.4_1
	Narrow band blocking for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.6F.2.1
	In-band blocking for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	7.6F.3.1
	Out-of-band blocking for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	7.7
	Spurious response
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	

	7.7A.1
	Spurious response for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.7A.2
	Spurious response for CA (3DL CA)
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.7A.3
	Spurious response for CA (4DL CA)
	Rel-16
	FFS
	UEs supporting 5GS FR1 and CA (4DL CA)
	FFS
	
	NOTE 1

	7.7D
	Spurious response for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.7D_1
	Spurious response for SUL with UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.7F.1
	Spurious response for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	7.8.2
	Wide band Intermodulation
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 7.8.2 if UE supports NSA and TS 38.521-3 TC 7.8B.2.2 or 7.8B.2.3 has been executed.

	7.8A.2.1
	Wide band Intermodulation for CA (2DL CA)
	Rel-15
	C031
	UEs supporting 5GS FR1 and CA (2DL CA)
	E016
	
	

	7.8A.2.2
	Wide band Intermodulation for CA (3DL CA)
	Rel-15
	C033
	UEs supporting 5GS FR1 and CA (3DL CA)
	E017
	
	

	7.8A.2.3
	Wide band Intermodulation for CA (4DL CA)
	Rel-16
	C036
	UEs supporting 5GS FR1 and CA (4DL CA)
	E018
	
	

	7.8D.2
	Wide band Intermodulation for UL MIMO
	Rel-15
	C003a
	UEs supporting 5GS FDD FR1 and UL MIMO
	D012
	
	

	7.8D.2_1
	Wide band Intermodulation for UL MIMO
	Rel-17
	C179
	UEs supporting 5GS FR1 and SUL and UL MIMO
	D024
	
	

	7.8F.2
	Wide band Intermodulation for shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	7.9
	Spurious emissions
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	
	Skip TC 7.9 if UE supports NSA and TS 38.521-3 TC 7.9B.1 or 7.9B.2 or 7.9B.3 has been executed.

	7.9A.1
	Spurious emissions for CA (2DL CA)
	Rel-15
	C005
	UEs supporting 5GS FR1 and inter-band 2DL CA with a DL-only band 
	E002
	
	

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.521-1.
NOTE 2: The test case is optional for Rel-17 RedCap UE implementing SUL.



<< End of changes >>

