3GPP TSG RAN WG5 IoT#2 Ad-hoc
R5-167048
Singapore, 10 - 14 October 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.521-1
	CR
	TBD
	rev
	-
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Introduction of numbering rules guideline for category M1 in Annex I

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_MTCe2_L1-UEConTest
	
	Date:
	2016-09-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Numbering rules guideline for category M1 Tx, Rx, demodulation and CSI reporting test cases need to be added.

	
	

	Summary of change:
	Introduced new sub-clause Annex I.2.9A for numbering rules guideline for category M1 tests.


	
	

	Consequences if not approved:
	Numbering rules guideline for category M1 not specified.

	
	

	Clauses affected:
	Annex I.2.9A (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


I.2.9
Tests for UE category 0

I.2.9.1
UE category 0 Tx tests (Chapter 6)

UE category 0 specific Transmitter minimum requirements in 3GPP TS 36.101 [2] are specified in separate clauses from the legacy requirements, bearing the suffix "E" in the number and "for UE category 0" in the title. In other cases where no category 0 specific requirements exist, the legacy requirements apply. To maintain consistency all test cases for UE category 0 to be specified in TS 36.521-1 are handled similarly.
Rule:

Following tests and clauses are specified in TS 36.521-1:

<x.x.x>E
<Test> for UE category 0

<x.x.x>E<_y>
<Test> for UE category 0 (<Release>)

where:

<x.x.x>
= number of the corresponding legacy test (if available), or number derived from TS 36.101 without potential suffix "E" (if no legacy test available)

<_y>
= optional incrementing clause number (Arabic numeral) with preceding underscore. To be applied only when there is already a test with the same title for earlier releases.

<Test>
= title of the corresponding legacy test (if available), or title derived from TS 36.101 without potential "for UE category 0" (if no legacy test available)

<Release>
= optional identifier showing the release applicability of the test. To be included only when there is already a test with the same title for earlier releases.

Examples:

1.2.3

Virtual test

1.2.3E

Virtual test for UE category 0

1.2.3E_1
Virtual test for UE category 0 (Rel-13 and forward)
I.2.9.2
UE category 0 Rx tests (Chapter 7)

Same as for Transmitter tests (Chapter 6) in Annex I.2.9.1.

I.2.9.3
UE category 0 Performance tests (Chapter 8)

UE category 0 Performance minimum requirements in 3GPP TS 36.101 [2] are already specified in separate clauses from the legacy requirements. 

Rule:

Following tests and clauses are specified in TS 36.521-1:

<x.x.x>
<Test> for UE category 0

<x.x.x><_y>
<Test> for UE category 0 (<Release>)

where:

<x.x.x>
= number derived from the corresponding requirement clause in TS 36.101 

<_y>
= optional incrementing clause number (Arabic numeral) with preceding underscore. To be applied only when there is already a test with the same title for earlier releases.

<Test>
= title derived from the corresponding requirement clause in TS 36.101 

<Release>
= optional identifier showing the release applicability of the test. To be included only when there is already a test with the same title for earlier releases.

Examples:

1.2.3

Virtual test for UE category 0

1.2.3_1
Virtual test for UE category 0 (Rel-13 and forward)
I.2.9.4
UE category 0 CSI tests (Chapter 9)

Same as for Performance tests (Chapter 8) in Annex I.2.9.3.

I.2.9A
Tests for UE category M1
I.2.9A.1
UE category M1 Tx tests (Chapter 6)

UE category M1 specific Transmitter minimum requirements in 3GPP TS 36.101 [2] are specified in separate clauses from the legacy requirements, bearing the suffix "E" in the number and "for UE category M1" in the title. Suffix “E” is also used for UE category 0. In other cases, where no category M1 specific requirements exist, the legacy requirements apply. To maintain consistency all test cases for UE category M1 to be specified in TS 36.521-1 are handled similarly, but suffix "EA" is used to distinguish from UE category 0 test cases using suffix "E". 
Rule:

Following tests and clauses are specified in TS 36.521-1:

<x.x.x>EA
<Test> for UE category M1
<x.x.x>EA<_y>
<Test> for UE category M1 (<Release>)

where:

<x.x.x>
= number of the corresponding legacy test (if available), or number derived from TS 36.101 without potential suffix "E" (if no legacy test available)

<_y>
= optional incrementing clause number (Arabic numeral) with preceding underscore. To be applied only when there is already a test with the same title for earlier releases.

<Test>
= title of the corresponding legacy test (if available), or title derived from TS 36.101 without potential "for UE category M1" (if no legacy test available)

<Release>
= optional identifier showing the release applicability of the test. To be included only when there is already a test with the same title for earlier releases.

Examples:

1.2.3

Virtual test

1.2.3EA

Virtual test for UE category M1
1.2.3EA_1
Virtual test for UE category M1 (Rel-13 and forward)

I.2.9A.2
UE category M1 Rx tests (Chapter 7)

Same as for Transmitter tests (Chapter 6) in Annex I.2.9A.1.

I.2.9A.3
UE category M1 Performance tests (Chapter 8)

UE category M1 Performance minimum requirements in 3GPP TS 36.101 [2] are already specified in separate clauses from the legacy requirements. 

Rule:

Following tests and clauses are specified in TS 36.521-1:

<x.x.x>
<Test> for UE category M1
<x.x.x><_y>
<Test> for UE category M1 (<Release>)

where:

<x.x.x>
= number derived from the corresponding requirement clause in TS 36.101 

<_y>
= optional incrementing clause number (Arabic numeral) with preceding underscore. To be applied only when there is already a test with the same title for earlier releases.

<Test>
= title derived from the corresponding requirement clause in TS 36.101 

<Release>
= optional identifier showing the release applicability of the test. To be included only when there is already a test with the same title for earlier releases.

Examples:

1.2.3

Virtual test for UE category M1
1.2.3_1
Virtual test for UE category M1 (Rel-13 and forward)

I.2.9A.4
UE category M1 CSI tests (Chapter 9)

Same as for Performance tests (Chapter 8) in Annex I.2.9A.3.

I.2.10
Tests for SCE-L1 (Small Cell Enhancements-Physical layer)
3GPP


