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1. Introduction
In RAN#72, R5-166261 was approved which introduced the test environment for testing of CAT-M1 UE and UE in enhanced coverage.

As per this CR Sysinfo-br along with legacy Sysinfo will be transmitted in all LTE cells.
2. Discussion

The rationale provided for the above CR is that some of the new enhanced coverage protocol test cases are applicable both to CAT M1 UEs (BL UE) as well as to other category UEs supporting CE Mode A (or CE Mode A and B, called CE UE). i.e. a non-CAT-M1 UE supporting enhanced coverage that is losing normal coverage will read Sysinfo-br etc to enter enhanced coverage. The details are given below.

A. Legacy LTE test cases: 

· For non-CatM1 & CE capable UE:

· All applicable test cases are emulating normal coverage operation. 

· In all LTE cells, the SS shall broadcast only normal SysInfo. 

· For CatM1 UE: 

· All applicable test cases are emulating normal coverage operation. 

· In all LTE cells, the SS shall broadcast both normal SysInfo and SysInfo-br.

B. New ‘enhanced coverage’ test cases :

· All test cases are emulating enhanced coverage operation.

· For non-CatM1 & CE capable UE:

· In all LTE cells, the SS shall broadcast both normal SysInfo and SysInfo-br.

· For CatM1 UE: 

· In all LTE cells, the SS shall broadcast both normal SysInfo and SysInfo-br.

C. New CatM1-specific test cases :

· All test cases are emulating normal coverage operation.

· For non-CatM1 & CE capable UE:

· Not applicable.

· For CatM1 UE: 

· In all LTE cells, the SS shall broadcast both normal SysInfo and SysInfo-br.
However a UE in CAT-M1 mode of operation will just read SysInfo-br and never read the legacy System Information. Therefore transmission of these SIBs is not required.

For System Simulator Implementation transmitting unnecessary information adds to additional complexity especially in the 300+ legacy testcases which have upto 4 active cells. Since eMTC feature is targeted towards low cost IoT devices it is desirable to avoid implementation which is not going to be required in certification of these devices.
3) Proposal
When CAT M1 UE is under test it would be feasible to only broadcast Sysinfo-br.
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