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9.2
MultiRAT PIXIT
Table 9.2-1: GERAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_GERAN_BandUnderTest
	GERAN_BandUnderTestType
	GSM_P900
	
	Indicates which band is under test


Table 9.2-2: UTRAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_UTRAN_CipheringAlgorithm
	CipheringAlgorithm_r7
	uea2
	uea0, uea1, uea2
	UTRAN Ciphering algorithm

	px_UARFCN_Low_TDD
	integer
	
	
	Low Range downlink UARFCN value for LCR TDD

	px_UARFCN_Mid_TDD
	integer
	
	
	Mid Range downlink UARFCN value for LCR TDD

	px_UARFCN_High_TDD
	integer
	
	
	High Range downlink UARFCN value for LCR TDD

	px_TDD_OperationBandCharstring
	charstring
	a
	px_UARFCN_Mid_TDD, px_UARFCN_Low_TDD and px_UARFCN_High_TDD shall take the values according to the value of px_TDD_OperationBandCharstring.
	Applicable for TDD
The operation band under test as defined in 34.108 clause 5.1.2.


Table 9.2-3: CDMA2000 HRPD PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_HRPD_BandClass
	BandclassCDMA2000_Type
	1
	
	Band Class;

Table 1.5-1 of C.S0057-E v1.0
Default value corresponds to 1.8 to 2.0 GHz PCS band

	px_HRPD_SectorID_Cell15
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000001'O)
	
	Sector ID of Cell 15;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell16
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000002'O)
	
	Sector ID of Cell 16;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell17
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000003'O)
	
	Sector ID of Cell 17;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell18
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000004'O)
	
	Sector ID of Cell 18;

Clause 13.9 of C.S0024-C v2.0

	px_ColorCode
	ColorCode_Type
	64
	
	Colour code of the subnet to which the sectors belong;

Same for all HRPD cells

	px_ColorCodeDiff
	B32_Type
	128
	
	Colour code of the subnet to which the sectors belong;

Adifferent colour code than default

	px_OpenLoopAdjust
	OpenLoopAdjust_Type
	10
	
	The value of open loop adjust to be used by access terminals in the open loop power estimate, expressed as an unsigned value in units of 1 dB. The value used by the access terminal is -1 times the value of this field

	px_UATI24
	O3_Type
	'123456'O
	
	UATI to be allocated to the UE,

clause 6.3.7.2.2 of C.S0024-C v2.0

	px_MACIndex
	integer
	15
	
	ReverseLinkMACIndex to be used. Allowed values 0...383 C.S0024-C v2.0 clause 12.4.1.3.2.2


Table 9.2-4: CDMA2000 1xRTT PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_1XRTT_BaseId_Cell19
	B16_Type
	int2bit (39,16)
	
	Base ID of Cell 19

	px_1XRTT_BaseId_Cell20
	B16_Type
	int2bit (40,16)
	
	Base ID of Cell 20

	px_1XRTT_BaseId_Cell21
	B16_Type
	int2bit (41,16)
	
	Base ID of Cell 21

	px_1XRTT_BaseId_Cell22
	B16_Type
	int2bit (42,16)
	
	Base ID of Cell 22

	px_1XRTT_NID
	B16_Type
	int2bit (100,16)
	
	default Network ID of 1xRTT Cells

	px_1XRTT_SID
	B15_Type
	int2bit (200,15)
	
	default SystemID of 1xRTT Cells

	px_1XRTT_TMSI_Def
	O4_Type
	'1234ABCD'O
	
	TMSI to be used in 1XRTT

	px_1XRTT_MinProtRev
	ProtRev_Type
	0
	
	Minimum Protocol revision supported by Base Station

	px_1XRTT_UserInfo_EncMode
	EncryptionMode_Type
	2
	
	Encryption Mode

Rijndael algorithm

	px_1XRTT_Sig_EncMode
	EncryptionMode_Type
	2
	
	Encryption Mode

Rijndael algorithm

	px_1XRTT_BandClass
	BandclassCDMA2000_Type
	1
	
	Band Class; Table 1.5-1 of C.S0057 E v1.0. Default value corresponds to 1.8 GHz to 2.0 GHz PCS band

	px_PowerDownRegEnabled
	boolean
	true
	
	Parameter for power down reg in 1xRTT

	px_1XRTT_Zone_Timer
	B3_Type
	‘000’B
	
	Zone timer sent in ‘System Parameters Message’ overhead message

	px_RAND
	B32_Type
	'00001111000011110000111100001111'B
	
	Random Challenge Data to be included along with mobility parameters in CSFBParametersResponseCDMA2000 or HandoverFromEUTRAPreparationRequest

	px_RAND2
	B32_Type
	'00001111000011110000111100001111'B
	
	Random Challenge Data to be included along with mobility parameters in CSFBParametersResponseCDMA2000 or HandoverFromEUTRAPreparationRequest


Table 9.2-5: WLAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ePDG_Ipsec_CipheringAlgorithm
	IPsec_CipheringAlgorithm_Type
	des_ede3_cbc
	des_ede3_cbc,

aes_cbc,

nociph
	Ipsec Ciphering Algorithm used in ePDG

	px_ePDG_Ipsec_IntegrityAlgorithm
	IPsec_IntegrityAlgorithm_Type
	hmac_sha_1_96
	hmac_md5_96,

hmac_sha_1_96
	Ipsec Integrity Algorithm used in ePDG

	px_WLANBand
	WLAN_Band_Type
	Band2_4Ghz
	Band2_4Ghz, Band5Ghz, Band3_6Ghz
	WLAN ISM Band

	px_WLAN_RulesToBeTested
	WLAN_RulesToBeTested
	"ANDSF_Rules"
	"ANDSF_Rules",

"RAN_Rules"
	Rules to be tested in WLAN test cases

	px_WLAN_PDN1_ToOffload
	boolean
	true
	
	If set to true, the first PDN connection is offloaded to WLAN. If set to false, the second PDN connection is offloaded to WLAN.

	px_WLAN_UE_AddrIPv4
	charstring
	
	
	IPv4 WLAN UE Address

	px_WLAN_UE_AddrIPv6
	charstring
	
	
	IPv6 WLAN UE Address

	px_WLAN_NetworkAddrIPv4
	charstring
	
	
	IPv4 WLAN Network Address

	px_WLAN_NetworkAddrIPv6
	charstring
	
	
	IPv6 WLAN Network Address


9.3
NB-IoT PIXIT

Table 9.3-1: NB-IoT PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_DoAttachWithoutPDN
	boolean
	false
	
	UE is configured to do Attach without PDN; if the value is FALSE it is assumed that the UE is configured to do Attach with PDN

	px_SMSTransport_CP_CIoT
	boolean
	false
	
	NB-IoT UE configured to utilise the SMS service as transport mechanism for user data for Control Plane CIoT Optimisation

	px_nonSMSTransport_CP_CIoT
	boolean
	false
	
	NB-IoT UE configured to utilise non-SMS services as transport mechanism for user data for Control Plane CIoT Optimisation

	px_ModifyBearerResources
	boolean
	false
	
	NB-IoT UE configured to handle modification of bearer resources including dedicated bearers (PDN of type "IP")





