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<Start of new section>
22.4
NB-IoT RRC (FFS)
22.4.1
RRC / Paging for notification of BCCH modification in idle mode
22.4.1.1
Test Purpose (TP)

(1)

with { NB-IoT UE in E-UTRA RRC_IDLE state }

ensure that {
  when { NB-IoT UE receives a Paging-NB message indicating system information modification}

    then { NB-IoT UE re-acquires and applies the new system information about the correct nprach-SubcarrierOffset-r13 in random access }

            }

22.4.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.2.3, 5.2.2.3, and 5.2.2.4. Unless and otherwise stated these are Rel-13 requirements.
[TS 36.331, clause 5.3.2.3]

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and, except for NB-IoT, the cn-Domain to the upper layers;
1>
if the systemInfoModification is included:

2> re-acquire the required system information using the system information acquisition procedure as specified in 5.2.2.

 [TS 36.331, clause 5.2.2.3]

The UE shall:

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:

2>
if in RRC_IDLE:

3>
if the UE is a NB-IoT UE:

4>
the MasterInformationBlock-NB and SystemInformationBlockType1-NB as well as SystemInformationBlockType2-NB through SystemInformationBlockType5-NB;
[TS 36.331, clause 5.2.2.4]

The UE shall:

… 
1>
if the procedure is triggered by a system information change notification:
2>
if the UE uses an idle DRX cycle longer than the modification period:
…

2>
else

3>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
22.4.1.3
Test description

22.4.1.3.1
Pre-test conditions

System Simulator:

-
NB-IoT Cell 1.
UE:

None.

Preamble:

-
The NB-IoT UE is in state Registered, Idle mode (State 3-NB) according to [18].
22.4.1.3.2
Test procedure sequence

Table 22.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging-NB message including a matched identity.
	<--
	Paging-NB
	-
	-

	2
	The UE transmits an RRCConnectionRequest-NB message
	-->
	RRCConnectionRequest-NB
	-
	-

	3
	The SS transmits an RRCConnectionSetup-NB message.
	<--
	RRCConnectionSetup-NB
	-
	-

	4
	The UE transmits an RRCConnectionSetupComplete-NB message.

This message includes a CONTROL PLANE SERVICE REQUEST message.
	-->
	RRCConnectionSetupComplete-NB

	-
	-

	5
	The SS transmits an RRCConnectionRelease-NB message.
	<--
	RRCConnectionRelease-NB
	-
	-

	6
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	7
	The SS changes the nprach-SubcarrierOffset-r13  in the SIB2-NB
	-
	-
	-
	-

	8
	The SS transmits a Paging-NB message indicating system information modification
	<--
	Paging-NB
	-
	-

	9
	Wait for 15s for the UE to acquire the modified system information.
	-
	-
	-
	-

	10
	The SS transmits a Paging-NB message including a matched identity.
	<--
	Paging-NB
	-
	-

	11
	Check: Does the UE transmit a random access using nprach-SubcarrierOffset-r13 given in step 7?
	-
	-
	1
	P

	12
	The UE transmit an RRCConnectionRequest-NB message.
	-->
	RRCConnectionRequest-NB
	-
	-

	13
	The SS transmits an RRCConnectionSetup-NB message.
	<--
	RRCConnectionSetup-NB
	-
	-

	14
	The UE transmits an RRCConnectionSetupComplete-NB message.

This message includes a CONTROL PLANE SERVICE REQUEST message.
	-->
	RRCConnectionSetupComplete-NB
	-
	-

	15
	The SS transmits an RRCConnectionRelease-NB message.
	<--
	RRCConnectionRelease-NB
	-
	-


22.4.1.3.3
Specific message contents

Table 22.4.1.3.3-1: Paging-NB (step 8, Table 22.4.1.3.2-1)

	Derivation Path: 36.508 Table 8.1.6.1-2

	Information Element
	Value/remark
	Comment
	Condition

	Paging-NB ::= SEQUENCE {
	
	
	

	  systemInfoModification-r13
	True
	
	

	}
	
	
	


Table 22.4.1.3.3-2: MasterInformationBlock-NB (step 9, table 22.4.1.3.2-1)

	Derivation path: 36.508 Table 8.1.4.3.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	MasterInformationBlock-NB ::= SEQUENCE {
	
	
	

	  systemInfoValueTag-r13
	1
	Default value is 0
	

	}
	
	
	


Table 22.4.1.3.3-3: SystemInformationBlockType1-NB (step 9, table 22.4.1.3.2-1)

	Derivation path: 36.508 Table 8.1.4.3.2-3

	Information Element
	Value/Remark
	Comment
	Condition

	SystemInformationBlockType1-NB ::= SEQUENCE {
	
	
	

	  systemInfoValueTagList-r13 ::= SEQUENCE {
	
	
	

	    SystemInfoValueTagSI-r13
	FFS
	Different from default value
	

	}
	
	
	


Table 22.4.1.3.3-4: SystemInformationBlockType2-NB (step 9, Table 22.4.1.3.2-1)

	Derivation Path: 36.508 Table 8.1.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  radioResourceConfigCommon-r13 SEQUENCE {
	
	
	

	    nprach-Config-r13 SEQUENCE {
	
	
	

	      nprach-ParametersList-r13 SEQUENCE {
	
	
	

	        nprach-SubcarrierOffset-r13
	n24
	Default value is n12
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of new section>

