Page 1



3GPP TSG-RAN WG5 Meeting #3-IoT AdHoc 
 R5-170128
Kochi, India, 10th - 13th January 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-2
	CR
	-
	rev
	-
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of apllicability statements for new NB-IoT test cases 22.5.15, 22.6.1 and 22.6.5

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	NB_IOT-UEConTest
	
	Date:
	2017-01-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Three new NB-IoT test cases, 22.5.15, 22.6.1 and 22.6.5 have been added according to the NB-IoT work plan. The corresponding applicability statements have to be added to TS 36.523-2.



	
	

	Summary of change:
	Added applicability statements and conditions for new NB-IoT test cases 22.5.15, 22.6.1 and 22.6.5.

	
	

	Consequences if not approved:
	No applicability statemens for new NB-IoT test cases..

	
	

	Clauses affected:
	4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	 
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


<Start of first modified section>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<<<< ROWS SKIPPED >>>>

	22.5.1
	NB-IoT / Authentication not accepted by the network, GUTI used / Authentication not accepted by the UE, SQN failure / Authentication not accepted by the UE, non-EPS authentication unacceptable / Network failing the authentication check
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.2
	NB-IoT / NAS Security / Handling of null integrity protection and null ciphering algorithms / NAS count reset to zero / Security mode command with not matching replayed security capabilities / Provision of IMEISV and IMEI
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.3
	NB-IoT / NW initiated detach Re-attach required / UE initiated detach Abnormal case EMM common procedure collision / UE initiated detach Abnormal case Local detach after 5 attempts due to no network response
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.4
	NB-IoT / Attach to new PLMN GUTI reallocation / Network reject with Extended Wait Timer / Paging with IMSI / Attach Rejected Illegal ME/UE / Detach upon switch-off
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.6
	NB-IoT / UE in NB-S1 mode supporting CIoT Optimizations / Attach Abnormal cases / EPS services not allowed / Failure due to non integrity protection / Unsuccessful attach after 5 attempts / Repeated rejects for network failures / Change of cell into a new tracking area / Detach procedure collision / UE initiated detach USIM removed from the UE
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.7a
	NB-IoT / Periodic tracking area update Accepted / Normal tracking area update List of equivalent PLMNs in the TRACKING AREA UPDATE ACCEPT message / Normal tracking area update Rejected (IMSI invalid / Illegal ME / UE identity cannot be derived by the network / UE implicitly detached / PLMN not allowed
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.7b
	NB-IoT / Normal tracking area update Rejected ( Tracking area not allowed / No suitable cells in tracking area / Roaming not allowed in this tracking area / Congestion) / UE initiated detach Abnormal case Change of cell into a new tracking area
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.8
	NB-IoT / Normal tracking area update Abnormal case / Success or fail after several attempts due to no network response / TA belongs to TAI list and status is UPDATED / TRACKING AREA UPDATE REJECT / Change of cell into a new tracking area / Tracking area updating and detach procedure collision
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.9
	NB-IoT / UE in NB-S1 mode supporting CIoT Optimizations / Paging with not matching identity / Control Plane Service request Rejected (IMSI invalid / Illegal ME / EPS services not allowed / UE identity cannot be derived by the network / UE implicitly detached)
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.10
	NB-IoT / EPS NAS integrity and encryption / SNOW 3G
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.11
	NB-IoT / EPS NAS integrity and encryption / AES
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.12
	NB-IoT / EPS NAS integrity and encryption / ZUC
	Rel-13
	C272
	UEs supporting NB-IoT and ZUC algorithms
	
	
	
	

	22.5.13
	NB-IoT / Attach Procedure / Success / Last visited TAI, TAI list and equivalent PLMN list handling
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.14
	NB-IoT / Attach / Rejected / Tracking Area not allowed / Roaming not allowed in this tracking area / No suitable cells in tracking area
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.15
	NB-IoT / Normal tracking area update / low priority override
	Rel-13
	Cxx
	UEs supporting NB-IoT and LAP and LAP override
	
	
	
	

	22.5.16
	NB-IoT / Normal tracking area update / Rejected / EPS service not allowed /EPS services not allowed in this PLMN
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.17
	NB-IoT / Attach Success /Normal tracking area update accepted / Periodic tracking area update T3412 Extended Value / PSM
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.18
	NB-IoT / Attach & Normal tracking area update Procedure / Success / without Idle eDRX parameters / With Idle eDRX parameters/ With and without Idle eDRX and PSM parameters
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.6.1
	NB-IoT / UE routing of uplinks packets/UE requested PDN disconnect procedure accepted by the network
	Rel-13
	Cyy
	UEs supporting NB-IoT and User plane CIoT Optimisation and multiple DRBs in NB-IoT and Multiple PDN
	
	
	
	

	22,6,5
	NB-IoT / UE requested PDN connectivity procedure not accepted / UE requested PDN connectivity accepted  Dual priority  T3396 override UE requested PDN connectivity accepted / Dual priority / T3346 override
	Rel-13
	Czz
	UEs supporting NB-IoT and Multiple PDN and LAP and LAP override
	
	
	
	


<End of modified section>
<Start of second modified section>
Table 4-1a: Applicability of tests Conditions

	<<< ROWS SKIPPED >>>

	C260
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/1 AND A.4.4-1/128 THEN R ELSE N/A

	C261
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1 A /4 AND A.4.4-2/1 THEN R ELSE N/A

	C262
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/121 THEN R ELSE N/A

	C263
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/121 AND A.4.2.1.1-1/4 THEN R ELSE N/A

	C264
IF A.4.1-1/2 AND A.4.4-1/124 AND A.4.3.3.3-1/1 THEN R ELSE N/A

	C265
IF A.4.1-1/2 AND A.4.4-1/124 AND A.4.3.3.3-2/1 THEN R ELSE N/A

	C266
IF A.4.1-1/8 THEN R ELSE N/A

	C267
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/12 THEN R ELSE N/A

	C268
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1A/7 AND A.4.4-1A/8 THEN R ELSE N/A

	C269
IF A.4.1-1/5 AND A.4.4-1/117 THEN R ELSE N/A

	C270
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4.1/131 THEN R ELSE NA

	C271
IF A.4.1-1/8 AND A.4.4-1/132 THEN R ELSE N/A

	C272
IF A.4.1-1/8 AND A.4.4-1/99 THEN R ELSE N/A

	C273
IF A.4.1-1/8 AND A.4.4-1/121 THEN R ELSE N/A

	Cxx 
IF A.4.1-1/8 AND A.4.4-1/83 AND A.4.4-1/90 THEN R ELSE N/A

	Cyy 
IF A.4.1-1/8 AND A.4.4-1/132 AND A.4.4-1/137 AND A.4.4-1/30 THEN R ELSE N/A

	Czz 
IF A.4.1-1/8 AND A.4.4-1/30 AND A.4.4-1/83 AND A.4.4-1/90  THEN R ELSE N/A


<End of modified section>
