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1
Introduction

The purpose of this document is to propose guiding principles on how to use the generic procedures for EN-DC testing. 
2
Discussion
The generic procedures for EN-DC contains the sequence from UE power on until EN-DC is configured in RRC state RRC_CONNECTED. 

Test sequence messages and information elements 

In TS 38.508-1 [1] the procedures RRC_IDLE and RRC_CONNECTED are used. Table 4.5.2.2-1: E-UTRA RRC_IDLE followed by table 4.5.4.2-1: E-UTRA RRC_CONNECTED.

The message sequence is the same as in TS 36.508 [2]. Including minimal amendments of information elements, e.g. mainly the NR SCG configuration.
Test coverage within the sequence 
The sequence includes the following steps 
A. Before EN-DC is configured.
B. When the EN-DC NR related configuration is performed. 
C. After EN-DC is configured.
For EN-DC, all parts (A, B and C) should be subject to test case analyse.
Examples of how to use the generic procedures for connectivity EN-DC
A.  Before EN-DC is configured.

Preamble:

-
The UE is switched off.  

n.n.n.n.n.n.n
Test procedure sequence

Table n.n.n.n.n.n.n-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Steps 1-3 of the generic procedure for E-UTRA RRC_IDLE specified in TS 38.508-1 table 4.5.2.2-1.
	-
	-
	-
	-

	2
	Check: Does the UE transmit an  … ATTACH REQUEST message… 
	-->
	ATTACH REQUEST
	-
	-


B. When the EN-DC NR related configuration is performed. 
Preamble:

-
The UE is in state RRC_IDLE using generic procedure parameter Connectivity (EN-DC) according to [n].

n.n.n.n.n.n.n
Test procedure sequence

Table n.n.n.n.n.n.n-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Steps 1-6 of the generic procedure for E-UTRA RRC_CONNECTED specified in TS 38.508-1 table 4.5.4.2-1.
	-
	-
	-
	-

	2
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message …
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-


C. After EN-DC is configured.
Preamble:

-
The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (EN-DC) and DC bearers (MCG and SCG) according to [n].

n.n.n.n.n.n.n
Test procedure sequence

Table n.n.n.n.n.n.n-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionReconfiguration message containing NR RRCReconfiguration message…
	<--
	RRCConnectionReconfiguration (RRCReconfiguration)
	-
	-


3
Proposal
It’s proposed to adopt these guiding principles.
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