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	Reason for change:
	In RAN5#78, R5-R5-180914 was endrosed to make new TC which does not use NR cell and TS36.523-1 has the same test procedure.

EPC TC for EN-DC had to be added into TS38.523-x.



	
	

	Summary of change:
	(1) Add new test case to verify the UE to send DCNR supporting bit in LTE attach procedure.

Since this TC does not use NR cell, TC9.2.1.1.1 in TS36.523-1 is refered in maximum based on the endrosement.
(2) Add new reference TS36.523-1 in section 2.
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x.y.z
Attach / Success / DCNR
The scope and description of the present TC is the same as test case 9.2.1.1.1 in TS 36.523-1[xx] with the following additions:

x.y.z.1.1
Test Purpose (TP)

(4)

with { UE is switched-off with a valid USIM inserted and the USIM contains a valid GUTI and last visited registered TAI and UE supports dual connectivity with New Radio (NR) }

ensure that {

  when { UE is powered on  in a cell not belonging to the last visited registered TAI }

    then { the UE transmits an ATTACH REQUEST message with the DCNR bit in the UE network capability IE set to “dual connectivity with NR supported” }

}
x.y.z.1.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.5.1.2.2. Unless otherwise stated these are Rel-15 requirements.
[TS 24.301, clause 5.5.1.2.2]
If the UE supports dual connectivity with New Radio (NR), then the UE shall set the DCNR bit to "dual connectivity with NR supported" in the UE network capability IE of the ATTACH REQUEST message and shall include the UE additional security capability IE in the ATTACH REQUEST message.

x.y.z.1.3
Test description
x.y.z.1.3.1
Pre-test conditions
No addition.
x.y.z.1.3.2
Test procedure sequence
Table x.y.z.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	4a
	Check: Does the UE transmit an RRCConnectionSetupComplete message including dual connectivity with NR supported indicator with ATTACH REQUEST message?
	-->
	ATTACH REQUEST
	4
	P


x.y.z.1.3.3
Specific message contents
Table x.y.z.1.3.3-3: Message ATTACH REQUEST (step 4a, Table x.y.z.1.3.2-1)

	Derivation path: TS 36.508 table 4.7.2-4

	Information Element
	Value/Remark
	Comment
	Condition

	UE Network Capability
	
	
	

	Dual connectivity with NR (DCNR)
	1
	dual connectivity with NR supported
	


