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	Other comments:
	


<Start of first modified section>
4.6.3
Radio resource control information elements
<Text skipped>
–
RadioBearerConfig
Table [4.6.3-n]: RadioBearerConfig
	Derivation Path: 38.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE {
	
	
	SRB3

	    SRB-Identity
	SRB-Identity
	
	

	    reestablishPDCP
	[Not present]
	
	

	    discardOnPDCP
	[FFS]
	
	

	    Pdcp-Config
	PDCP-Config
	
	

	  }
	
	
	

	  srb-ToReleaseList
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    cnAssociation CHOICE {
	
	
	

	      eps-BearerIdentity
	[2]
	
	

	      }
	
	
	

	    drb-Identity
	DRB-Identity
	
	

	    reestablishPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SRB3
	Establishment of SRB3


<Text skipped>
–
RLC-Config
Table [4.6.3-n]: RLC-Config
	Derivation Path: 38.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	AM

	    ul-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size12]
	
	

	      t-PollRetransmit
	[ms80]
	
	

	      pollPDU
	[p128]
	
	

	      pollByte
	[kB125]
	
	

	      maxRetxThreshold
	[t4]
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	[size12]
	
	

	      t-Reassembly
	[ms100]
	
	

	      t-StatusProhibit
	[ms60]
	
	

	    }
	
	
	

	  }
	
	
	

	  am SEQUENCE {
	
	9.2.1.3 /TS 36.331
	SRB3

	    ul-AM-RLC SEQUENCE {
	
	
	

	         sn-FieldLength
	size12
	
	

	         t-PollRetransmit
	ms45
	
	

	         pollPDU
	infinity
	
	

	         pollByte
	infinity
	
	

	         maxRetxThreshold
	t4
	
	

	      }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	size12
	
	

	      t-Reassembly
	ms35
	
	

	      t-StatusProhibit
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM

	SRB3
	Establishment of SRB3


<Text skipped>
–
SRB-Identity
Table [4.6.3-n]: SRB-Identity
	Derivation Path: 38.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRB-Identity
	[3]
	
	


<End of modified section>
