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1 Baseline Moving – 36.331 ASN.1
IEs highlighted in yellow are related to EN-DC support. 
1.1 EUTRA RRC 
36.331 is upgraded to 36331-f10.

Changes in EUTRA-RRC-ASN1-Definitions ASN.1 module from 36331-e30, patched with R5-181144 R5-181159, to 36331-f10.
1.1.1 Type change of nonCriticalExtension

	ASN.1 type affected
	New type of nonCriticalExtension field

	RRCConnectionReconfiguration-v10i0-IEs
	RCConnectionReconfiguration-v10l0-IEs

	RRCConnectionReconfiguration-v1430-IEs
	RRCConnectionReconfiguration-v1510-IEs

	RRCConnectionReconfigurationComplete-v1430-IEs
	RRCConnectionReconfigurationComplete-v1510-IEs

	SystemInformationBlockType1-v10j0-IEs
	SystemInformationBlockType1-v10l0-IEs

	SystemInformationBlockType1-v1430-IEs
	SystemInformationBlockType1-v1450-IEs

	UEAssistanceInformation-v1430-IEs
	UEAssistanceInformation-v1450-IEs


	UECapabilityEnquiry-v1430-IEs
	UECapabilityEnquiry-v1510-IEs

	SystemInformationBlockType2-v9e0-IEs
	SystemInformationBlockType2-v9i0-IEs

	SystemInformationBlockType3-v10j0-IEs
	SystemInformationBlockType3-v10l0-IEs

	SystemInformationBlockType5-v10j0-IEs
	SystemInformationBlockType5-v10l0-IEs


	UE-EUTRA-Capability-v12b0-IEs
	UE-EUTRA-Capability-v12x0-IEs

	UE-EUTRA-Capability-v1450-IEs
	UE-EUTRA-Capability-v1460-IEs 


( no changes in TTCN

1.1.2 Additional branches in choices

	ASN.1 type affected
	New type choice

	UL-DCCH-MessageType
	new choices in c2 for ulInformationTransferMRDC-r15, scgFailureInformationNR-r15 

	MeasGapConfig
	new choices in gapOffset for gp4-r15, gp5-r15, gp6-r15, gp7-r15, gp8-r15, gp9-r15, gp10-r15, gp11-r15


	MeasObjectToAddMod
	new choice in measObject for measObjectNR-r15


	MeasObjectToAddModExt-r13
	new choice in measObject-r13 for measObjectNR-r15


	MeasResults
	new choice in measResultNeighCells for measResultNeighCellListNR-r15


	ReportConfigInterRAT
	new choices in eventide for eventB1-NR-r15 and eventB2-NR-r15



( no changes in TTCN

1.1.3 Field name changes

	ANS.1 type affected
	Renamed field
	Impact on TTCN FFS

	RRCConnectionResume-v1430-IEs
	nonCriticalExtension renamed to rrcConnectionResume-v1510-IEs
	

	MAC-MainConfig
	tdd-Config-v1450
	

	FreqHoppingParameters-r13
	mpdcch-pdsch-HoppingNB-r13 renamed to dummy
interval-DLHoppingConfigCommonModeA-r13 renamed to dummy2

interval-DLHoppingConfigCommonModeB-r13 renamed to dummy3

mpdcch-pdsch-HoppingOffset-r13 renamed to dummy4
	cs_FreqHoppingParameters_r13_CEMode_FDD
cs_FreqHoppingParameters_r13_CEMode_TDD

	RACH-Skip-r14
	ptag-r14 renamed to mcg-PTAG-r14
pstag-r14 renamed to scg-PTAG-r14
	

	MeasGapConfig
	gp-ncsg1-r14 renamed to gp-ncsg0-r14


gp-ncsg2-r14 renamed to gp-ncsg1-r14


gp-ncsg3-r14 renamed to gp-ncsg2-r14


gp-ncsg4-r14 renamed to gp-ncsg3-r14

	

	OtherConfig-r9
	powerPrefIndicationTimer-r11 renamed to bw- bw-PreferenceIndicationTimer-r14
	cs_OtherConfig_r9


1.1.4 Non-critical extensions with extension marker (ellipsis)

	ANS.1 type affected
	Added field with ellipsis
	Impact on TTCN FFS

	PSCellToAddMod-r12
	radioResourceConfigDedicatedPSCell-v1370
	

	SCG-ConfigPartSCG-r12
	sCellToAddModListSCG-Ext-v1370

pSCellToAddMod-v1440
	

	SystemInformationBlockType2
	plmn-InfoList-r15
	

	SystemInformationBlockType3
	cellReselectionInfoCommon-v1460
	

	MAC-MainConfig
	rai-Activation-r14
	cs_MAC_MainConfig_Common: filed added as omit

	RadioResourceConfigCommon
	tdd-Config-v1450

	

	RadioResourceConfigDedicatedSCell-r10
	physicalConfigDedicatedSCell-v1370
	

	SRB-ToAddMod
	pdcp-verChange-r15
	

	DRB-ToAddMod
	rlc-Config-v1510
	

	MobilityControlInfo
	mib-RepetitionStatus-r14

schedulingInfoSIB1-BR-r14
	

	MeasConfig
	fr1-Gap
	

	MeasResults
	measResultServFreqListNR-r15
measResultCellListSFTD-r15
	cr_MeasurementReport, cr_MeasurementReport_r10, cr_MeasurementReport_r12: fields set to *

	QuantityConfig
	quantityConfigNRList-r15
	

	ReportConfigEUTRA
	maxReportRS-Index-r15
	

	ReportConfigInterRAT
	reportQuantityCellNR-r15

maxReportRS-Index-r15

reportQuantityRS-IndexNR-r15
reportRS-IndexResultsN

reportSFTD-Meas-r15

	

	OtherConfig-r9
	overheatingAssistanceConfig-r14
	

	SL-DiscResourcePool-r12
	txParamsAddNeighFreq-v1370
	

	SL-DiscSysInfoReport-r13
	freqInfo-v1370
	

	SL-InterFreqInfoV2X-r14
	additionalSpectrumEmissionV2X-r14
	


1.1.5 New enumerated values

	ANS.1 type affected
	New enumerated value
	Impact on TTCN FFS

	RAT-Type
	nr, eutra-nr
	

	AccessStratumRelease
	rel15
	f_ConvertAccessStratumReleaseToInteger


1.1.6 Further changes 

	ANS.1 type affected
	Change
	Impact on TTCN FFS

	PUCCH-ConfigDedicated-v1020
	format3-r10 defined with a new type PUCCH-Format3-Conf-r13 instead of inline type
	cs_508_PUCCH_ConfigDedicated_v1020_TDD_FDD_CA

	PDCP-Parameters
	supportedROHC-Profiles defined with a new type ROHC-ProfileSupportList-r15 instead of an inline type
	fl_Check_ConditionROHC


2 Changes required to SAE/NAS messages

2.1 Baseline Moving – 24.301
24.301 is upgraded to 24301-f20.

2.1.1 Changes in 24.301 which require templates modification

	PDU Definition
	Changes Required
	Ref: 3GPP 24.301 clause

	Attach Accept
	Renamed Field: Non-3GPP Access Provided Emergency Numbers Policy to Non-3GPP NW Provided Policies

Added Fields: Network Policy, T3447 Value
	8.2.1

	Attach Request
	Added Field: UE Additional Security Capability
	8.2.4

	Security Mode Command
	Added Field: Replayed UE Additional Security Capability
	8.2.20

	TAU Accept
	Renamed Field: Non-3GPP Access Provided Emergency Numbers Policy to Non-3GPP NW Policies

Added Fields: Network Policy, T3447 Value
	8.2.26

	TAU Request
	Added Fields: UE Additional Security Capability, UE Status
	8.2.29

	Activate Dedicated EPS Bearer Context Request
	Added Field: Extended EPS QoS
	8.3.3

	Activate Default EPS Bearer Context Request
	Added Fields: Extended APN-AMBR, Extended EPS QoS
	8.3.6

	Bearer Resource Allocation Request
	Added Field: Extended EPS QoS
	8.3.8

	Bearer Resource Modification Request
	Added Field: Extended EPS QoS
	8.3.10

	Modify EPS Bearer Context Request
	Added Fields: Extended APN-AMBR, Extended EPS QoS
	8.3.18

	EPS Network Feature Support
	Removed Fields: Spare Added Fields: N26ind, RestrictDCNR
	9.9.3.12A

	UE Network Capability
	Added Fields: CIOT_V2X
	9.9.3.34


2.1.2 New Messages and fields in 24.301

	New PDU/IE Definition
	Ref: 3GPP 24.301 clause

	Network Policy
	9.9.3.52

	UE Additional Security Capability
	9.9.3.53

	Extended APN Aggregate Maximum Bit Rate
	9.9.4.29

	Extended Quality of Service
	9.9.4.30


2.1.3 New Messages and fields in 24.501

	New PDU/IE Definition
	Ref: 3GPP 24.501 clause

	UE Status
	9.8.3.57
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