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<Start of first modified section>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
<<<Text skipped>>>
[10]
3GPP TS 38.508-2: "5GS; User Equipment (UE) conformance specification; Part 2: Common Implementation Conformance Statement (ICS) proforma".
[x]
3GPP TS 38.509: "5GS; Special conformance testing functions for User Equipment (UE)".
<End of modified section>
<Start of next modified section>
4.5.1
General
The generic procedures are used by test cases to get UE under test into RRC_IDLE, RRC_INACTIVE or RRC_CONNECTED state.

A test case controls the SS by specifying the required RRC state and a set of generic procedure parameters applicable for the intended testing.

The connectivity EN-DC is MR-DC via E-UTRA-NR Dual Connectivity. This is a UE connected to the EPC. The connectivity E-UTRA, NR, NGEN-DC, NE-DC are all a UE connected to the 5GC.
Table 4.5.1-1 Generic procedure parameters
	Parameter
	Values
	Description
	Parameter condition



	Connectivity
	E-UTRA


	NG-RAN E-UTRA Radio Access

	Mandatory

	
	NR
	NG-RAN NR Radio Access
	

	
	EN-DC
	E-UTRA-NR Dual Connectivity
	

	
	NGEN-DC
	NG-RAN E-UTRA-NR Dual Connectivity
	

	
	NE-DC
	NR-E-UTRA Dual Connectivity
	

	DC bearers

	MCG and SCG
	MCG and SCG
	Optional

Mandatory when Connectivity is set to EN-DC, NGEN-DC or NE-DC and when RRC_CONNECTED state is requested.  

	
	MCG and split


	MCG and split


	

	Test Mode
	On
	UE test mode active as specified in TS 38.509 [x], clause 5.3.
	Optional

	Test Function
	On
	UE test mode and a UE function active as specified in [TS 38.509 [x], clauses 5.3.2 and 5.4.2.


	Optional


Editor’s Note: The following values are not available to use in the current version of this specification because details are still FFS: Connectivity (E-UTRA, NR, NGEN-DC, NE-DC), DC bearers (MCG and split).
<End of modified section>
