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Annex G
 (normative):
Uplink Physical Channels

G.0
Uplink Signal Levels

Uplink signal power is a UE figure, which is configured by the Test System by means of:

RRC messages (IE-s), such as:

-
PUSCH-PowerControl

-
PUCCH-PowerControl

-
RACH-ConfigGeneric

-
SRS-Config

and L1/2 Power control commands (TPC).

The uplink power settings are specified in the test case.

Otherwise, the uplink power settings result from the default RRC messages described in 3GPP TS 38.508 [5], and appropriate TPC-s, which are sent to the UE to transmit with an UL power level necessary for maintaining the call during the test.

G.1
General

This annex specifies the uplink physical channels that are needed for setting a connection and channels that are needed during a connection. Table G.1-1 describes the mapping of uplink physical channels and signals to physical resources 
Table G.1-1: Mapping of uplink physical channels and signals to physical resources
	Physical channel
	Time Domain Location
	Frequency Domain Location
	Note

	PRACH
	Allowed by the parameter prach-ConfigurationIndex provided by higher layers
	Allowed by the parameter msg1-FrequencyStart provided by higher layers
	Mapping rule is specified in TS 38.211 [8] Section 6.3.3

	DMRS
	For DMRS on PUCCH format 1: Every other symbols i.e., 0, 2, 4...

For DMRS on PUCCH format 2: All the PUCCH symbols

For DMRS on PUCCH format 3,4:  PUCCH length dependent

For One symbol DMRS on PUSCH: Symbol 0 of each slot 
	DMRS on CP-OFDM PUSCH: Specified by the parameters dmrs-Type provided by higher layers.
DMRS on DFT-OFDM PUSCH: Allowed for DMRS configuration type1

DMRS on PUCCH: PUCCH bandwidth dependent.
	Mapping rule of DMRS for PUCCH is specified in TS 38.211 [8] Section 6.4.1.3
Mapping rule of DMRS for PUSCH is specified in TS 38.211 [8] Sections 6.4.1.1, 6.4.1.2

	PUCCH
	For PUCCH Format 0: 

1 ~ 2 symbols each slot, specified by the parameters of nrofSymbols and startingSymbolIndex in PUCCH-format0 provided by the higher layer.

For PUCCH Format 1: 

4 ~ 14 symbols each slot, specified by the parameters of nrofSymbols and those of startingSymbolIndex of PUCCH-format1 provided by the higher layer.

For PUCCH Format 2,

1 ~ 2 symbols each slot, specified by the parameters of nrofSymbols and startingSymbolIndex in PUCCH-format2 provided by the higher layer.

For PUCCH Format 3: 

4 ~ 14 symbols each slot, allowed by the parameters of nrofSymbols and startingSymbolIndex in PUCCH-format3, provided by the higher layer.

For PUCCH Format 4:

4 ~ 14 symbols each slot, specified by the parameters of nrofSymbols and startingSymbolIndex in PUCCH-format4, provided by higher layer.
	For PUCCH Format 0, 1 

1 RB, the position specified by the parameters of startingPRB and intraSlotFrequencyHopping in the corresponding PUCCH-Resource provided by the higher layer.

For PUCCH Format 2, 3: 

1~16 RBs, specified by the parameter of nrofPRBs in PUCCH-format2 and PUCCH-format3 respectively; additionally the position specified by the parameters of startingPRB and intraSlotFrequencyHopping in the corresponding PUCCH-Resource provided by the higher layer.

For PUCCH Format 4 

1 RB, the position specified by the parameters of startingPRB and intraSlotFrequencyHopping in the corresponding PUCCH-Resource provided by the higher layer
	Mapping rule is specified in TS 38.211 [8] Section 6.3.2 and 38.213 [9] Section 9.2

	PUSCH
	All remaining uplink symbols of each slot not allocated to DMRS
	RBs allocated according to Reference Measurement channel in Annex A.2
	Mapping rule is specified in TS 38.211 [8] Section 6.3 and 38.214 [12] Section 6.1

	SRS
	1, 2, or 4 symbols among the last 6 symbols in each SRS transmission slot specified by the parameters of resourceMapping, and resourceType in SRS-Config provided by the higher layer.
	RBs specified by the ue-specific parameters of freqDomainPosition, freqDomainShift and freqHopping in SRS-Config provided by the higher layer.
	Mapping rule is specified in TS 38.211 [8] Section 6.4.1.4.3 


G.2
Set-up

Table G.2-1 describes the uplink physical channels that are required for connection set up.

Table G.2-1: Uplink Physical Channels required for connection set-up

	Physical Channel

	PRACH

	DMRS

	PUCCH 

	PUSCH 


In case of supplementary test, Table G.2-2 describes the supplementary uplink physical channels that are required for connection set-up, and unless stated otherwise, there is no other uplink physical channels configured on the NON-SUL carrier except PRACH. 
Table G.2-2: Supplementary Uplink Physical Channels required for connection set-up

	Physical Channel 

	PRACH

	DMRS

	PUCCH

	PUSCH 


G.3
Connection

The following clauses describes the uplink physical channels that are transmitted during a connection i.e., when measurements are done.

G.3.0
Measurement of Transmitter Characteristics

As specified in the test case. Otherwise:

-
PUSCH + DMRS for PUSCH (and DMRS) measurements.

-
PUCCH + DMRS for PUCCH (and DMRS) measurements.

-
PRACH for PRACH measurements.

SRS for SRS measurements.

G.3.1
Measurement of Receiver Characteristics

As specified in the test case. Otherwise:

· PUSCH + DMRS for measurements with uplink interference configured.

· PUCCH + DMRS for measurements without uplink interference configured.

G.3.2
Measurement of Performance Requirements

As specified in the test case. Otherwise:

PUCCH + DMRS for measurements without CSI feedback, or with CSI feedback in PUCCH mode.

PUSCH + DMRS for measurements with CSI feedback in PUSCH mode.
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